
 
 

LIQUA TORQUE™
  

Penetrating Lubricant 
“The Power of Torque” 

 
LIQUA TORQUE is non-flammable powerful, multiple-action penetrant and protective shield.  
Can be used on either dry or wet surfaces.  To ensure adequate protection, periodic checks 
should be made to determine the need for reapplication.  LIQUA TORQUE has capillary action, 
which allows it to climb through even the most stubborn frozen bolt or nut.  LIQUA TORQUE is 
non-flammable and non-conducting (30,000 volt dielectric).  Meets mil spec C-23411.  
  

AREAS OF USE APPLICATIONS 
MACHINE SHOPS ENGINES 

FACTORIES IGNITION WIRES 
OFFICES ELECTRICAL PANEL BOARDS 

PRINTING INDUSTRY REFRIGERATION EQUIPMENT 
AUTO AND BUS REPAIR SHOPS AIR PLANES 

ELECTRICAL MAINTENANCE SERVICES PARKING METERS 
MARINE SALES AND REPAIR VENDING MACHINES 

LAUNDROMATS BATTERY TERMINALS 
 NUTS AND BOLTS 

 
 

TECHNICAL DATA 
FORM:  Solvent Based Aerosol SOLUBILITY IN WATER: 0% 
ODOR:  Chlorinated Solvent SPECIFIC GRAVITY:  1.44 
COLOR:  Clear % VOLATILE BY VOLUME:  87% 
TOXICITY:  50 ppm OSHA TLV EVAPORATION RATE:  Moderate 
WETTING ABILITY:  Saturates BIODEGRADABILITY:  No 
STORAGE STABILITY:  1 Year + PROPELLENT:  CO2 
COLD STABILITY:  0° F PHOSPHATES:  None 
  
  
                                  

 
TO ORDER CALL: 

 
1-888-879-6124 

 NO.  810 


