
 
 

RED LINE LUBE
™

 

 

NON-MELT GREASE SPRAY™ 
  

RED LINE LUBE is a high pressure lubricant  that seeks hard to reach areas for tough, long 
lasting grease protection. RED LINE LUBE sprays out as a thick liquid which transforms into a 
grease in one to two minutes. Cured lubricant can withstand heat up to 500ºF, moisture, acids, 
high pressure and is highly rust resistant. A high pressure additive reduces wear and prolongs 
operational life of all machinery. Temperatures above 375ºF may require reapplication. Work 
part to distribute product evenly over entire surface. Spray as necessary to insure full coverage. 
  
 

AREAS OF USE APPLICATIONS 
SCHOOLS OPENS GEARS/ CHAINS 

INSTITUTIONS LOCKS/HINGES 
BUS GARAGES OVERHEAD DOORS 

HVACR SERVICE CREWS CAR/AUTO DOORS 
AUTOMOTIVE SERVICE DEPT. PREVENTATIVE MAINTENANCE 

ASSEMBLY LINES EQUIPMENT 
 MOVING PARTS 

 

TECHNICAL DATA 
FORM:  Solvent based aerosol FLASH POINT: >73ºF TCC 
ODOR: Petroleum  TEMP RATING: 0ºF + 500º F 
COLOR:  Red SOLUBILITY IN WATER: 0% 
DETERGENCY:  None SPECIFIC GRAVITY: 0.92 
TOXICITY:  25 ppm OSHA TLV % VOLATILE BY VOLUME: 48.5% 
WETTING ABILITY:  Saturates pH:  N/A 
STORAGE STABILITY:  1 Year + VISCOSITY:  Thick 
COLD STABILITY:  0° F EVAPORATION RATE:  N/A 
PHOSPHATES:  None BIODEGRADABILITY:  No 

 
TO ORDER CALL: 

 
1-888-879-6124 

 NO.  7572 


