
 
 

TEFF TAC
™

 

PLUS 
 

High-Pressure Penetrating Lubricant with Teflon™ 
  

TEF TAC Plus is a high tack lubricating gel which provides superior lubrication from –30ºF to 
+500º F. Penetrates as an oil to lubrication point then forms into a tacky, grease-like gel. 
Contains Teflon ® for added friction reduction. Provides superior stringing action. TEF TAC 
PLUS will penetrate to hard to reach areas. Solvent evaporation is designed to provide this 
needed penetration. TEF TAC PLUS will not wash out and sunlight will not destroy it. Provides a 
moisture resistant film. 
  
 

AREAS OF USE APPLICATIONS 
SCHOOLS OPENS GEARS/ CHAINS 

INSTITUTIONS LOCKS/HINGES 
BUS GARAGES OVERHEAD DOORS 

HVACR SERVICE CREWS CAR/AUTO DOORS 
AUTOMOTIVE SERVICE DEPT. PREVENTATIVE MAINTENANCE 

ASSEMBLY LINES EQUIPMENT 
 MOVING PARTS 

 

TECHNICAL DATA 
FORM:  Liquid FLASH POINT: <10º F 
ODOR:  Solvent  TEMP RATING: -30º+ 500º F 
COLOR:  Clear SOLUBILITY IN WATER:  Light to moderate 
DETERGENCY:  N/A SPECIFIC GRAVITY: 0.780 
TOXICITY:  Non-Hazardous % VOLATILE BY VOLUME:  50 + 
WETTING ABILITY:  Saturates pH:  N/A 
STORAGE STABILITY:  1 Year + VISCOSITY:  Thick 
COLD STABILITY:  35° F EVAPORATION RATE:  <1 
PHOSPHATES:  None BIODEGRADABILITY:  No 

 
TO ORDER CALL: 

 
1-888-879-6124 

 NO.  797 


