 DRAIN BUSTER™

«Advanced Drain Opener in Concentrated Powder Form

*Specifically Formulated to Clean and Maintain Problem Drain Lines

e Liquefies Grease, Oil, Fat and Soap accumulations that
cause blockages

¢ Eliminates Hair - Hair caught in the grease is dissolved
«and easily flushed down the drain system

e Generates Heat - up to 140°F to flush away tough clogs,

but heat levels remain low enough to guard against pipe

damage

e Converts Waste Buildup - into a soapy solution that is

carried out of your drain line system, a process called
saponification

PRODUCT FEATURES & BENEFITS

o Fast Acting — Dissolves grease, hair, food and other organic drain blockages in seconds
¢ Restores and maintains free-flowing drains and drain lines

e Minimizes costly and filthy mechanical drain line cleaning

e Eliminates foul odors

¢ Contains a pleasant lemon fragrance

o Will not harm pipes and fixtures

o Will not harm most decorative fixtures including chrome and stainless steel

e Economical to use and easy to apply with conventional packaging

e Prevents future backups when used as part of a regular maintenance program

YO U CAN HELY oUW Consult the product label for complete
CERTIFIED LABORATORIES directions and precautions before

CE“! ’F’ED A Division of NCH Corporation using this product. Suitable for use as

2727 Chemsearch Blvd., Irving, Texas 75062 a sewer and drain cleaner in federally

, -—

\

Dallase St. Louis* Paramus« El Segundo insepected meat and poultry plants.
© 2000 NCH Corporation
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*DRAIN BUSTER™

Specifically Formulated to Clean and Maintain Problem Drain Lines

e Hospitals ¢ Food Processing e Drain lines
e Restaurants e Manufacturing
e Apartments o Office Buildings

e Municipalities e Agriculture
e Hotels

e Schools
o Cafeterias

*USER BENEFITS

*DRAIN BUSTER quickly eliminates backups and foul odors and reduces costly and messy mechanical cleaning.
*Powerful chemicals liquefy grease, fat, oil, hair and soap to ensure a free-flowing drain system.

*DRAIN BUSTER is recommended for shock treatment of clogged drains and for preventive maintenance.

*TECHNICAL SPECIFICATIONS

Boiling Point (F) Specific Gravity (H,0 =1) 1.08

Vapor Pressure (mm Hg) <0.1 LIGHT YELLOW

Vapor Density (Air=1) CITRUS

pH @ 100% Clarity OPAQUE
% Volatile by Volume - Evaporation Rate (BuAc=1) 0
H,0 Solubility Viscosity GRANULES

*PRODUCT CODE: 5988

*©2010 NCH Corporation
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