Delta Chemical Corporation

P.O. Box 7430
Metairie, LA 70010
(504) 733-0630
GHS Labeling:

This product is classified as hazardous under GHS/HazCom 2012

DANGER!
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May be corrosive to metals

Harmful if swallowed.

Causes severe skin burns and eye damage.
May cause respiratory irritation.

Toxic to aquatic life with long lasting effects.

PREVENTION:

Keep only in original containers

Do not breathe mist, vapors, or spray.

Wash thoroughly after handling.

Do not eat, drink or smoke when using this product.
Use only outdoors or in a well-ventilated area.
Avoid release to the environment.

Wear protective gloves, protective clothing, eye protection and face protection.

STORAGE:

Store in a well-ventilated place. Keep container tightly closed.
Store locked up.

Store in a corrosive resistant container with a resistant inner liner

FOR CHEMICAL EMERGENCY

Spill, Leak, Fire, or Accident

Call CHEMTREC Day or Night

Within USA and Canada: 1-800-424-9300
Outside USA and Canada: +1 703-527-3887
(collect calls accepted)

DWT 7055

Zinc orthophosphate
Max Use Level: 18.0 mg/L
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Certified to
NEF/ANEI 60

PLANT:

RESPONSE:

[F IN EYES: Rinse cautiously with water for several minutes. Remove contact
lenses, if present and easy to do. Continue rinsing.

Immediately call a POISON CENTER or doctor.

[F ON SKIN (or hair): Remove immediately all contaminated clothing. Rinse
skin with water or shower.

Wash contaminated clothing before reuse.

Immediately call a POISON CENTER or doctor.

IF SWALLOWED: Rinse mouth. Do NOT induce vomiting.

IF INHALED: Remove to fresh air and keep at rest in a position comfortable for
breathing.

Immediately call a POISON CENTER or doctor.

Collect spillage.

DISPOSAL: Dispose of contents and container in accordance with local and
national regulations.

Contains: Orthophosphoric acid 7664-38-2, zinc chloride 7646-85-7

USAGE:

Based on an evaluation of health effects, the level of PO4 in the finished drinking water should not
exceed 10.0 mg/L and the level of Zinc in the finished drinking water should not exceed 2.0mg/L.
NFPA Rating: Health=3 Fire=0 Reactivity=0

DOT Shipping Description: UN3264, Corrosive liquid, acidic, inorganic, n.o.s. (Phosphoric Acid,
Zinc Chloride), 8, Il

WEIGHT: LOT#



