PRODUCT DATA SHEET

DCT 3015 - COOLING WATER MICROBIOCIDE

GENERAL DESCRIPTION:

DCT 3015 is a microbiocide for use in controlling slime forming bacteria, sulfate-reducing bacteria, and algae in
airwashers and industrial scrubbing systems, service water and auxiliary systems, recirculating cooling and
process water systems including those that contain reverse osmosis membranes, and wastewater systems
including wastewater sludge and holding tanks.

PRODUCT CHARACTERISTICS:
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FEEDING:

DCT 3015 may be slug fed to tower sump or to the collection trays of air wash systems. DCT 3015 may be fed
to systems using automatic feed equipment to any convenient point that will insure uniform mixing.

PRECAUTIONS AND HANDLING:

CORROSIVE MATERIAL

Corrosive. Causes irreversible eye damage. Causes skin burns. Harmful if inhaled. May be fatal if swallowed.
Harmful if absorbed through skin. Prolonged or frequently repeated skin contact may cause allergic reactions in
some individuals. Causes asthmatic signs and symptoms in hype-reactive individuals. Do not get in eyes, on
skin, on clothing. Avoid breathing vapor. Do not swallow. Wear goggles, protective clothing, and rubber gloves.
Wash thoroughly with soap and water after handling. Remove contaminated clothing and wash before reuse.

EPA Registration No. 10352-23-10807-44392
PACKAGING:
55 GALLON DRUMS
30 GALLON DRUMS
5 GALLON PAILS




