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Further™ Adaptive Adaptive Typicals

GSA Reference Page

Further Height-Adjustable Bench w/Credenzas  
6'-3" x 5'-3"
All 4 stations are height-adjustable.
Bench configuration encourages collaboration.

A full gallery of typicals from each Allsteel system can be found on our website: www.allsteeloffice.com/TypicalsGallery. 
Each typical includes a complete BOM with current pricing, downloadable CAD files and PDFs of each drawing.

NOTE: Further Typicals can be found at www.allsteeloffice.com/TypicalsGallery.

Further Height-Adjustable Bench w/Towers 7'-1" x 5'-3"
All 4 stations are height-adjustable.
Towers and credenzas provide personal storage.

Further Height-Adjustable 120° 5'-2" x 9'-3"
6 stations are height-adjustable. Storage and screens provide privacy.

Further Mixed Bench 5'-6" x 5'-6"
3 stations are height-adjustable and 3 are fixed height.
Mobile peds with seat cushions provide guest seating.
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Further™ Adaptive Adaptive Statement of Line

GSA Reference Page
Further Adaptive configurations use many of the standard Further components to create height-adjustable workstations.  
This Further Adaptitve section contains just 40 models. For a complete Statement of Line of Further components see page 13. 

Rectangular 
Standard 24" or 27"D x 48"-72"W

120° 
Standard 24" or 27"D x 461⁄4"-521⁄4"W

Corner Coves
Standard 24" or 24"/27"D x 60"-72"W

2-Height Adjustable 1-Ht. Adj. & 1 Fixed Ht. 2-Fixed Height

4-Height Adjustable 3-Ht. Adj. & 1 Fixed 
Ht.*

*Height-adjustable and fixed columns can be configured as needed.

2-Ht. Adj. & 2 Fixed 
Ht.*

1-Ht. Adj. & 3 Fixed 
Ht.*

4-Fixed Height

2-Height Adjustable (shown)
1-Ht. Adj. & 1 Fixed Ht. 

2-Fixed Height

3-Height Adjustable (shown)
2-Ht. Adj. & 1 Fixed Ht.

1-Ht. Adj. and 2 Fixed Ht. 
3-Fixed Height 

17" and 19" Jumpers

Height-Adjustable 
Outer Support

7" and 9" Beam-to-Beam
Extension

Beam End Cap
2-Pack

WORKSURFACES — LAMINATE

SUPPORTS
Run Off Supports — Dual Sided — Unique models for 24"D and 27"D worksurfaces

Mid-Supports — Dual Sided 4-Packs — Same model works for either 24"D or 27"D worksurfaces

Perpendicular Center Support — Dual Sided  
2-Packs and Outer Supports — Unique models  
for 24"D and 27"D worksurfaces

120° Center Supports — 3-Way — Same models  
for 24"D and 27"D worksurfaces

ElectricalBeam
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Further™ Adaptive Further — Working with Adaptive Worksurfaces

Further Adaptive 
• Further Adaptive configurations use many of the standard Further 

components to create height-adjustable workstations. This Further 
Adaptive section contains just 53 additional models. 

• Adaptive linear and perpendicular configurations utilize a subset of 
worksurfaces and external support channels. Models are repeated on 
pages 81 and 82 from the worksurface section for easy reference. 

• Linear configurations are available in 2, 4, or 6 dual-sided stations. 
After 6 stations, a 9" beam extension (U6S9L) must be used to reset 
the 1" gap that is required between surfaces to eliminate pinch points. 
Plus a 9" beam trim for that beam extension needs to be ordered 
separately.

• Able to mix and match sit-to-stand stations with fixed surface stations 
in any combination.

• Every height-adjustable surface requires a control box kit 
(U8HACBKIT). Model ships with 1 control box, 1 power cord, 
1 key pad with mounting bracket, and 2 connection cables. 120° 
applications require a 3-way control box kit (U8HA3LCBKIT).

• Optional key pad offers three programmable height settings and 
digital height display. The control box requires 110-120V/60Hz/4A 
of power. Standby power is < 0.1 Watts.

• Power must enter Adaptive configurations from floor into mid 
supports or from ceiling using a power pole. Adding power in beam 
in a 2-station back-to-back application, requires a hub at one end. See 
illustration at left.

• Height-adjustable legs with anti-collision capabilities are available 
through Allsteel Tailored Products.

• Hub to beam connector kits are required for mid support models to 
connect to beams.

Control Box Kit 
U8HACBKIT

Optional Key Pad 
ATBCMC

Hub added to 2-station  
application for power.

GSA Reference Page
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Further™ Adaptive Further — Working with Adaptive Worksurfaces

GSA Reference Page
Worksurfaces (pages 81-82)
• Adaptive linear and perpendicular applications use standard Further 

worksurfaces, 24"D or 27"D and 48"-72"W. Cannot use 21"D, 
30"D, or trapezoid worksurfaces. 

• Configurations must be dual-sided, no single sided applications.
• A 1" gap exists between surfaces to eliminate pinch points.
• Worksurfaces cannot overhang supports on the side by more than 

12".
• Distance from floor to top of worksurface for height-adjustable 

ranges from 271⁄4" to 467⁄8" with glides fully retracted. See illustration 
below.

• Distance from floor to top of worksurface for fixed height remains at 
291⁄2" with glides fully retracted. See illustration below.

• Load maximum: 300 lbs. including weight of worksurface.

External Worksurface Support Channel (page 81)
• External stiffeners to be used on 60"W to 72"W worksurfaces:
 60"W use Z5SC48     66"W use Z5SC54     72"W use Z5SC60
• Extends 11⁄2" below the worksurface. Stiffener is 61⁄4" from back edge 

of the worksurface to the vertical wall of the stiffener.
• Pilot holes are included on worksurface to ensure accurate placement 

to avoid interference with screens, mounting plates etc.
• May interfere with storage or mounting of accessories.

30"
Center to Center

5"

215⁄8"
255⁄8"

3⁄4"
Beam Mounted

Screen

21⁄4"

54" (24" Tops)

33"
Center to Center

5"

215⁄8"
255⁄8"

3⁄4"
Beam Mounted

Screen

21⁄4"

60" (27" Tops)

293⁄8" Ref
Floor to top of WS
w/fixed columns

467⁄8" Ref
Floor to top of WS

w/height-adjustable
columns at full extension

271⁄4" Ref
Floor to top of WS

w/height-adjustable
columns at no extension

281⁄8" Ref
Floor to bottom of WS
w/fixed columns

277⁄8" Ref
Floor to bottom

of plate
w/fixed columns

455⁄8" Ref
Floor to bottom of WS

w/height-adjustable
columns at full extension

26" Ref
Floor bottom of WS
w/height-adjustable

columns at no extension

237⁄8" Ref
Floor to bottom
edge of gusset

w/height-adjustable
columns at no

extension



W
O

R
K

SU
R

FA
C

E
 S

P
E

C
S

W
O

R
K

SU
R

FA
C

ES
 &

 S
U

PP
O

RT
S

E
LE

C
TR

IC
A

L 
&

 D
A

TA
C

O
LL

A
B

O
R

A
TI

V
E

 H
U

B
A

D
A

P
TI

V
E

SC
R

E
E

N
S 

&
 S

TO
R

A
G

E
FU

R
TH

E
R

76  |   Further – 1/2017

Further™ Adaptive Further — Working with Adaptive Supports

Run Off Supports — Dual Sided (page 83)
• Used to support the end of a beam run. Also two units are used 

side-by-side as a mid support on 8-pack benches and above — see 
page 10.

• 24"D and 27"D deep models to be used with corresponding 
worksurface. In three configurations for each:

 – 2 height adjustable
 – 1 height adjustable & 1 fixed 
 – 2 fixed
• Adjustable models ship with one left- and one right-hand die-cast 

worksurface gusset.
• Adjustable column in black, silver, or white.
• Load maximum: 300 lbs. including weight of worksurface.
• Includes leveling glides that provide 35⁄8" adjustment.
• Overall dimensions: 251⁄2"H x 21⁄2"W x 35"D or 38"D

Mid Supports — Dual Sided 4-packs (page 83)
• Used to support worksurfaces in middle of beam run. Only used for 

benching stations.
• Same model used for both 24"D or 27"D worksurfaces.
• Specify hub to two beam connector kit (U3CHB2) to connect to two 

beams.
• Supports one side of 4 worksurfaces; available in five different leg 

configurations:
 – 4 height-adjustable
 – 3 height-adjustable & 1 fixed leg
 – 2 height-adjustable & 2 fixed legs
 – 1 height-adjustable & 3 fixed legs
 – 4 fixed legs
• Adjustable models ship with left- and right-hand die-cast worksurface 

gussets.
• Adjustable column in black, silver, or white.
• Load maximum: 300 lbs. including weight of worksurface.
• Includes leveling glides that provide 35⁄8" adjustment.
• Overall dimensions: 24"H x 71⁄4"W x 263⁄4"D
• Power/Data can route up through bottom opening or through 

knockouts (2) on access panels. 
• Able to route with electrical (60% fill ratio) see page 74: 
 – 44 through one side access, 88 total
 – 88 through bottom opening

Retrofit Kit (page 83) 
• Retrofit kit is used to convert Adaptive fixed-height supports in linear 

applications to height-adjustable. 
• One kit will convert two legs to support one worksurface.
• Retrofit Kit includes:
 – Two Further height-adjustable columns 
 – Left- and right-hand die-cast worksurface gussets
 – Control box U8HACBKIT
• Specify gusset paint color — Core, Select, or Accent.
• Specify adjustable column color — Black, Silver, or White.
• Order appropriate cord management separately — see page 76.
• For conversion of fixed-height run-off and mid-supports. Not for use 

on perpendicular or 120° supports.

U6E24D2HA U6E24D1HAF U6E24D2F

U6MSD4HA U6MSD3HA1F U6MSD2HA2F

U6MSD1HA3F U6MSD4F

GSA Reference Page
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Further™ Adaptive Further — Working with Adaptive Supports

GSA Reference Page
Perpendicular Mid Supports — Dual Sided 2-packs (page 83)
• Used to support beam side of worksurface in perpendicular 

applications.
• Perpendicular configurations require 4-station minimum for adequate 

stability — see illustration at left.
• Specify either a hub to beam (U3CHB1) or hub to two beams 

(U3CHB2) connector kit to connect to beam.
• Supports two worksurfaces (trapezoid worksurfaces will not work), 

available in three different leg configurations:
 – 2 height-adjustable 
 – 1 height-adjustable & 1 fixed leg
 – 2 fixed legs
• Includes leveling glides that provide 35⁄8" adjustment.
• Overall dimensions: 24"H x 73⁄4"W x 261⁄4"D
• When two perpendicular stations are facing each other (see example 

on page 3), to ensure proper clearance of screens, a minimum 
beam length of 30" must be used between mid supports for 27"D 
worksurfaces, and a minimum beam length of 24" must be used for 
24"D worksurfaces.

• Power/Data can route up through bottom opening or through 
knockouts (2) on access panels. 

• Able to route with electrical (60% fill ratio) see page 74: 
 – 44 through one side access, 88 total
 – 88 through bottom opening

Perpendicular Outer Supports (page 83)
• Used to support non-beam side of worksurface in perpendicular 

and corner cove applications. Power and cabling runs through mid 
support.

• Supports only one worksurface (not a shared support). 24"D and 
27"D height-adjustable models available. 

• Adjustable column in black, silver, or white.
• Load maximum: 300 lbs. including weight of worksurface.
• Includes leveling glides that provide 35⁄8" adjustment.
• Overall dimensions: 26"H x 3"W x 233⁄4"D or 263⁄4"D
• In fixed height applications worksurface support legs are used — see 

illustration at upper left.

Center
of Perpendicular

Support

Perpendicular 
worksurfaces can
be mounted up to
41⁄8" forward from 
mid support to
reduce footprint.

User Edge

TOP VIEW

User Edge

41⁄8"
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Further™ Adaptive Further — Working with Adaptive Supports

GSA Reference Page
120˚ Mid Support (page 83) 
• Used to support center of traditional 120˚ worksurfaces for organic 

applications. Requires three dual-sided Run Off Supports for each 
end of the 3-120˚ worksurfaces.

• Supports three worksurfaces, available in four different leg 
configurations:

 – 3 height-adjustable legs
 – 2 height-adjustable & 1 fixed leg 
 – 1 height-adjustable & 2 fixed legs
 – 3 fixed legs
• Adjustable column in black, silver, or white.
• Load maximum: 300 lbs. per surface, including weight of 

worksurface.
• Includes leveling glides that provide 35⁄8" adjustment.
• Overall dimensions: 237⁄8"H x 203⁄8"W x 175⁄8"D (extends 11" from 

center in 3 directions)
• Able to route (60% fill ratio) see page 84: 
 – 44 through one side access, 132 total
 – 132 through bottom opening
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Further™ Adaptive Further — Working with Adaptive Supports

Beams (page 41)
• Available in 6" increments non-ported in lengths 18"-96" and 

dual-sided powered in lengths 36"-96". See illustrations at left. 
Adaptive worksurface listings on page 72 notes the required beam 
size. Beam models are listed on page 41.

• Flat or mounting top trim required to finish off beams — order 
separately. See page 42.

• Height from floor to bottom of beam is 237⁄8"; and to top of the beam 
with top trim installed is 281⁄8".

• Beams do not connect directly in-line with one another, use in 
conjunction with Adaptive run off supports, mid-supports and in-line 
connector. See examples on page 72 and below.

• Further beams can be ported or non-ported for power and come in 
various power ready configurations. See page 41.

Beam Top Trim and Filler (page 42)
• Available in 6"-96" lengths in flat or for mounting screens or storage 

and is required to finish off a beam. Must match beam lengths. No 
exceptions.

• Flat top trim snaps onto the top of the beam.
• Mounting top trim contains a reveal for mounting screens and 

upmount storage with fixed height worksurfaces and is attached to 
the beam with included hardware.

• Chicago mounting top trim must be used for Chicago Code.
• Optional beam top trim filler snaps into open channel on mounting 

top trim for improved aesthetic on unused portion of channel. 12" 
or 60" length can be cut to size in the field to be used with beam 
mounted stanchions and screens. ABS plastic in flat platinum color.

End Cap — U3TBE (page 83)
• Used to cap off beam at end of parent run.
• Press fit die-cast part.
• Model ships with 2 caps.

In-Line 9" Bench Connector (page 83)
• Used to connect linear benches together in order to re-set 1" gaping 

of worksurfaces and continue electrical through parent run.
• Made of a 9" beam length and 13" sheet metal bracket.
• Needed every third beam for larger linear parent runs. Can be used 

after two beams in an 8-station typical to keep symmetry (gap will be 
1"). See examples at left and below. See page 80 for 120° applications 
using 7" beam length.

1"

Enlarged Detail

U
6S9L

Side A

Side B

Side A

Side B

Enlarged Detail

1"

U
6S

9L

GSA Reference Page
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Further™ Adaptive Further — Working with Adaptive Supports

GSA Reference Page
In-Line 7" Bench Connector (page 83)
• Used to connect 120° benches together in order to re-set 1" gaping of 

worksurfaces and continue electrical through parent run.
• Made of a 7" beam length and 11" sheet metal bracket.
• Needed for larger parent runs. Can be used between two beams when 

connecting two 120° 3-station typicals to keep symmetry (gap will be 
1"). See examples at left and below. 

U6S7L
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24"D Rectangular Worksurfaces for Adaptive (27" to center of beam)

48"W 42" Beam U5F2448S  $ 375   $ 395  $ 413
54"W 48" Beam U5F2454S  $ 412   $ 434  $ 453
60"W 54" Beam U5F2460S  $ 453   $ 477  $ 498
66"W 60" Beam U5F2466S  $ 495   $ 521  $ 544
72"W 66" Beam U5F2472S  $ 539   $ 567  $ 593

27"D Rectangular Worksurfaces for Adaptive (30" to center of beam)

48"W 42"W U5F2748S $ 389 $ 410 $ 428
54"W 48"W U5F2754S $ 434 $ 457 $ 477
60"W 54"W U5F2760S $ 483 $ 508 $ 531
66"W 60"W U5F2766S $ 522 $ 549 $ 574
72"W 66"W U5F2772S $ 567 $ 596 $ 624

24"D 120˚ Worksurfaces for Adaptive (27"D to center of beam)

46¼"W Back Left and Right 42" Beam U5F244646C $ 654  $ 687  $ 719 
52¼"W Back Left and Right 48" Beam U5F245252C $ 712  $ 748  $ 783 

27"D 120˚ Worksurfaces for Adaptive (30"D to center of beam)

46¼"W Back Left and Right 42" Beam U5F274646C $ 670  $ 704  $ 736 
52¼"W Back Left and Right 48" Beam U5F275252C $ 734  $ 771  $ 807

Corner Cove Worksurfaces — Left Handed (66" and 72" extend left)

60" x 60" - 24"L / 24"R 54" / 54" U5CC6024LS $ 979 $ 1028 $ 1077
60" x 60" - 27"L / 24"R 54" / 54" U5CC6027LS $ 1010 $ 1060 $ 1111
66" x 60" - 24"L / 24"R 60" / 54" U5CC6624LS $ 1028 $ 1080 $ 1131
66" x 60" - 27"L / 24"R 60" / 54" U5CC6627LS $ 1047 $ 1100 $ 1152
72" x 60" - 24"L / 24"R 66" / 54" U5CC7224LS $ 1045 $ 1098 $ 1150
72" x 60" - 27"L / 24"R 66" / 54" U5CC7227LS $ 1117 $ 1173 $ 1228

Corner Cove Worksurfaces — Right Handed (66" and 72" extend right)

60" x 60" - 24"L / 24"R 54" / 54" U5CC6024RS $ 979 $ 1028 $ 1077
60" x 60" - 24"L / 27"R 54" / 54" U5CC6027RS $ 1010 $ 1060 $ 1111
60" x 66" - 24"L / 24"R 54" / 60" U5CC6624RS $ 1028 $ 1080 $ 1131
60" x 66" - 24"L / 27"R 54" / 60" U5CC6627RS $ 1047 $ 1100 $ 1152
60" x 72" - 24"L / 24"R 54" / 66" U5CC7224RS $ 1045 $ 1098 $ 1150
60" x 72" - 24"L / 27"R 54" / 66" U5CC7227RS $ 1117 $ 1173 $ 1228

  Laminate w/Flat Edge Laminate w/Flat Edge
Description Beam Size Model L1 L2 L3

Further™ Adaptive Further™ — Adaptive Supports and Worksurfaces
 Laminate

         .      .

How to specify —

Select the  
Model Number  
from above.

1st Option:

Laminate 
(if applicable):

    

2nd Option:

Edge 
(if applicable):

Examples:  Z5SC60   U5F2448S.LM11.EV   U5F2760S.LWBR.DB

GSA SIN 711-1
For Adaptive specification information see pages 73-80.
Models listed below are a subset from pages 32 and 33 that are used for Adaptive applications.

U5F2760S

U5F2466S
Flat Edge Detail

11⁄4"

External Worksurface Support Channel (no color option) — 11⁄2"H

36"W External Support Channel for 48"W Worksurface Z5SC48 $ 52
42"W External Support Channel for 54"W Worksurface Z5SC54 $ 59
48"W External Support Channel for 60"W Worksurface or 66" Table Z5SC60 $ 64

  List
Description Model Price

S
S

Shippable by small-package carrier.S

Z5SC72

U5F244646C
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Run Off Supports — Dual Sided (depth specific — see below) 

2 Height-Adjustable Legs for 24"D U6E24D2HA S  $ 2935 $ 2956 $ 2977
2 Height-Adjustable Legs for 27"D  U6E27D2HA S  $ 3347 $ 3368 $ 3389
1 Height-Adjustable Leg / 1 Fixed-Height Leg for 24"D* U6E24D1HA1F (shown) S  $ 2155 $ 2176 $ 2197
1 Height-Adjustable Leg / 1 Fixed-Height Leg for 27"D* U6E27D1HA1F S  $ 2567 $ 2588 $ 2609
2 Fixed-Height Legs for 24"D U6E24D2F S  $ 1230 $ 1251 $ 1276
2 Fixed-Height Legs for 27"D U6E27D2F S  $ 1642 $ 1663 $ 1688
*Adjustable and fixed leg can be assembled in either location.

Mid Supports — Dual Sided 4 Packs for 24"D or 27"D

4 Height-Adjustable Legs U6MSD4HA S  $ 6000 $ 6020 $ 6040
3 Height-Adjustable Legs / 1 Fixed-Height Leg*  U6MSD3HA1F (shown) S  $ 5220 $ 5240 $ 5260
2 Height-Adjustable Legs / 2 Fixed-Height Legs* U6MSD2HA2F S  $ 4440 $ 4460 $ 4480
1 Height-Adjustable Leg / 3 Fixed-Height Legs*  U6MSD1HA3F S  $ 3660 $ 3680 $ 3700
4 Fixed-Height Legs U6MSD4F S  $ 2735 $ 2755 $ 2780
*Adjustable and fixed legs can be assembled in any location.

Retrofit Kit for Linear Adaptive Applications

Converts Fixed-Height to Height-Adjustable* U6LHAKIT  $ 2545 $ 2545 $ 2545
*Includes controller, see page 68.

  List Price
Description Model P1 Core P2 Select P3 Accent

Further™ Adaptive Further™ — Adaptive Supports

 U           .      

How to specify —

Select the  
Model Number  
from above.

2nd Option:

Paint color for  
Adaptive columns 
(if applicable):

P27 Black
PR6 Silver
PQ8 White

    .

1st Option:

Paint color for Mid 
or End Support, or 
Component:

   

Examples:  U6E24D2HA.P7E.PR6   U6MSD4HA.PR6.PR6   

GSA SIN 711-1For Adaptive specification information see pages 73-80.

Shippable by small-package carrier.S

U6MSD3HA1F

U6E24D1HA1F
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Perpendicular Mid Support — Dual Sided 2 Pack

2 Height-Adjustable Legs U6MSS2HA S  $ 3175 $ 3195 $ 3215
1 Height-Adjustable Leg / 1 Fixed-Height Leg*  U6MSS1HA1F (shown) S  $ 2250 $ 2270 $ 2290
2 Fixed-Height Legs U6MSS2F S  $ 1325 $ 1345 $ 1370
*Adjustable and fixed legs can be assembled in any location.

Perpendicular Outer Support

Height-Adjustable Leg for 24"D U6PE241HA (shown) S  $ 1751 $ 1766 $ 1786
Height-Adjustable Leg for 27"D  U6PE271HA S  $ 1850 $ 1865 $ 1885

Worksurface Gussets

Left- and Right-Hand Gusset Set U6MSDG S  $ 145 $ 165 $ 190

120˚ Mid Supports for 24"D or 27"D 

3 Height-Adjustable Legs  U6MS1203HA (shown) S  $ 5000 $ 5020  $ 5045
2 Height-Adjustable Legs / 1 Fixed-Height Leg* U6MS1202HA1F S  $ 4220 $ 4240  $ 4265
1 Height-Adjustable Leg / 2 Fixed-Height Legs*  U6MS1201HA2F S  $ 3440 $ 3460  $ 3485
3 Fixed-Height Legs U6MS1203F S  $ 2660 $ 2680  $ 2705
*Adjustable and fixed legs can be assembled in any location.

Beam Components for Adaptive

Beam End Cap — 2 Caps U3TBE S  $ 87 $ 93 $ 98 
7"W Beam-to-Beam Connector for in-line 120° to 120° U6S7L S  $ 149 $ 157 $ 165
9"W Beam-to-Beam Connector for in-line connection U6S9L S  $ 154 $ 162 $ 170

  List Price
Description Model P1 Core P2 Select P3 Accent

Further™ Adaptive Further™ — Adaptive Supports

 U           .      

How to specify —

Select the  
Model Number  
from above.

2nd Option:

Paint color for  
Adaptive columns 
(if applicable):

P27 Black
PR6 Silver
PQ8 White

    .

1st Option:

Paint color for Mid 
or End Support, or 
Component:

   

Examples:  U6MSS2HA.P7E.PR6   U3TBE.PR5   

GSA SIN 711-1For Adaptive specification information see pages 73-80.

Shippable by small-package carrier.S

U6MSS1HA1F

U6PE241HA

U6MS1203HA

U3TBE

U6S9L
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Further™ Adaptive Further — Working with Adaptive Electrical & Data

ELECTRICAL (pages 46-71)
• Most electrical rules and options remain the same for Adaptive 

applications.
• Power is not able to route up through run off end supports.
• Access panels include knockouts on top to run below beam electrical 

harnesses through.
• In order to connect electrical through U6S9L in linear applications a 

19" jumper U87U319A will need to be used. 120° applications use 
U6S7L and require a 19" or 17" jumper depending on beam length. 
See chart below.

Lower knock-out opening (5.72 sq. in.) 
on access panel on mid support (both 2 
& 4-column, 4-column shown) accepts 
up to 44 voice/data cables (.300" dia.) 
without power. Maximum of 72 cables in 
wire management.

All quantities listed at 60% fill ratio.

Bottom 6" dia. opening (28.27 sq. in.)  
of 120 mid support accepts up to  
132 voice/data cables (.300" dia.) when  
electrical shares opening with two  
infeeds. 132 cables shown = 44 per  
access panel upper knock-out.

Lower knock-out opening (5.72 sq. in.) 
on access panel on mid support (both 2 
& 4-column, 4-column shown) accepts up 
to 39 voice/data cables (.300" dia.) when 
electrical shares opening with one in-feed.

All quantities listed at 60% fill ratio. 

Upper knock-out opening (5.30 sq. in.) on access panel on 
mid support (both 2 & 4-column, 4-column shown) accepts 
up to 44 voice/data cables (.300" dia.) 

All quantities listed at 60% fill ratio.

Bottom 6" x 31⁄4" opening (19.50 
sq. in.) of mid support (both 2 & 
4-column, 4-column shown) accepts 
up to 88 voice/data cables (.300" 
dia.) when electrical shares opening 
with two in-feeds.

88 cables shown = 44 per access 
panel upper knock-out.

GSA Reference Page

Application Beam Size Bench Connector Jumper Model

Linear 48-72" U6S9L U87U319A

120° 42" U6S7L U87U319A

120° 48" U6S7L U87U317A
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Further™ Adaptive Further — Working with Adaptive Electrical & Data

WIRE MANAGEMENT
Cord Management Chain (page 86)
• Used to route and conceal power/data cables from control box kit 

U8HACBKIT and user devices. 36" chain can be mounted left, right, 
or center.

• Must specify 6" shorter than beam length.
• Able to house 6 cables at .300" diameter. See illustration above.
• Recommended cord length for electrical accessories is 60".
• Made of one plastic “chain” and one plastic bracket for each end.
• Snake comes in one color option – Black.
• Must use in conjunction with high capacity concealed wire manager 

and clips.
• Ships with sheet metal tray for mounting.
• Maximum of two chains can be mounted to a tray that is 48"W or 

greater.

Hinged Trough for under Worksurfaces (page 86)
• Must specify 24" shorter than worksurface.
• Hinged trough that mounts below a worksurface.
• Conceals controller and extra cord slack.
• 6 rectangular knockouts to route cords.
• Rectangular grommets (TAWG) must be ordered separately.
• Hardwire includes circular grommets for ends.

Beam Mounted Concealed Wire Manager (page 86)
• Mounts to beam using wire manager clip model U9BWMC (ordered 

separately — see chart for quantity).
• Widths 24" through 78" in 6" increments. Specify 6" shorter than 

beam.
• 24"-36" have 4 knockouts each; 42-78" have 6 knockouts each.
• Rectangular grommets (TAWG) are ordered separately.
• Holds up to 30 data cables. Made from sheet metal.
• Can pass across in-line support leg but not across a hub.
• Cannot be used with below beam electrical.

Wire Manager Clips (page 86)
• Used to mount concealed wire manager above to beam.
• See chart at left for clips required.
• Model comes with 5 clips.

GSA Reference Page

Number of U9BWMC Wire 
Manager Clips Required

Component Length

24" 30"-36" 42"-48" 54"-78"

Concealed Wire Manager 2 3 4 5

Optional hinged trough to conceal 
control box and extra cord slack.

Hinged trough in open position.

SIDE VIEW (fully raised)

U936T-U978T
6 cables (.300" dia.)

FRONT VIEW (lowered)

Hinged Trough (Open)

SIDE VIEW

Run Off SupportCord
Management

Chain

Worksurface
Support Channel

30 cables  
(.300" dia.)

3"

Chain
Tray

Concealed
Wire

Manager

51⁄4"

35⁄8"
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Further™ Adaptive Adaptive Controls and Electrical & Data

          .

How to specify —

Select the  
Model Number  
from above.

Examples:  U8HACBKIT   U87U317A.P   

GSA SIN 711-1For Adaptive specification information see pages 84-85.

Control Box - Black Only

For 2 Height-Adjustable Legs*  U8HACBKIT $ 414 
For 3 Height-Adjustable Legs*  U8HA3LCBKIT $ 463 
* Unit comes with simple up and down control.

Memory Controls

3 Position Memory ATBCMC** $ 146 
** Memory controls are intended for use with Allsteel table tops and are approved under GSA SIN 711-1. 

When purchased separately and used without an Allsteel top, these models marked by (**) are considered open market.

Electrical & Data (See pages 84-85 for specification and balance of electrical models.)

17" Jumper for Adaptive U87U317A $ 90
19" Jumper for Adaptive U87U319A $ 93
Wireway Grommet — pack of 6 TAWG $ 108

  List
Description Model Price

S
S

S

S
S
S

Shippable by small-package carrier.S

U8HACBKIT

ATBCMC

 P

1st Option:

Jumper Color  
(if applicable):

P Black
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Further™ Adaptive Adaptive Controls and Electrical & Data

          .

How to specify —

Select the  
Model Number  
from above.

Examples:  U9CMT36.P02   U924HT.P02

GSA SIN 711-1For Adaptive specification information see pages 84-85.

Shippable by small-package carrier.S

Open

Closed

    

2nd Option:

Paint Color for Chain Mounting Trays, 
Hinged Troughs, Concealed Wire 
Manager, and Wire Manager Clips  
(if applicable):

   

Cord Management Chain (Black Only) with Chain Mounting Tray (specify paint)

36"W U9CMT36 $ 247  $ 255  $ 257 
42"W U9CMT42 $ 250  $ 258  $ 260 
48"W U9CMT48 $ 252  $ 262  $ 265 
54"W U9CMT54 $ 255  $ 264  $ 267 
60"W U9CMT60 $ 259  $ 271  $ 287 
66"W U9CMT66 $ 262  $ 274  $ 290 
72"W U9CMT72 $ 272  $ 284  $ 300 
78"W U9CMT78 $ 279  $ 293  $ 312 

Hinged Troughs for under Worksurfaces 

24"W U924HT $ 206  $ 213  $ 222 
30"W U930HT $ 215  $ 222  $ 231 
36"W U936HT $ 226  $ 235  $ 247 
42"W U942HT $ 245  $ 254  $ 266 
48"W U948HT $ 252  $ 263  $ 278 

Beam Mounted Concealed Wire Manager — High Capacity Painted Metal (order clips below)

24"W U924BWHCT $ 113 $ 121 $ 130 
30"W U930BWHCT $ 118 $ 126 $ 135 
36"W U936BWHCT $ 139 $ 149 $ 162 
42"W U942BWHCT $ 159 $ 169 $ 182 
48"W U948BWHCT $ 180 $ 192 $ 208 
54"W U954BWHCT $ 200 $ 212 $ 228 
60"W U960BWHCT $ 212 $ 226 $ 245 
66"W U966BWHCT $ 253 $ 267 $ 286 
72"W U972BWHCT $ 278 $ 294 $ 316 
78"W U978BWHCT $ 306 $ 322 $ 344 

Wire Manager Clips 

5 Pack of Clips U9BWMC $ 54 $ 59 $ 64 
Note: See chart on page 51 for quantity of clips required.

  List Price
Description Model P1 Core P2 Select P3 Accent

S
S
S
S
S
S
S
S

S
S
S
S
S

S
S
S
S
S
S
S
S
S
S

S
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Further™ Adaptive Working with Adaptive Screens and Gallery Panels

Screens (pages 92-99)
• All above beam mounted screen rules remain the same for Adaptive.
• Beam mounted modesty panels must be specified 6" shorter than 

beams.
• Worksurface mounted screens are possible, but will inhibit cord 

management.
• Lateral screens cannot be located right above run off support beams 

on Adaptive worksurfaces.
• User movable screens cannot be placed on mid support edge of 

worksurface.

Gallery Panels for Adaptive (page 100)
• Nominal sizes: 42"H or 50"H and 54"W-84"W in 6" increments. 

Actual sizes: 41¼"H or 49¼"H and 54"W-84"W in 6" increments.
• Comes with gallery panel and attachment kit.
• Cannot be used along the lengths of the worksurface.
• Will not be modular if used along the return length of a corner cove 

worksurface.
• Modularity only exists when using a 54"W/60"W gallery panel on a 

54"W/60"W bench setup.
• 1" gap required between panel and adjacent worksurfaces.
• Will work in any of the 48", 54", or 60" wide end conditions 

supported by dual sided run off supports.
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Further™ Adaptive Working with Adaptive Storage and Extensions™

Storage (pages 104-106 and 108)
• Storage Nitches (24" & 30" W) can be mounted on Adaptive surfaces 

using worksurface mounted stanchion kits (U7HSK1).
• Nitch cannot overhang height-adjustable worksurfaces more than 3" 

from edge of worksurface.
• Laminate shelves (24" & 30" W) can be mounted on Adaptive 

surfaces using worksurface mounted stanchion kits (U7HSK1).
• Beam mounted storage cannot be used in conjunction with Adaptive 

worksurfaces.
• Storage cannot be attached to underside of Adaptive worksurfaces.
• Storage below 26"H can be used underneath Adaptive surfaces when 

not directly underneath height-adjustable leg, otherwise storage must 
be below 237⁄8"H. Taller storage units can be used if keypad with 
preset height capabilities (ATBCMC) is specified.

• Storage below 26"H can be used underneath fixed supports. Normal 
Further storage units may be used if positioned to not interfere with 
plates. See below.

Extensions (pages 110-119)
• Most rules and options remain the same for Adaptive applications.
• Accessory rails can be full length of worksurface.
• Beam Mounted Shelves must be 6" shorter than beam length.

26"
237⁄8"

Further Height-Adjustable w/Open Storage 5'-6" x 5'-6"
2 stations are height-adjustable and 2 are fixed height.
Storage and screens provide privacy.

277⁄8"
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Further™ Adaptive Working with Adaptive Laptop Drawers

Laptop Drawer (pages 112 and 115)
• Laptop Drawers (U7WDA) must clear worksurface gussets.
• Drawer must be inset 113⁄4" from the side edge and 9" on mid support 

side. See illustration at left.
• Laptop drawer cannot be used on 24" x 60", 24" x 66", or 

24" x 72" due to external stiffener placement.
• Clearance below drawer is 225⁄8" when worksurface is fully lowered. 

See illustration at left.

113⁄4"9"

U7WDA
Laptop
Drawer

Underside View 

U7WDA
Laptop
Drawer

U7WDA

225⁄8"
with surface
fully lowered

Front View
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Further™ Adaptive Adaptive Retrofit Examples

GSA Reference Page
Retrofit Capabilities
For already existing Further setups, retrofitting to Adaptive is an option. Below are examples showing the units needed to convert all current Further 
tradition bench stations in a cluster into an Adaptive bench. To convert fixed-height linear Adaptive stations to height-adjustable use the retrofit kit 
on page 76.

6 Station Traditional Bench
Fixed Seated-Height Further Adaptive Components

Qty Model # Description List Price Total Qty Model # Description List Price Total

6 U5F2772S 27"D x 72"W Worksurface $ 567 $ 3402 6 U8HACBKIT HA Control Box Kit $ 414 $ 2484

6 Z5SC72 60"W External Support Channel $ 79 $ 474 6 Z5SC60 47"W External Support Channel $ 64 $ 384

2 U6H2S Hub Non-Ported $ 539 $ 1078 2 U6MSD4HA Mid Support — 4 HA Legs $ 6000 $ 12000

2 U3CHB2 2 Beams to Hub Connector Kit $ 237 $ 474

3 U6B66DS222 66"W Beam for Dual Sided Power – Right A2-B2-A2 $ 539 $ 1617

3 U6B66F 66"W Beam Trim – Flat $ 204 $ 612

8 U6L2FG Worksurface Support Leg w/Glide $ 204 $ 1632

2 U6E2F Beam End Support Leg $ 281 $ 562 2 U6E27D2HA Bench End Run Off Support — 2 HA Legs $ 3347 $ 6694

18 U6WBTF Worksurface Support Bracket $ 57 $ 1026 1 U3TBE Beam End Caps $ 87 $ 87

Shaded components are not utilized once stations are converted.
Electrical components not shown, these will remain the same.

TOTAL $ 21649

4 Station Traditional Bench
Fixed Seated-Height Further Adaptive Components

Qty Model # Description List Price Total Qty Model # Description List Price Total

4 U5F2760S 27"D x 60"W Worksurface $ 483 $ 1932 4 U8HACBKIT HA Control Box Kit $ 414 $ 1656

4 Z5SC60 47"W External Support Channel $ 64 $ 256 4 Z5SC48 36"W External Support Channel $ 52 $ 208

4 U6B54DL2 54" Beam for Dual Sided Power — A2-B2 $ 453 $ 1812

4 U6B54F 54" Beam Trim — Flat $ 118 $ 472

2 U3CBBE Bench End Connector Kit $ 65 $ 130

2 U6L2FG Worksurface Support Leg w/Glide $ 204 $ 408

1 U6S2F In-Line Beam Support Leg $ 226 $ 226 1 U6MSD4HA Mid Support — 4 HA Legs $ 6000 $ 6000

1 U6B06F 6"W Beam Trim — Flat $ 64 $ 64

4 U6E2F Beam End Support Leg $ 281 $ 1124 2 U6E27D2HA Bench End Run Off Support — 2 HA Legs $ 3347 $ 6694

12 U6WBTF Worksurface Support Bracket $ 57 $ 684 1 U3TBE Beam End Caps $ 87 $ 87

Shaded components are not utilized once stations are converted.
Electrical components not shown, these will remain the same.

TOTAL $ 14645
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Screens Further™ — Working with Screens

GSA Reference Page

Fabric Beam Center Screens (page 96)
• Must use mounting top cap to secure to beam.
• Mounting top cap length must be equal to or less than total support 

run length.
• Must be equal to or less than total length of support run minus end 

supports.
• When using with a laterally mounted cubby with a screen, subtract at 

least 18" from width of screen.
• Must use split top cap kit when passing screen over a hub. The 

screen(s) must pass completely over hub or a gap will be present.

Fabric Beam Mounted Modesty Panels (page 96)
• Width must be equal to or less than beam length.

Fabric Table Mounted Screens (page 97)
• Subtract 12" from the width of the table/worksurface to allow for 

clearance of leg mounting plates. See illustration at left.

Elevated Table-Mounted Screens (page 97)
• 3⁄4" thick tackable fabric.
• Available in 13"H and 201⁄2"H. Screen travels up and down with the 

worksurface.
• Screen is framed on vertical sides only. Specify end vertical 

cap (included) paint color and then the horizontal retainer and 
stanchion pieces. 

• Elevated table mounted screens provide 11⁄4" clearance for routing 
of cords off the back edge, as well as, monitor arms and power 
modules to be installed. 

• Screen(s) can match width of surface. Attachment brackets require 
11⁄2" of clearance on the underside.

Fabric Table Mounted Modesty Panels (page 97)
• Subtract 12" from the width of the table/worksurface to allow for 

clearance of leg mounting plates. See illustration at left.
• Must be inset at least 3" from back edge of worksurface if used with 

table mounted or user-movable screens.

13"H x 48"W Table Mounted Screen — Glass  
U6TS1348G

13"H x 48"W Beam Center Screen — Glass  
U6BC1348G

48"W Table Mounted Modesty — Fabric  
U6TM48F
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Screens Further™ — Working with Screens

GSA Reference Page
Glass Beam Center Screens (page 98)
• Must use mounting top cap to secure to beam.
• Mounting top cap length must be equal to or less than total support 

run length.
• Must be equal to or less than total length of support run minus end 

supports.
• When using with a laterally mounted cubby with a screen, subtract at 

least 18" from width of screen.
• Must use split top cap kit when passing screen over a hub. The 

screen(s) must pass completely over hub or a gap will be present.

Glass Table Mounted Screens (page 98)
• Subtract 12" from the width of the table/worksurface to allow for 

clearance of leg mounting plates. See illustration at left.
• Only allowed on 27" or deeper surfaces. Cannot be used as a 

modesty screen below a worksurface or beam.

Fabric User Movable Screens (page 99)
• Subtract 12" from the width of the table/worksurface to allow for 

clearance of leg mounting plates. See illustration at left.
• Screens are 1⁄4" taller than 421⁄2"H storage.

Lateral Screen (page 99)
• Clamps to worksurface back edge via thumb screw. See illustrations 

at left.
• 15⁄8" thick, 12"H x 20" or 26"D. Designed for front edge to sit back 

from edge of worksurface. 
• Folder front stands 9"H from worksurface. Space for folders is 1½" 

and holds approximately 340 sheets of copy paper.
• Made from sheet metal.
• One sided storage (LH and RH options).

Z6DF2848L

K6DFE2548G

Z6DF2848D

K6DFI2548L

U6BL1221ML U6BL1221MR

Side View of Lateral Screen
Attached to a Worksurface

Close-up of Attachment — 
Without Accessories Rail and With Accessories Rail

Using Stride® or Involve® Model Screens with Further

Stride Models w/Beam Mounted Surfaces (Stride price list)
• All models — width must be at least 12" narrower than worksurface 

width to allow for clearance of leg mounting plates.

Involve Models w/Beam Mounted Surfaces (Storage price list)
• Glass models — width must be at least 12" narrower than 

worksurface width to allow for clearance of leg mounting plates.
• Laminate models — width must be equal to, or less than worksurface 

width.

Stride Models w/Freestanding Tables (Stride price list)
• Only allowed on 27" or deeper worksurfaces.
• All models — width must be at least 12" narrower than worksurface 

width to allow for clearance of leg mounting plates.

Involve Models w/Freestanding Tables (Storage price list)
• Only allowed on 27" or deeper worksurfaces.
• Glass models — width 

must be at least 
18" narrower than 
worksurface width to 
allow for clearance of 
leg mounting plates.

• Laminate models — 
width must be at least 
6" narrower than 
worksurface width to 
allow for clearance of 
leg mounting plates.
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Screens Further™ — Working with Gallery Panels

GSA Reference Page
Gallery Panels for Further Standard Worksurfaces (page 100)
• Nominal sizes: 42"H or 50"H and 54"W-84"W in 6" increments. 

Actual sizes: 41¼"H or 49¼"H and 54"W-84"W in 6" increments.
• Connector kit ordered separately.
• Cannot be used along the lengths of the worksurface.
• Will not be modular if used along the return length of a corner cove 

worksurface.
• Modularity only exists when using a 54"W/60"W gallery panel on a 

54"W/60"W bench setup.
• 1" gap required between panel and adjacent worksurfaces.
• Will work in any of the 48", 54", or 60" wide, post leg support, end 

conditions.
• Cannot be used with bench style end condition.



W
O

R
K

SU
R

FA
C

E
 SP

E
C

S
W

O
R

K
SU

R
FA

C
ES &

 SU
PPO

RTS
E

LE
C

TR
IC

A
L &

 D
A

TA
C

O
LLA

B
O

R
A

TIV
E

 H
U

B
A

D
A

P
TIV

E
SC

R
E

E
N

S &
 STO

R
A

G
E

FU
R

TH
E

R

Further – 1/2017 allsteeloffice.com  |  95

  Notes
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U6BC1336F

U6BC2036F

13"H Beam Center Screens — Fabric

24"W Beam Mounted U6BC1324F $ 457 $ 477 $ 494 $ 536 $ 582 $ 635
30"W Beam Mounted U6BC1330F $ 476 $ 499 $ 520 $ 572 $ 628 $ 692
36"W Beam Mounted U6BC1336F $ 497 $ 524 $ 549 $ 610 $ 674 $ 750
42"W Beam Mounted U6BC1342F $ 521 $ 551 $ 581 $ 651 $ 725 $ 814
48"W Beam Mounted U6BC1348F $ 538 $ 572 $ 605 $ 685 $ 769 $ 867
54"W Beam Mounted U6BC1354F $ 565 $ 602 $ 640 $ 729 $ 822 $ 932
60"W Beam Mounted U6BC1360F $ 603 $ 644 $ 686 $ 785 $ 889 $ 1009

201⁄2"H Beam Center Screens — Fabric

24"W Beam Mounted U6BC2024F $ 519 $ 546 $ 572 $ 635 $ 699 $ 777
30"W Beam Mounted U6BC2030F $ 539 $ 572 $ 603 $ 680 $ 759 $ 852
36"W Beam Mounted U6BC2036F $ 560 $ 598 $ 635 $ 726 $ 819 $ 931
42"W Beam Mounted U6BC2042F $ 583 $ 626 $ 669 $ 774 $ 882 $ 1010
48"W Beam Mounted U6BC2048F $ 624 $ 672 $ 722 $ 841 $ 961 $ 1105
54"W Beam Mounted U6BC2054F $ 671 $ 725 $ 779 $ 912 $ 1047 $ 1208
60"W Beam Mounted U6BC2060F $ 703 $ 763 $ 824 $ 968 $ 1118 $ 1297

  List Price
Description Model Grade A Grade B Grade C Grade D Grade E Grade F

Screens Further™ — Fabric Screens and Modesty Panels

 U 6 B      F .       .     .     

How to specify —

Select the  
Model Number  
from above.

1st Option:

Fabric:

3rd Option:

Paint Color:

   
See inside front cover 
for finishes. Add $12 for 
P2 Select or $28 for P3 
Accent Paints.

2nd Option:

Center Screens  
End Cap  
Paint Color 
(if applicable):

   
See inside front cover 
for finishes. Add $12 for 
P2 Select or $28 for P3 
Accent Paints.

Example:  U6BC1324F.APN911.PR6.PR6   

GSA SIN 711-1For specification information see page 92.

Shippable by small-package carrier.S

S
S
S
S
S
S
S

S
S
S
S
S
S
S
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U6TS1336F

U6TS2036F

U6TM36F

13"H Table Mounted Screens — Fabric

30"W Table Mounted U6TS1330F $ 476 $ 499 $ 520 $ 572 $ 628 $ 692
36"W Table Mounted U6TS1336F $ 498 $ 525 $ 550 $ 611 $ 675 $ 751
42"W Table Mounted U6TS1342F $ 520 $ 550 $ 580 $ 650 $ 724 $ 813
48"W Table Mounted U6TS1348F $ 538 $ 572 $ 605 $ 685 $ 769 $ 867
54"W Table Mounted U6TS1354F $ 565 $ 602 $ 640 $ 729 $ 822 $ 932
60"W Table Mounted U6TS1360F $ 603 $ 644 $ 686 $ 785 $ 889 $ 1009

201⁄2"H Table Mounted Screens — Fabric

30"W Table Mounted U6TS2030F $ 539 $ 572 $ 603 $ 680 $ 759 $ 852
36"W Table Mounted U6TS2036F $ 561 $ 599 $ 636 $ 727 $ 820 $ 932
42"W Table Mounted U6TS2042F $ 582 $ 625 $ 668 $ 773 $ 881 $ 1009
48"W Table Mounted U6TS2048F $ 624 $ 672 $ 722 $ 841 $ 961 $ 1105
54"W Table Mounted U6TS2054F $ 671 $ 725 $ 779 $ 912 $ 1047 $ 1208
60"W Table Mounted U6TS2060F $ 703 $ 763 $ 824 $ 968 $ 1118 $ 1297

13"H Elevated Table Mounted Screen — 3⁄4" Thick Tackable Fabric

30"W U6TTS1330F  $ 509   $ 531   $ 552   $ 603   $ 657   $ 657 
36"W U6TTS1336F  $ 531   $ 557   $ 582   $ 641   $ 703   $ 703 
42"W U6TTS1342F  $ 554   $ 583   $ 613   $ 680   $ 752   $ 752 
48"W U6TTS1348F  $ 576   $ 609   $ 642   $ 719   $ 801   $ 801 
54"W U6TTS1354F  $ 604   $ 640   $ 677   $ 764   $ 854   $ 854 
60"W U6TTS1360F  $ 641   $ 681   $ 722   $ 817   $ 918   $ 918 

201⁄2"H Elevated Table Mounted Screen — 3⁄4" Thick Tackable Fabric

30"W U6TTS2030F  $ 576   $ 598   $ 639   $ 713   $ 790   $ 790 
36"W U6TTS2036F  $ 597   $ 634   $ 670   $ 758   $ 848   $ 848 
42"W U6TTS2042F  $ 620   $ 662   $ 704   $ 805   $ 909   $ 909 
48"W U6TTS2048F  $ 664   $ 711   $ 759   $ 874   $ 990   $ 990 
54"W U6TTS2054F  $ 715   $ 768   $ 820   $ 948   $ 1079   $ 1079 
60"W U6TTS2060F  $ 748   $ 806   $ 865   $ 1005   $ 1149   $ 1149 

14"H Table Mounted Modesty — Fabric

18"W Table Mounted U6TM18F $ 352 $ 368 $ 383 $ 418 $ 457 $ 500
24"W Table Mounted U6TM24F $ 374 $ 395 $ 413 $ 459 $ 507 $ 564
30"W Table Mounted U6TM30F $ 388 $ 412 $ 434 $ 489 $ 547 $ 615
36"W Table Mounted U6TM36F $ 421 $ 449 $ 476 $ 540 $ 608 $ 687
42"W Table Mounted U6TM42F $ 442 $ 474 $ 504 $ 578 $ 658 $ 748
48"W Table Mounted U6TM48F $ 474 $ 510 $ 545 $ 630 $ 717 $ 821
54"W Table Mounted U6TM54F $ 507 $ 546 $ 585 $ 680 $ 778 $ 895
60"W Table Mounted U6TM60F $ 550 $ 593 $ 637 $ 741 $ 850 $ 978

  List Price
Description Model Grade A Grade B Grade C Grade D Grade E Grade F

Screens Further™ — Fabric Screens and Modesty Panels

 U 6 T       F .       .     .     

How to specify —

Select the  
Model Number  
from above.

1st Option:

Fabric:

2nd Option:

Mounted Screens  
End Cap  
Paint Color 
(if applicable):

   
See inside front cover 
for finishes. Add $12 for 
P2 Select or $28 for P3 
Accent Paints.

3rd Option:

Paint Color:

See inside front cover 
for finishes. Add $12 for 
P2 Select or $28 for P3 
Accent Paints.

Examples:  U6TS1330F.APN911.PR6.PR6   U6TM18F.APN911.PR6

GSA SIN 711-1For specification information see page 92.

Shippable by small-package carrier.S
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S
S
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S
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NEW! Elevated Table Mounted Screens
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U6BC1336G

U6BC2036G

13"H Beam Center Screens — Glass

24"W Beam Mounted U6BC1324G $ 549 $ 592 $ 629 $ 561 $ 604 $ 641 $ 577 $ 620 $ 657
30"W Beam Mounted U6BC1330G $ 567 $ 613 $ 653 $ 579 $ 625 $ 665 $ 595 $ 641 $ 681
36"W Beam Mounted U6BC1336G $ 597 $ 648 $ 693 $ 609 $ 660 $ 705 $ 625 $ 676 $ 721
42"W Beam Mounted U6BC1342G $ 643 $ 699 $ 750 $ 655 $ 711 $ 762 $ 671 $ 727 $ 778
48"W Beam Mounted U6BC1348G $ 662 $ 723 $ 780 $ 674 $ 735 $ 792 $ 690 $ 751 $ 808
54"W Beam Mounted U6BC1354G $ 711 $ 777 $ 834 $ 723 $ 789 $ 846 $ 739 $ 805 $ 862
60"W Beam Mounted U6BC1360G $ 748 $ 820 $ 881 $ 760 $ 832 $ 893 $ 776 $ 848 $ 909
66"W Beam Mounted U6BC1366G $ 839 $ 916 $ 984 $ 856 $ 933 $ 1001 $ 880 $ 957 $ 1025
72"W Beam Mounted U6BC1372G $ 920 $ 1003 $ 1077 $ 937 $ 1020 $ 1094 $ 961 $ 1044 $ 1118
78"W Beam Mounted U6BC1378G $ 1050 $ 1138 $ 1216 $ 1067 $ 1155 $ 1233 $ 1091 $ 1179 $ 1257
84"W Beam Mounted U6BC1384G $ 1089 $ 1185 $ 1272 $ 1106 $ 1202 $ 1289 $ 1130 $ 1226 $ 1313
90"W Beam Mounted U6BC1390G $ 1132 $ 1239 $ 1330 $ 1149 $ 1256 $ 1347 $ 1173 $ 1280 $ 1371
96"W Beam Mounted U6BC1396G $ 1191 $ 1303 $ 1408 $ 1208 $ 1320 $ 1425 $ 1232 $ 1344 $ 1449

201⁄2"H Beam Center Screens — Glass

24"W Beam Mounted U6BC2024G $ 593 $ 649 $ 700 $ 605 $ 661 $ 712 $ 621 $ 677 $ 728
30"W Beam Mounted U6BC2030G $ 610 $ 672 $ 729 $ 622 $ 684 $ 741 $ 638 $ 700 $ 757
36"W Beam Mounted U6BC2036G $ 640 $ 707 $ 769 $ 652 $ 719 $ 781 $ 668 $ 735 $ 797
42"W Beam Mounted U6BC2042G $ 708 $ 780 $ 848 $ 720 $ 792 $ 860 $ 736 $ 808 $ 876
48"W Beam Mounted U6BC2048G $ 757 $ 834 $ 909 $ 769 $ 846 $ 921 $ 785 $ 862 $ 937
54"W Beam Mounted U6BC2054G $ 812 $ 895 $ 974 $ 824 $ 907 $ 986 $ 840 $ 923 $ 1002
60"W Beam Mounted U6BC2060G $ 865 $ 954 $ 1037 $ 877 $ 966 $ 1049 $ 893 $ 982 $ 1065
66"W Beam Mounted U6BC2066G $ 952 $ 1046 $ 1136 $ 969 $ 1063 $ 1153 $ 993 $ 1087 $ 1177
72"W Beam Mounted U6BC2072G $ 1030 $ 1128 $ 1223 $ 1047 $ 1145 $ 1240 $ 1071 $ 1169 $ 1264
78"W Beam Mounted U6BC2078G $ 1292 $ 1404 $ 1508 $ 1309 $ 1421 $ 1525 $ 1333 $ 1445 $ 1549
84"W Beam Mounted U6BC2084G $ 1353 $ 1476 $ 1589 $ 1370 $ 1493 $ 1606 $ 1394 $ 1517 $ 1630
90"W Beam Mounted U6BC2090G $ 1435 $ 1563 $ 1682 $ 1452 $ 1580 $ 1699 $ 1476 $ 1604 $ 1723
96"W Beam Mounted U6BC2096G $ 1618 $ 1751 $ 1876 $ 1635 $ 1768 $ 1893 $ 1659 $ 1792 $ 1917

13"H Table Mounted Screens — Glass

30"W Table Mounted U6TS1330G $ 567 $ 613  — $ 579 $ 625  — $ 595 $ 641  —
36"W Table Mounted U6TS1336G $ 598 $ 649  — $ 610 $ 661  — $ 626 $ 677  —
42"W Table Mounted U6TS1342G $ 642 $ 698  — $ 654 $ 710  — $ 670 $ 726  —
48"W Table Mounted U6TS1348G $ 662 $ 723  — $ 674 $ 735  — $ 690 $ 751  —
54"W Table Mounted U6TS1354G $ 711 $ 777  — $ 723 $ 789  — $ 739 $ 805  —
60"W Table Mounted U6TS1360G $ 748 $ 820  — $ 760 $ 832  — $ 776 $ 848  —

201⁄2"H Table Mounted Screens — Glass

30"W Table Mounted U6TS2030G $ 610 $ 672  — $ 622 $ 684  — $ 638 $ 700  —
36"W Table Mounted U6TS2036G $ 641 $ 708  — $ 653 $ 720  — $ 669 $ 736  —
42"W Table Mounted U6TS2042G $ 707 $ 779  — $ 719 $ 791  — $ 735 $ 807  —
48"W Table Mounted U6TS2048G $ 757 $ 834  — $ 769 $ 846  — $ 785 $ 862  —
54"W Table Mounted U6TS2054G $ 812 $ 895  — $ 824 $ 907  — $ 840 $ 923  —
60"W Table Mounted U6TS2060G $ 865 $ 954  — $ 877 $ 966  — $ 893 $ 982  —

  P1 Core Paint P2 Select Paint P3 Accent Paint
Description Model Clear Frosted Writeable Clear Frosted Writeable Clear Frosted Writeable

Screens Further™ — Glass Screens

 U 6 B C     G .  L  .     

How to specify —

Select the  
Model Number  
from above.

1st Option:

Glass:

LC Clear
LF Frosted
LM Writeable

2nd Option:

Paint Color:

   

Examples:  U6BC1324G.LF.PR6   U6TS1330G.LC.PR6

GSA SIN 711-1For specification information see page 92.

Shippable by small-package carrier.S
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U6TS1336G

U6TS2036G
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U6BL1221ML

U6BL1221MR

U6TU1336F

13"H User Movable Screens — Fabric

18"W Movable U6TU1318F $ 423 $ 439 $ 454 $ 488 $ 526 $ 569
24"W Movable U6TU1324F $ 444 $ 464 $ 481 $ 523 $ 568 $ 621
30"W Movable U6TU1330F $ 476 $ 499 $ 520 $ 572 $ 628 $ 692
36"W Movable U6TU1336F $ 499 $ 526 $ 551 $ 612 $ 676 $ 752
42"W Movable U6TU1342F $ 519 $ 549 $ 578 $ 648 $ 722 $ 811
48"W Movable U6TU1348F $ 539 $ 573 $ 606 $ 686 $ 770 $ 868
54"W Movable U6TU1354F $ 568 $ 605 $ 643 $ 733 $ 826 $ 936
60"W Movable U6TU1360F $ 602 $ 643 $ 685 $ 783 $ 887 $ 1006

  List Price
Description Model Grade A Grade B Grade C Grade D Grade E Grade F

Screens Further™ — User Movable Screens

 U 6 T U 1 3   F .       .     .     

How to specify —

Select the  
Model Number  
from above.

1st Option:

Fabric 
(if applicable):

2nd Option:

Movable Screen  
End Cap or Lateral Screen 
Paint Color 
(if applicable):

   
See inside front cover for finishes. 
Add $12 for P2 Select or $28 
for P3 Accent Paints on movable 
screens.

3rd Option:

Movable Screen  
Mounting Bracket  
Paint Color:

   
See inside front cover for finishes. 
Add $12 for P2 Select or $28 
for P3 Accent Paints on movable 
screens.

Example:  U6TU1324F.APN911.PR6.PR6   U6BL1221ML.PR6

GSA SIN 711-1For specification information see pages 92-93.

Shippable by small-package carrier.S

S
S
S
S
S
S
S
S

12"H Lateral Screens — Metal

20"D Left U6BL1221ML $ 307 $ 330 $ 330
26"D Left U6BL1227ML $ 327 $ 350 $ 350

20"D Right U6BL1221MR $ 307 $ 330 $ 330
26"D Right U6BL1227MR $ 327 $ 350 $ 350

  List Price
Description Model P1 Core P2 Select P3 Accent

S
S

S
S
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Screens Further™ — Gallery Panels and Connector Kits
 Laminate

 U         .

How to specify —

Select the  
Model Number  
from above.

Examples:  U4GP4254.LM11.EV   U6GPFSC.P7B   

Pending GSA approval 
For specification information see pages 88 and 94.

42"H Further Standard Gallery Panels

54"W U4GP4254 $ 930 
60"W U4GP4260 $ 995 
66"W U4GP4266 $ 1109 
72"W U4GP4272 $ 1179 
78"W U4GP4278 $ 1376 
84"W U4GP4284 $ 1411 

42"H Further Adaptive Gallery Panels

54"W U4GPA4254 $ 930 
60"W U4GPA4260 $ 995 
66"W U4GPA4266 $ 1109 
72"W U4GPA4272 $ 1179 
78"W U4GPA4278 $ 1376 
84"W U4GPA4284 $ 1411 

50"H Further Standard Gallery Panels

54"W U4GP5054 $ 999 
60"W U4GP5060 $ 1050 
66"W U4GP5066 $ 1188 
72"W U4GP5072 $ 1224 
78"W U4GP5078 $ 1404 
84"W U4GP5084 $ 1470 

50"H Further Adaptive Gallery Panels

54"W U4GPA5054 $ 999 
60"W U4GPA5060 $ 1050 
66"W U4GPA5066 $ 1188 
72"W U4GPA5072 $ 1224 
78"W U4GPA5078 $ 1404 
84"W U4GPA5084 $ 1470 

  List Price
Description Model L1

    .      .   

1st Option:

Paint  
(if applicable):

See inside front  
cover for finishes.

2nd Option:

Laminate  
(if applicable):

See inside front  
cover for finishes.

3rd Option:

Edge  
(if applicable):

Connector Kits for Gallery Panels

For Standard Gallery Panel U6GPFSC $ 95   $ 102   $ 104 
For Adaptive Gallery Panel with 24"D Legs U6GPFA24 $ 140   $ 147   $ 149 
For Adaptive Gallery Panel with 27"D Legs U6GPFA27 $ 140   $ 147   $ 149 

   List Price
Description Model P1 Core P2 Select P3 Accent
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  Notes




