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CAS Numbers 79-33-4, 1643-20-5
CLR PRO® CALCIUM, RUST & LIME REMOVER

Jelmar, LLC
5550 W. Touhy Ave., Skokie, IL 60077-3254, United States

Emergency Phone Number:
1(800) 323-5497/Chemtrec 1(800) 424-9300

Wash skin thoroughly after handling f skin iritation or rash ocours: Get meaical advice/attention.

Do not eat,drink or smoke when using this Iproduct [F IN EYES: Ringe cautiously with water for several minutes. Remove contact lenses, if

Fresent and easy to do. Continue ringing. If ¥e irrtation persists: Get medical advice. Wear protective gloves. IF SWALLOWED: Calla
01SON CENTER or doctor/ physician if you feel unwell. IF ON SKIN: Wash with plenty of soap and water. Avoid breathing fumes.

DIRECTIONS FOR USE:
1. Wear protective gloves, and full-face shield. If using in poorly ventilated work area, use NIOSH-approved self-
contained breathing apparatus.
2. Avoid spilling CLR PRO® on ground; surface may be slippery.
3. TUBS, TOILET BOWLS, SINKS, PORCELAIN, CEMENT, STUCCO, and BRICK: Mix equal amounts of CLR PRO® and warm
water. Apply directly to calcium, lime or rust with brush, cloth or sponge. Rinse promptly with cold water. If stain does not
disappear, use CLR PRO® full strength, wipe and rinse thoroughly.
4. COFFEE MAKERS: Mix 1 part CLR PRO® to 8 parts water. Run through automatic machine as if making coffee. Rinse
thoroughly by running 4 full pots of clean cold water through complete cycles. Do not use CLR PRO® in coffee makers that
hold water permanently.
5. COFFEE POTS, PANS, TEA KETTLES and HUMIDIFIERS: Pour enough CLR PRO® to cover bottom and use brush or sponge
to wipe away stains. Add hot water and allow mixture to soak for 2 minutes. Rinse thoroughly with clean cold water.
6. DISHWASHERS and WASHING MACHINES: Run empty machine without detergent up to main wash cycle. Stop machine
and add one-half cup CLR PRO®. Finish cycle. Run one additional full cycle (wash and rinse) with cold water to rinse machine fully.
7. SHOWER HEADS: Mix equal amounts of CLR PRO® and hot water. Submerge shower head for 2 minutes. Rinse thoroughly
with cold water. Repeat process if necessary.
IMPORTANT: Do Not Use on natural stone, marble, terrazzo, colored grout, painted or metal glazed surface, plastic laminate,
Formica®, pewter, aluminum, brass, zinc, steam irons, refinished tubs or any damaged or cracked surface. May etch older
sinks, tubs, and tiles. CLR PRO® may return older cement to its original white appearance. Avoid contact with wood, clothing,

wallpaper, and carpeting. ALWAYS TEST ALL SURFACES IN A SMALL HIDDEN AREA BEFORE USE. DO NOT
MIX WITH BLEACH OR ANY OTHER CLEANERS. KEEP OUT OF REACH OF CHILDREN.

w ©2015 In Case of Fire, use water fog, dry chemical, CO2, or "alcohol" foam. See Safety
Made in USA  JeLmar Data Sheet for further details regarding safe use of this product.
Contains: Water CAS #7732-18-5, Lactic Acid CAS #79-
33-4, Gluconic Acid CAS #526-95-4,Lauramine Oxide
CAS #1643-20-5, Dipropylene Glycol n-Butyl Ether CAS#
29911-28-2,Blue 1 CASH# 3844-45-9, Yellow 5 CAS#

1934-21-0

Fill: 1 gallon (3.79 liters) Gross Weight: 9 Ibs.

WARNING

Causes eye irritation.
May cause mild skin irritation.
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www.Jelmar.com

MONEY BACK GUARANTEE CLR is guaranteed to be the easiest method of quickly dissolving
5 calcium, lime and rust stains you have ever used and must perform to your complete satisfaction or
returntoplace of purchase with receipt forafull refund of purchase price.
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Nimeros CAS 79-33-4, 1643-20-5
REMOVEDOR DE CALCIO, HERRUMBRE Y CAL CLR PRO®

Jelmar, LLC

ADVERTENCIA

Causa irritacion ocular.

5550 W. Touhy Ave., Skokie, IL 60077-3254, Estados Unidos Puede causar una Iigera
Numero de teléfono para emergencias: o s f
1(800) 323-5497/Chemtrec 1(800) 424-9300 irritacion de la piel.

L vesg muy bien la piel después de usarlo. S ocurre una iritacicn de la piel o un salpulido: Obtenga consgjos d un médico o atencidn medica.

No coma, beba nifume al usar este producto. SI ENTRA EN CONTACTO CON LOS 0J0S: Enjuague cuidadosamente con agua durante varios
minutos. Quftese s entes de contacto, i los tuviera colocados y siresulta faci hacerl. Continte er;{uagando i continda fa irtacion de los
0jos: Obtenga atencion medica. Use guantes rotectores. SI SE INGIERE: Liame a un CENTRO DE TOXICOLOGIA 0 a un médico en caso de no
sentirse bien. SI ENTRA EN CONTACTO CON LA PIEL: Lavese muy bign con agua y jaban. Evite respirar las emanaciones.

INSTRUCCIONES DE USO:
1. Use guantes protectores y un escudo facial completo. Si lo esta utilizando en un area de trabajo mal ventilada,
emplee un respirador autonomo aprobado por NIOSH.
2. Evite derramar CLR PRO® en el suelo; la superficie podria estar resbalosa.
3. TINAS, TAZAS DE SANITARIOS, LAVAMANOS, PORCELANA, CEMENTO, ESTUCO y LADRILLO: Mezcle cantidades iguales
de CLR PRO® y agua tibia. Aplique directamente en el area oxidada, con calcio o con cal usando un cepillo, pafio 0 esponja.
Enjuague réapidamente con agua fria. Si la mancha no desaparece, use CLR PRO® sin diluir, limpie y enjuague inmediatamente.
4. CAFETERAS: Mezcle 1 parte de CLR PRO® con 8 partes de agua. Haga funcionar la maquina automatica como si fuera a
preparar café. Enjuague minuciosamente procesando 4 jarras llenas de agua limpia fria por ciclos completos. No use CLR PRO®
en cafeteras que retienen agua permanentemente.
5. JARRAS DE CAFE, CACEROLAS, TETERAS y HUMIDIFICADORES: Vierta suficiente CLR PRO® para cubrir el fondo y utilice
un cepillo 0 esponja para limpiar cualquier mancha. Aiada agua caliente y permita que la mezcla se remoje durante 2 minutos.
Enjuague minuciosamente con agua limpia fria.
6. LAVAPLATOS y LAVADORAS DE ROPA: Haga funcionar la maquina vacia sin detergente hasta el ciclo de lavado principal.
Detenga la maquina y afiada media taza de CLR PRO®. Termine el ciclo. Haga funcionar la méaquina por un ciclo completo (lavado
y enjuagado) adicional s6lo con agua fria para enjuagar completamente la maquina.
7. CABEZAS DE REGADERA: Mezcle cantidades iguales de CLR PRO® y agua caliente. Sumerja la cabeza de regadera durante
2 minutos. Enjuague a fondo con agua fria. Repita el proceso si es necesario.
IMPORTANTE: No use en piedra natural, marmol, terrazo, lechada de color, superficies glaseadas pintadas o metdlicas, laminados
de plastico, formica®, peltre, aluminio, latén, zinc, planchas de vapor, tinas reparadas ni en ninguna superficie dafiada o agrietada.
Puede dejar marcas de corrosion en lavamanos, tinas y azulejos mas viejos. CLR PRO® puede recuperar la apariencia blanca

original del cemento viejo. Evite el contacto con madera, ropa, papel tapiz y alfombras. S|EMPRE PRUEBE EI. PRODUGTO
EN UN AREA PEQUERA Y OCULTA DE TODAS LAS SUPERFICIES ANTES DE USARLO, NO LO MEZCLE CON BLANQUEADOR
NI CON NINGUN OTRO LIMPIADOR MANTENGA FUERA DEL ALCANCE DE LOS NINOS.

En caso de incendio, utilice neblina de agua, sustancias quimicas, CO2 o espuma de “alcohol”. Encontrard mayores detalles
en la hoja de datos de seguridad con respecto al uso seguro de este producto.

Fabricado en los EE. UU. Namero de patente 8,569,220

Contiene: Agua N.° CAS 7732-18-5, Acido l4ctico N.° CAS 79-33-4, Acido gluconico
N.° CAS 526-95-4, Oxido de lauramina N.° CAS 1643-20-5, Eter n-butilico de dipropilenglicol
N.° CAS 29911-28-2, Azul 1 N.° CAS 3844-45-9, Amarillo 5 N.° CAS 1934-21-0.

Lleno: 1 galdn (3.79 litros) Peso bruto: 9 Ibs.

www.Jelmar.com




