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HIGH SOLIDS/METAL 
INTERLOCK FLOOR FINISH

Buckeye CLARION® 25 is a metal crosslinked floor finish 
for use on resilient and nonresilient floors.  Its high gloss 
needs minimal maintenance.

DIRECTIONS FOR USE
FLOOR PREPARATION: 1. Strip floor using Buckeye 
RipSaw® or other Buckeye stripper. 2. After picking up 
solution, rinse floor until no residue remains. 3. Allow floor 
to dry before applying Clarion 25.
APPLICATION:  1. Use a clean mop and bucket.  2. Saturate 
mop, press firmly into wringer to remove excess finish. 

Do not wring mop.  3. Apply finish in even coats.  
4. Allow each coat to dry, usually 20 to 30 minutes.  5. Apply 
multiple coats until desired gloss is achieved - a standard 7 coat 
application is suggested. 
MAINTENANCE:  1. Dust mop floor.  2. Damp mop floor as 
needed, using Buckeye True 7™.

HAZARD & PRECAUTIONARY STATEMENTS
Contact may cause irritation and redness. Use personal 

protective equipment as required. Store locked up.
FIRST AID:  For eyes: Rinse immediately with plenty of water, 
also under the eyelids for at least 15 minutes. Consult a physician.  
For skin: Wash off immediately with plenty of water for at least 
15 minutes. For Inhalation: Remove to fresh air.  For ingestion: 
Give two large glasses of water.  Do NOT induce vomiting.  Call 
physician. For medical emergencies only, call 800-303-0441.  
Outside North America call 651-632-8956.

CONTAINS: Diethylene glycol ethyl ether CAS# 111-90-0, Water, 
Acrylic emulsion CAS# Trade Secret, Acrylate copolymer CAS# 
63744-68-3, Polyethylene emulsion CAS# Blend, and Ethylene 
copolymer emulsion CAS# 67892-91-5.

SEE SAFETY DATA SHEET
KEEP OUT OF REACH OF CHILDREN
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