PROFESSIONAL

Alkaline Drain Opener

Open up drains in record time with the powerful heating action of this
concentrated alkaline drain opener. Suitable for use in kitchen, bathroom
and commercial drains, it works fast and minimizes maintenance time.
Just apply to drain, let stand and flush with hot or cold water.

. Benefits: Applications:
- Ready touse + Hotels and motels
« High pH, non-acid formula « Educational facilities

« Works on the toughest clogs « Industrial facilities
« Ideal for both corrective and
preventive maintenance

Directions for Use:

DRAINS: Pour 2 to 4 oz. of product into clogged drain, avoiding contact
with the enamel where possible. Allow to stand 10-15 minutes, and
follow with additional portions until drain is completely unstopped.
Flush surface of basin and allow quantities of water to flow through

to flush loosened or liquefied residues. If product action becomes too
vigorous, causing splashing, run cold water until the splashing stops.
LIFT STATIONS: Pour product directly into the lift station opening as close
to the obstruction as possible. The amount to be used will depend upon
the degree of stoppage or obstruction.
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Specifications:

Physical Form Slightly viscous, water-based liquid e
Color (lear, dark red

Scent No odor

pH 13.5-14.0

Density - Specific Gravity 12.11bs/gl - 1.45

Flash Point (TCC) None

Shelf Life 1 year minimum

D.0.T. Shipping Label Corrosive

Packaging Information:
SKU Package Quantity ~ Weight (Ibs) ~ Length (“)  Height () ~ Width (")

R02701 12 quarts/case 4 13.25 10.63 1.25
R02735 5 gal pail 66 12.00 14.50 12.00
Safety:

Please make sure you have read and understand the product label and MSDS before using this product.
MSDSs are available at www.zepprofessional.com. Avoid contact with eyes, skin and clothing. Avoid
breathing vapors, spray or mists. Use only with adequate ventilation. Do
not ingest. Wash thoroughly after handling. Wash contaminated clothing
before reusing. Do not reuse product container. Ensure that eyewash
stations and safety showers are close to the workstation location.
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