
Glides:

Table rests on four non-marring tack glides.

Plinth:

Black laminate material (no grain), inset about ¾” from 

main base.

Shipping:

All units ship in a full corrugated carton with innerpack for 

protection.  Coffee, End and Corner Table legs are 

installed by end user using a 7/16” wrench.  Cube and 

Cylinder Tables ship fully assembled.

Compliance:

Laminate Occasional Tables, meet or exceed ISTA 

shipping and ANIS/BIFMA X5.5 testing requirements for 

office furniture.  

KEY DIMENSIONS 

Models:

H80170 – Cylinder shape 20” diameter x 20” H

H80180 – Cube shape 24” W x 24” D x 20” H

H80191 – 48” W x 20” D x 16” H

H80192 – 24” W x 24” D x 20” H

H80193 – 24” W x 20” D x 20” H

Laminate Occasional Table

Technical Specifications

Model Features

Laminate Occasional Tables are available in a coffee, 

corner  and end table with top-over-apron styling, as well 

as a cylinder and a cube table.

Material Specifications 

Coffee, End and Corner Tables

Top:

1-1/8” thick particleboard with melamine front and 

back.  Particleboard is ANSI grade M2 or better.

Legs:

1-3/4” square ash with hanger bolts with non-marring 

tack glides.

Corner Blocks:

3/4” x 2-1/4” solid wood

Apron Rails:

1-1/8” particleboard core x 2-1/4” high with melamine 

both front and back.

Hardware:

Hanger bolts, washers and nuts provided for leg 

attachment. 

Cylinder and Cube Tables

Top:

Laminate cover. ¾” thick MDF or particle board 

substrate. Rabbeted edge to accept side material.

Sides:

Vertical laminate cover with two seams on opposite 

sides.  3/8” hardboard substrate. Hardboard sets in 

rabbeted edge of top, secured by glue.
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