MATERIAL SAFETY DATA SHEET U.S. DEPARTMENT OF LABOR
COMPLIES WITH USDL SAFETY AND HEALTH REGULATIONS, (29 CFR 1910.1200)
IMPORTANT! THIS IS YOUR ONLY COPY. PLEASE DISTRIBUTE TO ALL PLANT
LOCATIONS

CODE #:03-8463-5 REV: 001 DATE SENT: 11/27/06

R I A b b b b S d A b b b S A I b b b b R AR b b b b A dh dh b b i S S IR AR Ib b i b e e dh I b b 2R AR I b b b b b dh A I b b i S b i i 4

*

SECTION I: PRODUCT DESCRIPTION: TOP HAT ULTRA
MANUFACTURED FOR:
LIQUID SOLUTIONS LLC
................................................................................................................................................. .P.O. BOX 677
................................................................................................................................................. .MAGEE, MS 39111
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SECTION II:
HAZARDOUS INGREDIENTS: CAS #: % TLV SARA IIT,#313
SOYBEAN OIL ESTER 67784-80-9 >99 5 MG/M3

HMIS RATINGS: HEALTH - 1 FLAMMABILITY - 1 REACTIVITY - 0 PPE - X
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SECTION III: PHYSICAL DATA

BOILING POINT (DEG. F.): 302 (150 DEG C)

VAPOR PRESSURE (MM HG.): NOT DETERMINED

VAPOR DENSITY (AIR=1): ESTIMATED HEAVIER THAN AIR

SOLUBILITY IN WATER: N/A

SPECIFIC GRAVITY (WATER=1): 0.8653

PERCENT, VOLATILE BY VOLUME (%): NIL

EVAPORATION RATE (ETHER=1): ESTIMATED SLOWER THAN ETHYL ETHER
APPEARANCE AND ODOR: CLEAR BLUE LIQUID WITH PLEASANT ODOR.
PH: N/A
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SECTION IV: FIRE AND EXPLOSION DATA

FLASH POINT (METHOD USED): >201 F (>93.9 C)

FLAMMABLE LIMITS: N/A

EXTINGUISHING MEDIA: DRY CHEMICAL, FOAM, CARBON DIOXIDE, WATER FOG
SPECIAL FIRE FIGHTING PROCEDURES: SELF CONTAINED BREATHING APPARATUS WITH
A

FULL FACEPIECE OPERATED IN PRESSURE-DEMAND OR OTHER POSITIVE PRESSURE
MODE

UNUSUAL FIRE AND EXPLOSION HAZARDS: NEVER USE WELDING OR CUTTING TORCH ON
OR NEAR DRUM (EVEN EMPTY) BECAUSE PRODUCT (EVEN JUST RESIDUE) CAN IGNITE
EXPLOSIVELY.

TRANSPORTATION: DOT HAZARD CLASSIFICATION: NOT REGULATED
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SECTION V: HEALTH HAZARD DATA

THRESHOLD LIMIT VALUE: 5 MG/M3 OIL MIST

EFFECTS OF OVEREXPOSURE: EYES: CAN CAUSE IRRITATION. SKIN: PROLONGED
CONTACT MAY CAUSE IRRITATION & REDNESS. INHALATION: OF VAPORS OR MISTS OF
THE PRODUCT MAY BE IRRITATING TO THE RESPIRATORY SYSTEM. INGESTION: LARGE
AMOUNTS MAY PRODUCE GASTROINTESTINAL DISTURBANCES INCLUDING IRRITATION,
NAUSEA, AND DIARRHEA.

EMERGENCY & FIRST AID PROCEDURES: EYES: FLUSH WITH WATER FOR AT LEAST 15
MINUTES. TIF IRRITATION PERSISTS, GET MEDICAL ATTENTION. SKIN: WASH WITH
SOAP AND WATER. INGESTION: IF LARGE AMOUNTS INGESTED,GET MEDICAL
ATTENTION

INHALATION: IF INHALED, REMOVE INDIVIDUAL TO FRESH AIR. IF SYSTEMS
PERSIST

GET MEDICAL ATTENTION. IF PERSON IS NOT BREATHING, APPLY ARTIFICIAL
RESPIRATION. IF BREATHING IS DIFFICULT ADMINISTER OXYGEN. GET MEDICAL
ATTN.

PRIMARY ROUTES OF EXPOSURE: INHALATION, SKIN

CARCINOGENICITY: NONE KNOWN.
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SECTION VI: REACTIVITY DATA

STABILITY: STABLE CONDITIONS TO AVOID: NONE
INCOMPATABILITY: STRONG OXIDIZING AGENTS, ALKALIES

HAZARDOUS DECOMPOSITION: METHANOL MAY BE EVOLVED IF HYDROLYZED OR
SAPONIFED

HAZARDOUS POLYMERIZATION: WILL NOT OCCUR. CONDITIONS TO AVOID: NONE
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SECTION VII: SPILL OR LEAK PROCEDURES

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED: ISOLATE SPILL
OR

LEAK AREA IMMEDIATELY. KEEP UNAUTHORIZED PERSONNEL AWAY. STAY UPWIND.
KEEP

OUT OF LOW AREAS. VENTILATE CLOSED AREAS BEFORE ENTERING. DO NOT TOUCH OR
WALK THROUGH SPILLED MATERIAL. WEAR APPROPRIATE PROTECTIVE EQUIPMENT
DURING

CLEANUP. SMALL SPILL: ABSORB WITH EARTH, SAND OR OTHER NON-COMBUSTIBLE
MATERIAL AND TRANSFER TO CONTAINERS FOR LATER DISPOSAL. LARGE SPILL: DIKE
AHEAD OF LIQUID FOR LATER DISPOSAL. PREVENT ENTRY INTO WATERWAYS, SEWERS,
BASEMENTS OR CONFINED AREAS. SURFACES MAY BECOME SLIPPERY AFTER
SPILLAGE.

WASTE DISPOSAL METHOD: DISPOSE OF IN ACCORDANCE WITH LOCAL, STATE AND
FEDERAL REGULATIONS.
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SECTION VIII: SPECIAL PROTECTION INFORMATION

RESPIRATORY PROTECTION (SPECIFY TYPE): IF VAPORS ARE PRESENT OR
IRRITATION
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IS EXPERIENCED, NIOSH APPROVED RESPIRATORY PROTECTION FOR ORGANIC VAPORS

SHOULD BE WORN.
VENTILATION: GENERAL. LOCAL EXHAUSE IS SUGGESTED IN ENCLOSED SPACES.

PROTECTIVE GLOVES: IMPERVIOUS
EYE PROTECTION: CHEMICAL SPLASH PROOF GOGGLES.
OTHER PROTECTIVE EQUIPMENT: WEAR SUITABLE PROTECTIVE CLOTHING.
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SECTION IX: SPECIAL PRECAUTIONS

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORAGE: WASH THOROUGHLY AFTER
HANDLING. AS WITH ALL CHEMICALS, GOOD INDUSTRIAL HYGIENE PRACTICES SHOULD
BE FOLLOWED. STORE IN A DRY, WELL VENTILATED AREA.
OTHER PRECAUTIONS: AS WITH ALL CHEMICALS, USE WITH DUE CARE ACCORDING TO
LABEL INSTRUCTIONS AND PRECAUTIONS.

KEEP OUT OF REACH OF CHILDREN. FOR COMMERCIAL/INDUSTRIAL USE ONLY.



