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PRODUCT DATA SHEET

CWT 8958 - COOLING WATER BIOLOGICAL and OIL DISPERSANT

GENERAL DESCRIPTION:

CWT 8958 is an organic penetrant and dispersant recommended for use in open recirculating
cooling and air wash systems to remove and prevent accumulations of sludge caused by oil and
other organic contaminants. CWT 8958 is particularly effective in cleaning deposits that result
from the production of algal and bacterial biofilms.

PRODUCT CHARACTERISTICS:

] 2 0 Clear to Amber Liquid
PH Approximately 6.0
D 1T S 8.35 Ibs./gallon
FEEDING:

CWT 8958 can be slug or continuously fed to the tower sump or any other convenient point
where circulation is rapid. Consult service representative for specific recommendations.

PRECAUTIONS AND HANDLING:

Avoid contact with skin and eyes. Do not take internally. Protective gloves and chemical splash
goggles are recommended. Wear impervious apron and boots to minimize potential contact.
General ventilation is adequate; however, a NIOSH approved respirator should be used when
airborne exposure limits are exceeded. Consult material safety data sheet for more information.

PACKAGING:

PORTABLE TANKS

55 GALLON DRUMS

30 GALLON DRUMS
5 GALLON PAILS

7001 WESTBELT DRIVE P.O.BOX 90246 NASHVILLE, TENNESSEE 37209 (615) 350 - 7070 FAX (615) 350 - 6331



