Directions:

Apply ENDURA™ Wood Floor Finish using a T-bar and approved wood

floor application pad. ENDURA™ is ready for application—it requires no

mixing. Do not apply this product to bare, unsealed wood floors. Read all

label instructions prior to applying this product.

FINISH APPLICATION PROCEDURES:

Mix ENDURA™ before initial use by rolling the container gently on the

floor. Avoid creating foam in the container. Allow foam to dissipate before

beginning application. Apply at a rate of 700-800 square feet per gallon.

Apply ENDURA™ using a T-bar applicator with new, clean applicator pad in

a thin, even coat going with the grain of the wood. Adequate ventilation

must be maintained for coating and drying.

1. Ensure the floor surface is properly prepared for finish application. The
floor surface should be clean, dry and free of any dust.

. Pour a 4” wide line of ENDURA™ along the starting wall.

. Holding the applicator at a snow plow angle (45°), walk at a slow,
even pace maintaining a wet edge at all times and moving the finish
to the opposite wall. Overlap passes by 3" to 4". Walking too fast can
produce foaming in the finish and result in air bubbles trapped in the
finish.

. At the end of each run, turn the applicator toward you and pad out the
applicator parallel to the wet edge. Feather out all turns; if pushed too
hard or too fast, drips will fly off the applicator. Missed areas can be
touched up if seen right away.

. Allow the finish to dry thoroughly, at least 2 hours (longer in humid
conditions).

. Additional coats of ENDURA™ can be applied in a window of 2 - 12
hours. After 12 hours follow ROUGHING PROCEDURES to ensure
proper adhesion between coats.

ROUGHING PROCEDURES:

If additional coats of ENDURA™ are to be applied 12 hours or more after
the previous application, roughing the floor surface will ensure proper
adhesion between coats.

DRY PROCESS

1. Roughen floor surface using a 175 rpm swing machine with a maroon
floor pad or 120 grit screen. Use over lapping passes until floor
surface is roughened evenly.

2. Vacuum all surfaces thoroughly to remove dust in and around the
work area.

3. Tack the floor surface using FAST BREAK™ Routine Wood Cleaner
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following the Routine Cleaning / Tacking instructions on the FAST
BREAK™product label.

4. Follow FINISH APPLICATION PROCEDURES.

WET PROCESS

1. Roughen the floor surface using PIVOT™ Intensive Prep Wood Cleaner
following the Wet Screening instructions on the PIVOT™ product label.

2. Tack the floor surface using FAST BREAK™ Routine Wood Cleaner following
the Routine Cleaning / Tacking instructions on the FAST BREAK™ product
label.

3. Follow FINISH APPLICATION PROCEDURES.

SCRUBBING & RECOATING:

As the floor surfaces ages, it become dirty and scuffed. It can benefit from a

good cleaning and application of a fresh coat of ENDURA™.

1. Dust mop floor surface. Remove chewing gum and other sticky materials
with a putty knife.

2. Clean floor surface thoroughly with PIVOT™ Intensive Prep Wood Cleaner
following the Deep Cleaning prior to Recoating instructions on the PIVOT™
product label.

3. Follow ROUGHING PROCEDURES and FINISH APPLICATION PROCEDURES.

NOTE: Floors that have been previously coated should be tested in an

inconspicuous area before recoating to determine compatibility of ENDURA™

with the existing finish.

DAILY MAINTENANCE:

Keeping wood floor surfaces clean, free of dust and dirt is essential to

cleanliness and proper surface maintenance.

1. Dust mop wood floors a minimum of once per day (more often if required),
using dust mops treated with MID-COURT™ Water-Based Dust Mop
Treatment.

2. Spot clean spills, salt residue, etc. with FAST BREAK™ Routine Wood
Cleaner. Follow the Spot cleaning with towels instructions on the FAST
BREAK™ label.

ROUTINE MAINTENANCE:

1. Clean the floor surface routinely with FAST BREAK™ Routine Wood Cleaner
following the Routine Cleaning / Tacking instructions on the FAST BREAK™
product label.

INTERIM MAINTENANCE:

1. Autoscrub the floor surface using FAST BREAK™ Routine Wood Cleaner
following the Interim Cleaning Process instructions on the FAST BREAK™
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World Class Cleaning Solutions®

Endura

Ultra Premium Water-Based Urethane Wood Finish

Superior resistance to wear, scuffing, black marking, and soil. Single component formula
simplifies application and means no mixing and no pot life, yet rivals 2-part finish
systems for overall performance! VOC compliant. Reduces down time associated with
traditional solvent-based wood floor products; floors are ready for foot traffic in 24 hours.

Designed for all types of wood floors; dries crystal clear.

WARNING: SUSPECTED OF DAMAGING FERTILITY OR THE UNBORN CHILD.

See back panel for additional precautions and treatment.

ATENCION: soSPECHA DE DANAR LA FERTILIDAD O LA DEL FETO.
Ver panel lateral para las medidas preventivas adicionales.
NET CONTENTS: 1 GALLON / 3.79 LITERS

National Chemical Laboratories, Inc.
Philadelphia, PA 19123 USA « (800) 628-2436

www.nclonline.com Product No.: 1600

Wood Care

WARNING: SUSPECTED OF DAMAGING
FERTILITY OR THE UNBORN CHILD.
KEEP OUT OF THE REACH OF CHILDREN.

Precautionary statement

Prevention: Do not breathe mist or vapor. Wear
protective gloves/protective clothing/eye protection/face protection.
Response: Wash thoroughly after handling. If exposed or concerned:
Get medical advice/attention.

Storage: Store away from incompatible materials.

Disposal: Dispose of waste and residues in accordance with local
authority requirements.

This product is a “Hazardous Chemical” as defined by the 0SHA
Hazard Communication Standard, 29 CFR 1910.1200. One or more
components are not listed on TSCA.

Additional safety measures:

Read the entire label and SDS before using this product, and for
additional first aid measures. SDS for this product is available on the
web at www.nclonline.com

Inhalation: Move to fresh air. Get medical attention if irritation persists.

Skin contact: Wash off with soap and water. Get medical attention if
irritation persists.

Eye contact: Inmediately flush eyes with plenty of water for at
least 15 minutes. Remove contact lenses, if present and easy to do.
Continue rinsing. Get medical attention if irritation persists.

Ingestion: Rinse mouth. Get medical attention if irritation persists.

KEEP FROM FREEZING
CONTAINS: 1-ethyl-2-Pyrrolidinone CAS# 2687-91-4, Dipropylene Glycol Monomethyl Ether CAS# 34590-94-8, n-Methyl Pyrrolidone CAS# 872-50-4

ATENCION: SOSPECHA DE DANAR LA FERTILIDAD O LA DEL FETO.
MANTENER FUERA DEL ALCANCE DE LOS NINOS.

Consejos de prudencia

Prevencion: No respirar vapores o niebla. Usar guantes protectores y
ropa de proteccion/proteccion para los ojos/la cara.

Respuesta: Lavese cuidadosamente después de la manipulacion. Si se
expone o interesados: obtener una opinién médica y de atencion.

Almacenamiento: Aimacenar lejos de materiales incompatibles.

Eliminacion: Deshacerse de los desechos y residuos de conformidad
con los requisitos de la autoridad.

Este producto es una “sustancia quimica peligrosa” que se define por la
0SHA Hazard Communication Standard, 29 CFR 1910,1200 .UDno 0 més
componentes no estan en la lista de la TSCA.

Medidas additional de primeros auxilios:

Lea toda la etiqueta y SDS antes de usar este producto, asi como
medidas adicionales de primeros auxilios. SDS para el articulo esta
disponible en la web en www.nclonline.com

Inhalacién: Mover al aire fresco. Busque atencion médica si la
irritacion persiste.

Contacto cutaneo: Lavar con agua y jabon. Busque atencion médica si
la irritacion persiste.

Contacto ocular: Lave los ojos inmediatamente con abundante agua
durante al menos 15 minutos. Quite los lentes de contacto, si los hay, y
muy fécil de hacer. Contintie enjuagando. Busque atencion médica si la
irritacion persiste.

Ingestion: Enjuagar la boca. Busque atencion médica si la

irritacion persiste.
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