Directions:

GLOSS RESTORATION

1. Prepare the floor first by dust mopping or tack cleaning (follow directions on the
NCL® Fast Break™ Clean and Tack label) to remove large debris.

2. In an automatic scrubber, mix NCL® GymBuff™ Gloss Restorer at 2 ounces concentrate
per gallon of cool water (1:64). Use red maintenance pads on the autoscrubber.

3. Autoscrub the floor surface in a single pass. Do not allow cleaning solution to stand
on the floor surface. An individual with a pick-up mop or dry towels must follow behind
the scrubber to pick up any water that is not picked up by the machine. Pay special
attention to corners.

4. Allow floor to dry thoroughly.

5. Burnish floor using a high speed burnisher (1500 RPM or greater) and appropriate
high speed burnishing pad.
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GLOSS RESTORER

A premium gloss restorer for COACHES’ SELECT™ GymShield™
Water-Based Urethane-Acrylic Wood Finish. Improves gloss and
improves traction. Apply with automatic scrubber and burnish
with a 1500 RPM or higher speed machine.

WARNING: cAUSES SERIOUS EYE IRRITATION.

See back panel for additional precautions and treatment.

ATTENCION: PROVOCA IRRITACION OCULARES GRAVES.

Ver panel lateral para las medidas preventivas adicionales.
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WARNING: CAUSES SERIOUS EYE IRRITATION.

KEEP OUT OF THE REACH OF CHILDREN.

Precautionary statement: Prevention: Wash thoroughly after
handling. Wear protective gloves/eye protection/face protection.
Response: If in eyes: Rinse cautiously with water for several minutes.
Remove contact lenses, if present and easy to do. Continue rinsing.

If eye irritation persists: Get medical advice/attention. Storage: Store
in a well-ventilated place. Keep container tightly closed. Keep cool.
Disposal: Dispose of contents/container in accordance with local/
regional/national/international regulations.

This product is a “Hazardous Chemical” as defined by the 0SHA Hazard
Communication Standard, 29 CFR 1910.1200. All components are on
the U.S. EPATSCA Inventory List.

Additional safety measures: Read the entire label and SDS before
using this product, and for additional first aid measures. SDS for this
product is available on the web at www.nclonline.com

ATENCION: PROVOCA IRRITACION OCULAR GRAVE.

MANTENER FUERA DEL ALCANCE DE LOS NINOS.

Consejos de prudencia: Prevencion: Lavese cuidadosamente
después de la manipulacion. Use guantes de proteccion / proteccion
para los ojos de proteccion / la cara. Respuesta: Si en los 0jos:
Enjuague con cuidado con agua durante varios minutos. Quite

los lentes de contacto, si los hay, y muy fécil de hacer. Contintie
enjuagando. Si persiste la irritacion de los ojos: obtener una opinion
médica y de atencion. Almacenamiento: Almacenar en un lugar bien
ventilado. Mantener el recipiente herméticamente cerrado. Mantener
la cabeza fria. Eliminacion: Disponer de contenidos /contenedor de
conformidad con local / regional / nacional / internacional.

Este producto es una “sustancia quimica peligrosa” que se define por
la OSHA Hazard Communication Standard, 29 CFR 1910,1200. Todos
los componentes estan en la lista de inventario U.S. EPA TSCA.
Medidas additional de primeros auxilios: Lea toda la etiqueta y
SDS antes de usar este producto, asi como medidas adicionales de
primeros auxilios. SDS para el articulo esta disponible en la web en
www.nclonline.com

CONTAINS: Pine Oil CAS# 8002-09-3, 2-Propanol CAS # 67-63-0
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