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GLOSS RESTORER

Warning: 
Causes serious eye irritation.
See side panel for additional precautionary statements.

Atención: 
Provoca irritación ocular grave. 
Ver panel lateral para las medidas preventivas adicionales.
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NET CONTENTS: 1 LITER / 33.81 OUNCES NET CONTENTS: 1 LITER / 33.81 OUNCES 



A revolutionary product that will 
renovate and restore floor finish to 
maximum gloss... like magic!
Made from all natural ingredients, POP & SHINE™ contains 
specially selected polishing agents and cleaners that remove 
scratches and scuffs from floors while rejuvenating the floor 
to a brilliant lustre. Creates a more durable, longer wearing 
film. Saves labor; extends scrub & strip cycles. A must for 
every UHS Burnishing Floor Care program!

DIRECTIONS FOR USE:
FOR USE AS A SPRAY BUFF: Dilute product at a rate of 1 oz. 
per quart (1:32) into spray bottle; affix trigger sprayer. Spray 
product onto 10’ x 10’ section of floor to be buffed at one time. 
Using the AQUA MAGIC™ UHS Burnishing Pad, you may buff the 
floor using an ultra high speed burnisher and pad. Buff slowly to 
work the product into the film.
FOR USE AS A FLOOR RESTORER: Dilute product at a rate of 
2 oz. per gallon (1:64) into bucket or automatic scrubber. Apply 
solution at 2500-3000 square feet per gallon (a little goes a 
long way!) When dry, buff the floor using an ultra high speed 
burnisher and AQUA MAGIC™ UHS Burnishing Pad. Buff slowly to 
work the product into the film.
NOTE: BE SURE THAT AN ADEQUATE AMOUNT OF FLOOR 
COATING IS PRESENT ON THE FLOOR.
FOR INTERIM FLOOR MAINTENANCE: Mix solution of 4 oz. per 
gallon (1:32). Lightly mop solution onto the floor and ultra high 
speed burnish the floor while still wet with an AQUA MAGIC™ 
UHS Burnishing Pad. This will remove deep scuffs and scratches 
from floor finish film and enhance overall gloss.
NOTE: PRODUCT MUST ALWAYS BE DILUTED BEFORE USE

DIRECCIONES PARA USO:
AEROSOL Y PULIMENTO: Diluya el producto de 1 porción a 
32 porciones de agua. Aerosol el producto sobre 10’ x 10’ 
sección del piso. Con un disco del piso, pulimente el piso con 
el burnisher de UHS. Pulimente lentamente para trabajar el 
producto en la cera.
DIRECCIONES PARA RESTAURAR LUSTRE DE LA CERA: Diluya 
el producto de 1 porción a 64 porciones de agua. Moje el mop 
del piso ligeramente con la solución. Cuando el piso es seco, 
con un disco del piso, pulimente el piso con el burnisher de 
UHS. Pulimente lentamente para traba jar el producto en la cera.

Warning: Causes serious eye 
irritation. KEEP OUT OF THE 
REACH OF CHILDREN.
Precautionary statement: Prevention: 
Wash thoroughly after handling. Wear 
protective gloves/eye protection/face 
protection. Response: If in eyes: Rinse 

cautiously with water for several minutes. Remove contact lenses, 
if present and easy to do. Continue rinsing. If eye irritation persists: 

Get medical advice/attention. Storage: Store in a well-ventilated place. 
Keep container tightly closed. Keep cool. Disposal: Dispose of contents/

container in accordance with local/regional/national/international regulations. 

This product is a “Hazardous Chemical” as defined by the OSHA Hazard 
Communication Standard, 29 CFR 1910.1200. One or more components are 

not listed on TSCA.

Additional safety measures: Read the entire label and SDS before using this 
product, and for additional first aid measures. SDS for this product is available on the 

web at www.nclonline.com

Atención: Provoca irritación ocular grave. 
Mantener fuera del alcance de los niños.

Consejos de prudencia: Prevención: Use guantes de protección / protección para los 
ojos de protección / la cara. Respuesta: Si en los ojos: Enjuague con cuidado con agua 

durante varios minutos. Quite los lentes de contacto, si los hay, y muy fácil de hacer. Continúe 
enjuagando. Si persiste la irritación de los ojos: obtener una opinión médica y de atención. 

Almacenamiento: Almacenar en un lugar bien ventilado. Mantener el recipiente herméticamente 
cerrado. Mantener la cabeza fría. Eliminación: Disponer de contenidos/contenedor de conformidad 

con local/regional/nacional/internacional.

Este producto es una “sustancia química peligrosa” que se define por la OSHA Hazard Communication 
Standard, 29 CFR 1910,1200 .UDno o más componentes no están en la lista de la TSCA.

Medidas additional de primeros auxilios: Lea toda la etiqueta y SDS antes de usar este producto, así como 
medidas adicionales de primeros auxilios. SDS para el artículo está disponible en la web en www.nclonline.com
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For Professional Use Only  • Made in USA

#0545 9412B

Contains: Pine Oil CAS# 8002-09-3, 2-Propanol CAS # 67-63-0




