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LVT / Linoleum Deep Scrub Cleaner

Surface Prep
™

Heavy duty formula aggressively removes embedded 
soils and scuffs from upper layers of finish. Use for proper 
preparation of surface prior to coating.

WARNING: MAY CAUSE AN ALLERGIC SKIN REACTION.
See side panel for additional precautionary statements.

ATENCIÓN: PUEDE PROVOCAR UNA REACCIÓN 
ALÉRGICA EN LA PIEL.

Ver panel lateral para las medidas preventivas adicionales.

NET CONTENTS: 1 GALLON / 3.79 LITERS

Alternative Flooring 
Maintenance Program

LG-0001-2621-01i

To learn more 
about this 
product, scan  
this QR code to 
visit our website.

FOR COMMERCIAL AND 
INDUSTRIAL USE ONLY

QUESTIONS?
Call (800) 628-2436

Product No.: 2621

CONTAINS: 2-Butoxyethanol CAS# 111-76-2, Nonylphenol, ethoxylated CAS # 9016-45-9, 
Alcohols, C12-13 Ethoxylated CAS# 66455-14-9, Orange Oil CAS# 8008-57-9

WARNING: MAY CAUSE AN 
ALLERGIC SKIN REACTION. 
CAUSES SERIOUS EYE 
IRRITATION. KEEP OUT OF 
THE REACH OF CHILDREN.

Precautionary statement
Prevention: Avoid breathing mist or 
vapor. Wash thoroughly after handling. 
Contaminated work clothing must not be 
allowed out of the workplace. Wear protective 
gloves/eye protection/face protection.
Response: If on skin: Wash with plenty 
of water. If in eyes: Rinse cautiously with 
water for several minutes Remove contact 
lenses, if present and easy to do. Continue 
rinsing. Specific treatment (see this label). 
If skin irritation or rash occurs: Get medical 
advice/attention. If eye irritation persists: Get 
medical advice/attention. Wash contaminated 
clothing before reuse.
Storage: Store away from incompatible 
materials.
Disposal: Dispose of contents/container 
in accordance with local/regional/national/
international regulations.
This product is a “Hazardous Chemical” as 
defined by the OSHA Hazard Communication 
Standard, 29 CFR 1910.1200. All 
components are on the U.S. EPA TSCA 
Inventory List.
Additional safety measures:
Read the entire label and SDS before using 
this product, and for additional first aid 
measures. SDS for this product is available 
on the web at www.nclonline.com

ATENCIÓN: PUEDE PROVOCAR UNA 
REACCIÓN ALÉRGICA EN LA PIEL. PROVOCA 
IRRITACIÓN OCULAR GRAVE. MANTENER 
FUERA DEL ALCANCE DE LOS NIÑOS.
Consejos de prudencia
Prevención: Evite respirar la niebla o vapor. 
Lavar a fondo después de la manipulación. 
Las prendas de trabajo contaminadas no se 
debe permitir salir del lugar de trabajo. Llevar 
guantes de protección. Use / la cara ojo.
Respuesta: Sí en la piel: Lavar con abundante 
agua. Si en los ojos: Aclarar cuidadosamente 
con agua durante varios minutos. Quítese los 
lentes de contacto, si lleva y resulta fácil de 
hacer. Proseguir con el lavado. El tratamiento 
específico (ver esta etiqueta). En caso de 
irritación de la piel o erupción cutánea: 
Consultar a un médico / atención. Si persiste 
la irritación ocular: Consultar a un médico / 
atención. Lave la ropa contaminada antes de 
volverla a usar.
Almacenamiento: Almacene lejos de 
materiales incompatibles.
Eliminación: Eliminar los desperdicios y 
residuos de conformidad con los requisitos de 
las autoridades locales.
Este producto es un “químico peligroso” según 
lo definido por la Norma de Comunicación 
de Peligros de OSHA, 29 CFR 1910.1200. 
Todos los componentes están en la Lista de 
inventario de la EPA TSCA.
Medidas additional de primeros auxilios:
Lea toda la etiqueta y SDS antes de usar este 
producto, así como medidas adicionales de 
primeros auxilios. SDS para el artículo está 
disponible en la web en www.nclonline.com
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Directions:
SCRUB/RE-COAT USING STANDARD 175 RPM FLOOR MACHINE:
Dilute SURFACE PREP™ in a mop bucket at a dilution ratio of 1:6 to 1:10, depending upon build-up. Liberally mop solution 
onto floor surface and allow to dwell for 1 to 4 minutes (depending on how aggressive it is desired to scrub). With machine 
and appropriate floor pad or brush, scrub surface of floor until all embedded soils and scuffs are removed. After scrubbing, 
remove solution from floor with wet-dry vacuum or a clean mop. Damp mop rinse with clear water to remove any excess 
residue. Allow floor to completely dry prior to applying new coating.

SCRUB/RE-COAT USING AUTOMATIC SCRUBBER:
Dilute SURFACE PREP™ in mop bucket at a dilution ratio of 1:6 to 1:10, depending upon build-up. Liberally mop solution onto 
floor surface and allow to dwell for 1 to 4 minutes (depending on how aggressive it is desired to scrub). Fill auto scrubber 
with clear water, mount appropriate floor pad or medium grade brush. With vacuum off and squeegee up, scrub the floor 
until all embedded soils and scuffs are removed. Lower squeegee and vacuum all scrubbing solution. Using clear water from 
the auto scrubber, rinse floor to remove any excess residue. Allow floor to completely dry prior to applying new coating.

Instrucciones para Uso:
SCRUB/RE-COAT USANDO LA MÁQUINA DEL PISO DEL ESTÁNDAR 175 RPM:
Diluya SURFACE PREP™ en una cubeta de trapeador en una proporción de dilución de 1:6 a 1:10, dependiendo de la 
acumulación. Trapee generosamente la solución sobre la superficie del piso y déjela reposar de 1 a 4 minutos (dependiendo 
de qué tan agresivo se desee fregar). Con una máquina y un cepillo o una almohadilla para piso adecuada, frote la superficie 
del piso hasta eliminar toda la suciedad y raspaduras incrustadas. Después de fregar, retire la solución del piso con una 
aspiradora para húmedo y seco o un trapeador limpio. Enjuague con un trapeador húmedo y agua limpia para eliminar 
cualquier exceso de residuos. Deje que el piso se seque completamente antes de aplicar el nuevo revestimiento.

SCRUB/RE-COAT USANDO A DEPURADOR AUTOMÁTICO: 
Diluya SURFACE PREP™ en un balde para trapeador en una proporción de dilución de 1:6 a 1:10, dependiendo de la 
acumulación. Trapee generosamente la solución sobre la superficie del piso y déjela reposar de 1 a 4 minutos (dependiendo de 
qué tan agresivo se desee fregar). Llene la fregadora automática con agua limpia, monte una almohadilla para piso adecuada 
o un cepillo de grado medio. Con la aspiradora apagada y la escobilla de goma levantada, frote el piso hasta eliminar toda la 
suciedad y raspaduras incrustadas. Baje la escobilla de goma y aspire toda la solución de fregado. Usando agua limpia de la 
fregadora automática, enjuague el piso para eliminar cualquier exceso de residuo. Deje que el piso se seque completamente 
antes de aplicar el nuevo revestimiento.

7             52610             12621             1


