GYMBUFF™

Gloss Restorer

DESCRIPTION SPECIFICATIONS
NCL® GymBuff" is a premium gloss restorer for COACHES’ APPEATANCE .....vviieeiiieeeiieeeeiee et et e e e aea e Amber Liquid
SELECT™ GymShield™ Water-Based Urethane-Acrylic COlOT oottt Amber
Wood Finish. Improves gloss and improves traction. Apply with F Pi
automatic scrubber and burnish with a 1500 RPM or higher speed ragr.a.nce e ine
machine. Specific Gravity (9/CC) ....oevuiriiiiiieiiiieee e 1.00 £ 0.01
Density (IDS/gal) ....coeviiiiiiiiiiece e 8.33+0.15
PRODUCT FEATURES / BENEFITS Flash Point..........cocooiiiii e >201°F (94 °C)
ol p » tor buff roration : PH (Concentrate) ........cocveiiieiiiiiieiie e 10.7+0.5
ean an‘ prepaTre oors for butling restoration in one s‘ep. pH (Use Dilution 1:64) .....coooiiiiiiiieiiieeeeeee e 9.2+0.5
*  Works with burnisher to enhances gloss and Improve slip .
) Gloss Enhancement .........ccccooviiveviiee e Superior
resistance Biod dabl Readil
- Extends the useful life of wood floor coating. io egra able ... s e ea‘ ily
Shelf Life............... 1 year minimum in original unopened container

DIRECTIONS FOR USE

GLOSS RESTORATION

1. Prepare the floor first by dust mopping or tack cleaning (follow
directions on the NCL® Fast Break™ Clean and Tack label) to
remove large debris.

2. In an automatic scrubber, mix NCL® GymBuff™ Gloss
Restorer at 2 ounces concentrate per gallon of cool
water (1:64). Use red or white maintenance pads on the
autoscrubber.

3. Autoscrub the floor surface in a single pass. Do not allow
cleaning solution to stand on the floor surface. An individual
with a pick-up mop or dry towels must follow behind the
scrubber to pick up any water that is not picked up by the
machine. Pay special attention to corners.

4. Allow floor to dry thoroughly.

5. Burnish floor using a high speed burnisher (1500 RPM or
greater) and appropriate high speed burnishing pad.

SAFETY INFORMATION

WARNING: CAUSES SERIOUS EYE INJURY.

KEEP OUT OF THE REACH OF CHILDREN.

Prevention: Wash thoroughly after handling. Wear

protective gloves/eye protection/face protection.

Response: If in eyes: Rinse cautiously with water

for several minutes. Remove contact lenses, if

present and easy to do. Continue rinsing. If eye irritation persists:
Get medical advice/attention.

Storage: Store in a well-ventilated place. Keep container tightly
closed. Keep cool.

Disposal: Dispose of contents/container in accordance with local/
regional/national/international regulations.

This product is a “Hazardous Chemical” as defined by the

OSHA Hazard Communication Standard, 29 CFR 1910.1200. All
components are on the U.S. EPATSCA Inventory List.
Additional First-aid Measures:

Read the entire label and SDS before using this product, and for
additional first-aid measures. SDS for this product is available on
the web at www.nclonline.com

For Commercial and Industrial Use Only
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