POP & SHINE RTU

DESCRIPTION

Gloss Restorer

A revolutionary product that renovates floor finish and restores floors to maximum gloss...like magic! Now it is available in a convenient,
Ready-to-use package that is easy to use, easy to store. No complicated mixing or dilution required, the perfect concentration every
time. Specially selected polishing agents and cleaners help to remove scratches and scuffs from floors while rejuvenating the floor to a
brilliant lustre. Saves labor; extends scrub / strip cycles. A must for every high speed / UHS Burnishing Floor Care program!

PRODUCT FEATURES / BENEFITS

* Ready-to-use / Save time and labor, highly accurate ready-to
use dilution.

» Fast and Easily / Creates a bright, shiny, wet look gloss

DIRECTIONS FOR USE

» Ideal for Multi Speed Polishing and Burnishing
» Fast drying for added labor savings
* Repeated applications removes deep scuffs and scratches

SPRAY BUFFING DIRECTIONS:

Using either a high speed machine or UHS Burnisher, affix an

NCL AQUA MAGIC™ Burnishing Pad to the pad driver. Spray
POP & SHINE RTU onto a 10’ x 10’ section of floor (previously
coated with floor finish) that you desire to polish. Using the

burnishing machine, buff the floor using straight passes for
maximum effectiveness. Buff the floor using a controlled pace for
best results; this will work the product into the floor finish film and
provide the maximum resulting gloss, durability and performance.
NOTE: BE SURE THAT AN ADEQUATE AMOUNT OF FLOOR
COATING IS PRESENT ON THE FLOOR.

SPECIFICATIONS

Appearance . .... Clear Thin Liquid Density (Ibs/gal) .............

OdON ettt Pine Forest Flash Point (°F TCC)

PH (Concentrate) ........cccooeerieeiiiiieneeeeee e 10.5+0.5 COMTOSIVE ...ttt
UPPEr CloUd ..ot > 140°F Gloss enhanCement ..........cooiiiiiieiie e Superior
Cold Stability .....cooeieiieiiie e <32°F Scuff / Scratch Removal .........cccccooviiiiiiiiiiiceeen Excellent
Specific Gravity (G/CC).....couuieieiaiieiie e 1.00 £ 0.01 Shelf Life............... 1 year minimum in original unopened container

SAFETY INFORMATION

KEEP OUT OF REACH OF CHILDREN.

Prevention: Observe good industrial hygiene practices.
Response: Wash thoroughly after handling.

Storage: Store away from incompatible materials.

Disposal: Dispose of waste and residues in accordance with
local authority requirements.

This product is not known to be a “Hazardous Chemical’ as
defined by the OSHA Hazard Communication Standard, 29 CFR
1910.1200.
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Additional First-aid Measures:

Read the entire label and SDS before using this product, and for
additional first-aid measures. SDS for this product is available on
the web at www.nclonline.com

Inhalation: If symptomatic, move to fresh air. Get medical
attention if symptoms persist.

Skin contact: Wash skin with soap and water. Get medical
attention if irritation develops or persists.

Eye contact: Flush thoroughly with water for at least 15 minutes.
Get medical attention if irritation develops and persists.

Ingestion: If you feel unwell, seek medical advice (show the
label where possible).
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