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——————————————————————————————————————————————————— 
 

Aquanomic 2.0 Low Temp Laundry Solid Detergent 
 
 CLASSIFICATION —————————————————————————————————————————— 
 
Concentrated laundry detergent 
 
 PRODUCT DESCRIPTION —————————————————————————————————————— 
 
Premium solid detergent formulated to deliver excellent results at lower wash temperatures, leaving linen whiter and 
brighter, even in hard water conditions. 
 
 USE ———————————————————————————————————————————————— 
 
FOR INDUSTRIAL USE ONLY – NOT FOR HOUSEHOLD USE 
DIRECTIONS FOR USE 
For use only in an Ecolab Solid Laundry dispenser. 

 Use container handle to insert and remove container. 
 Remove new container cover. To remove used container, carefully lift it from the dispenser. 
 Turn container upright to avoid spills. Use cover from new container to seal used container. Dispose of used 

container immediately. Do not reuse empty container. If product contacts hands, wash off immediately. 
 Place new container open end down in the dispenser. 

 
DILUTION RATES 
100 - 200 g per 50 gallons of water. 
 

Consult your Ecolab Specialist or call 1-800-35 CLEAN (352-5326) for specific use directions, service, or 
additional information. 

 
 PHYSICAL & CHEMICAL PROPERTIES ———————————————————————————————— 
 
Appearance: Cast Solid 
Color: Opaque, off-white 
Odor: Not significant 
pH: 11.8 – 13.0, 1% 

 
Ingredients: 

Sodium hydroxide 1310-73-2 
Water 7732-18-5 
Sodium carbonate 497-19-8 
Sodium polyacrylate 9003-04-7 
Poly(oxy-1,2-ethanediyl), .alpha.-isotridecyl-.omega.-hydroxyl- 9043-30-5 
C12-C14 pareth-7 68551-12-2 
2-butenedioic acid (2Z),- homopolymer, sodium salt 30915-61-8 
Alanine, n,n-bis(carboxymethyl)-, trisodium salt 164462-16-2 
Maleic acid 110-16-7 

 
%P:  Formula ingredients contain no phosphorus 
 
 PACKAGING & PRODUCT NUMBERS ————————————————————————————————— 
 

Size Product Number 
4 - 4.1 KG (9 LB) 6101766 
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