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= Since 1911

SCRAM

* Quickly liquefies obstructions
* Safe on pipes

paper, scale and more

NET WT. / POIDS NET:
1 U.S. Quart (946mL)

Care For Work Environments®

tate’

* Rips through grease, food, hair,

FOR INDUSTRIAL AND INSTITUTIONAL USE ONLY./SEULEMENT POUR UN USAGE INDUSTRIEL ET INSTITUTIONNEL. MADE IN THE USA

SCRAM

DANGER _POISON FATAL IF SWALLOWED.CAUSES SEVERE SKIN BURNS AND EYE DAMAGE. TOXIC IF INHALED. MAY BE CORROSIVE TO METALS.
%5 KEEP OUT OF REACH OF CHILDREN
Contains Sulfuric Acid

DANGER  POISON MORTEL EN CAS D'INGESTION. PROVOQUE DES BRULURES DE LA PEAU ET DES LESIONS OCULAIRES GRAVES. TOXIQUE PAR INHALATION. PEUT ETRE CORROSIF POUR
LES METAUX.
@ GARDER HORS DE LA PORTEE DES ENFANTS

Contient de I'acide sulfurique
DIRECTIONS FOR USE: OPENING INSTRUCTIONS: Tear plastic bag at top and carefully remove bottle. Keep bottle on a stable, flat surface and hold by handle. Do not squeeze sides. It may cause eruption of liquid.
Remove cap by pressing down and unscrewing. Use a sharp instrument to completely remove silver heat seal by gently cutting out from inside of neck. Remove excess water from sink, drain or toilet prior to use. Do
not pour into standing water or completely stopped drain. Always replace cap after use. If liquid comes in contact with your skin, rinse thoroughly with cold water at once! Use as directed below. Application: Small
Drains: 1 cup (80z) for 5 min. Application: 2-3/4 to 4 inch drains: 1 quart for 10-15 min. Application: Toilets - reduce water level with plunger 1 pint for 10 min. Pour carefully. Splashing may damage surrounding
tub, sink, metal surfaces or fixtures.

PRECAUTIONS: Avoid contact with skin, eyes, or clothing. Use with adequate ventilation. May cause eruption of hot acid when poured into drain. Do not stand over or look into the drain while using this product.
Protect face (especially eyes) and other portions of body when using. After pouring acid into drain immediately place inverted dish pan, bucket or other deep container over drain opening to protect against possible
eruptions of drain contents and acid. Do not mix with other chemicals. Do not use where other drain cleaners are present. Never add water to acid while in container because of violent reaction. FIRST AID Absorb
spillage to prevent material damage. IF IN EYES: Rinse cautiously with water for several minutes. Remove contact lenses, if present and easy to do. Continue rinsing. IF INHALED: Remove victim to fresh air and
keep at rest in a position comfortable for breathing. IF SWALLOWED: Immediately call a POISON CENTER or physician. IF SWALLOWED: Rinse mouth. Do NOT induce vomiting. STORAGE Store in a well-ventilated
place. Keep container tightly closed. Store in corrosive resistant container with a resistant inner liner. Store locked up. DISPOSAL When container is completely empty, rinse with water before discarding to prevent
accidental burns. Dispose of container in accordance with all Federal, State and Local Regulations regarding waste disposal.

Keep out of reach of children. Read label before use. SDS available at www.stateindustrial.com or 1-800-782-2436.

MODE D’EMPLOI : DIRECTIVES D’OUVERTURE : Quvrir le sac de plastique au sommet et retirer le récipient avec soin. Poser le récipient sur une surface plane et stable et le tenir par la poignée. Ne pas exercer de
pression sur les cotés puisque cela pourrait provoquer une éruption du liquide. Retirer le bouchon en appuyant et dévissant. Utiliser un instrument coupant pour retirer completement le thermoscellage argenté en
taillant doucement de I'intérieur du col.Retirer I'excés d’eau des éviers, des drains ou des toilettes avant d'utiliser le produit. Ne pas verser dans une eau stagnante ou un drain completement inactif. Toujours remettre
le bouchon en place apres utilisation. Si le liquide vient en contact avec la peau, rincer immédiatement et complétement a I'eau froide! Utiliser comme prescrit ci-dessous. Application pour de petits drains : 1 tasse
(8 0z) durant 5 minutes. Application pour les drains de 2, 752 4 po : 1 pinte durant 10 & 15 minutes. Application pour les toilettes : réduire le niveau de I'eau a I'aide d’un débouchoir a ventouse et ajouter 1 chopine
durant 10 minutes. Verser soigneusement. Les éclaboussures peuvent endommager les cuves, les éviers, les surfaces en métal ou les appareils sanitaires.

PRECAUTIONS : Eviter le contact avec la peau, les yeux et les vétements. Utiliser avec une ventilation appropriée. Le produit peut causer des éruptions d’acides chauds lorsqu’il est versé dans le drain.Ne pas se tenir
au-dessus du drain ou en faire 'inspection pendant I'utilisation du produit. Protéger le visage (surtout les yeux)et toute autre partie du corps.Aprés avoir versé I'acide dans le drain, couvririmmédiatement I'ouverture
avec une bassine a vaisselle, un seau ou tout autre récipient,de maniére inversée, qui protegera de toutes éclaboussures du contenu du drain ou d’acide.Ne pas mélanger a d’autres produits chimiques. Ne pas utiliser
en présence de tout autre nettoyant pour drain.Ne jamais ajouter de I'eau & I'acide dans son récipient en raison des réactions violentes que cela pourrait provoquer. PREMIERS SOINS : Absorber le déversement afin
de prévenir les dommages matériels. EN CAS DE CONTACT AVEC LES YEUX, rincer avec précaution avec de I'eau durant plusieurs minutesSi la victime porte des lentilles de contact, les enlever, s'il est facile de le
faire. Poursuivre le ringage.EN CAS D’INHALATION, transporter la victime a I'extérieur et la maintenir au repos dans une position ou elle peut confortablement respirer. EN CAS D’INGESTION, appeler immédiatement
un GENTRE ANTIPOISON ou un médecin. EN CAS D'INGESTION, rincer la bouche. NE PAS faire vomir. ENTREPOSAGE : Entreposer dans un endroit bien ventilé.Garder le contenant ferme hermétiquement. Entreposer
dans un contenant résistant a la corrosion muni d’un revétement intérieur non corrosif.Entreposer dans un endroit verrouillé. ELIMINATION : Lorsque le récipient est completement vide, le rincer avec de I'eau avant
de le jeter au rebut pour éviter les brulures accidentelles. Eliminer le contenant conformément aux réglementations fédérale, provinciale et municipale en vigueur en matiére d’élimination des déchets.

Garder hors de la portée des enfants. Lire I'étiquette avant utilisation. La fiche signalétique est disponible @ www.stateindustrial.com ou en communiquant au 1-800-782-2436.
INGREDIENTS: Sulfuric Acid (CAS# 7664-93-9), Corrosion inhibitor (CAS #109-46-6), Dye (CAS #10124-43-3). For more ingredient information, visit www.stateindustrial.com. ISI?FS(]‘I\I"III)A'FE)?IDUGT
Seller shall not be liable for consequential, special, or indirect damages from use of their product and liability is expressly limited to the refund of purchase price or replacement of product.
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