
BR
AK

E 
W

AS
H

   
   
N

ET
TO

YA
N

T 
PO

UR
 F

RE
IN

S

Care For Work Environments®

NET WT. / POIDS NET: 
12.25 U.S. Ounces (347 g)
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•  Removes brake fluid, grease, 
oil, dirt and contaminants

•  No ozone depleters or       
chlorinated solvents

• Fast drying

FOR INDUSTRIAL AND INSTITUTIONAL USE ONLY.
SEULEMENT POUR UN USAGE INDUSTRIEL ET INSTITUTIONNEL.

DIRECTIONS FOR USE:
Can should be at room temperature (70°F) before using. Be sure arrow on spray head is pointed toward area to be sprayed. Spray BC-1 
generously on all brake parts. Use enough to allow the pressure and solvent action to work on contaminants. Air dry or wipe dry with soft 
cloth. Repeat application if necessary to remove extremely heavy deposits.

DANGER:  Extremely Flammable Aerosol. Contains gas under pressure: May explode if heated. Causes skin and serious eye irritation. May 
cause respiratory irritation, drowsiness or dizziness. May be fatal if swallowed and enters airways.

PRECAUTIONS Keep away from heat, sparks, open flames, and hot surfaces. -No smoking. Do not spray on an open flame or other ignition 
source. Pressurized container: Do not pierce or burn, even after use. Wash hands thoroughly after handling. Wear protective gloves and 
eye protection. Avoid breathing fumes, mist, vapor and spray. Use only outdoors or in a well-ventilated area. FIRST AID IF ON SKIN: Wash 
with plenty of water. If skin irritation occurs: Get medical attention. Take off contaminated clothing and wash before reuse. IF IN EYES: Rinse 
cautiously with water for several minutes. Remove contact lenses, if present and easy to do. Continue rinsing. If eye irritation persists: Get 
medical attention. IF INHALED: Remove person to fresh air and keep comfortable for breathing. Call a poison center or doctor if you feel 
unwell. IF SWALLOWED: Immediately call a poison center or doctor. Do NOT induce vomiting. STORAGE Do not expose to temperatures 
exceeding 50°C/122°F. Protect from sunlight. Store in a well-ventilated place. DISPOSAL Dispose of contents and container in accordance 
with local, state and federal regulations.

Keep out of reach of children. Read label before use. 
SDS available at www.stateindustrial.com or 1-800-782-2436

MODE D’EMPLOI :
La bombe doit être à une température de 21°C. S’assurer que la flèche qui est sur la tête de pulvérisation est bien dirigée vers la surface 
devant être traitée. Pulvériser généreusement BC-1 sur toutes les pièces des freins. Utiliser suffisamment de produit pour permettre l’action 
de la pression et des solvants sur les contaminants. Laisser sécher à l’air ou essuyer avec un chiffon doux. Répéter la pulvérisation si 
nécessair pour enlever les dépôts particulièrement tenaces.

DANGER : Aérosol Extrêmement Inflammable. Contient un gaz sous pression; peut exploser si chauffé. Provoque une irritation cutanée 
et oculaire grave. Peut causer une irritation des voies respiratoires, somnolence ou vertiges. Peut être mortel en cas d’ingestion et de 
pénétration dans les voies.

PRÉCAUTIONS Tenir à l’écart de la chaleur, étincelles, flammes nues et des surfaces chaudes. Ne pas fumer. Ne pas vaporiser sur une flamme 
nue ou d’autres source d’inflammation. Récipient sous pression : Ne pas percer ou brûler, même après usage. Se laver soigneusement la peau 
après manutention. Portez une protection oculaire protectrice comme des lunettes de sécurité. Éviter de respirer les vapeurs, brouillard, vapeur 
et de pulvérisation. Utilisez uniquement l’extérieur ou dans un endroit bien aéré. PREMIERS SOINS EN CAS DE CONTACT AVEC LA PEAU :  
Laver abondamment à l’eau En cas d’irritation cutanée : Consulter un médecin. Retirer les vêtements contaminés et lessiver avant de les 
porter de nouveau. EN CAS DE CONTACT AVEC LES YEUX : Rincer avec précaution à l’eau pendant plusieurs minutes. Enlever les lentilles 
de contact si la victime en porte et si elles peuvent être facilement enlevées. Continuer à rincer. Si l’irritation oculaire persiste : Consulter un 
médecin. EN CAS D’INHALATION : Transporter la victime à l’extérieur et la maintenir au repos dans une position où elle peut confortable-
ment respirer. EN CAS D’INGESTION : Appeler immédiatement un CENTRE ANTIPOISON ou un médecin. NE PAS faire vomir. STOCKAGE 
Ne pas exposer à une température supérieure à 50 °C (122 °F). Protéger de la lumière du soleil. Entreposer dans un endroit bien ventilé. 
ÉLIMINATION Éliminer le contenant conformément à tous les règlements fédéraux, d’État et locales en matière d’élimination des déchets.

Garder hors de la portée des enfants. Lire l’étiquette avant utilisation. La fiche signalétique est disponible à 
www.stateindustrial.com ou en communiquant au 1-800-782-2436.

INGREDIENTS/INGRÉDIENTS: Acetone (67-64-1), Heptane (142-82-5), Carbon Dioxide (124-38-9).

Seller shall not be liable for consequential, special, or indirect damages from use of their product and liability is 
expressly limited to the refund of purchase price or replacement of product.

HMIS: 1 - HEALTH; 3 - FLAMMABILITY; 0 - REACTIVITY; B - PROTECTIVE EQUIPMENT
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