
TURBO
DIRECTIONS

DRAIN APPLICATIONS:  For slow or clogged drain line add a small 
amount of  TURBO.  If the drain line is dry, add water to drain 
immediately after TURBO has been added.  For HVAC drain pains: 
Turn unit o�.  Pour TURBO in area of build up and �ush with water.  
Once clog is removed and area is clear of chemical and debris, turn 
unit on.
MULTI-UNIT HOUSING/MUNICIPAL HOUSING AUTHORITY USE:  For 
preventative maintenance pour 2.5  lbs. in trouble areas on a regular 
basis to keep them free-�owing.  (60 lbs. containers are available for 
larger drains.) For crisis management, it may be necessary to use 1 or 
more pails depending on the depth, width, amount of water and type 
of blockage. TURBO becomes activated by water.  If the sewer system 
is dry, add water AFTER TURBO has been applied.
FOR USE IN INDUSTRY, FOOD PLANTS AND PACKAGING PLANTS:  
Where accumulating or organic matter may clog drainage systems, 
pour in TURBO adjusting quantity based on the clog in the drainage 
system. TURBO becomes activated by water. If the sewer system is dry, 
add water AFTER TURBO has been applied.

DANGER
In contact with Water Releases Flammable Gases

Causes Severe Skin Burns  
and Serious Eye Damage

R
PRECAUTIONS

Keep away from hot surfaces, open �ames, sparks. Do not breathe mist, spray, 
vapors, fumes.  Wash hands, forearms and face thoroughly after handling. Wear 
eye protection, face protection, protective gloves.
 

If swallowed: Rinse mouth.  Do NOT induce vomiting. Immediately call a POISON 
CENTER or doctor.  If on skin (or hair): Take o� immediately all contaminated 
clothing. Rinse skin with water.  Brush o� loose particles from skin.  Immerse in 
cool water/wrap in wet bandages. Immediately call a doctor. If inhaled:  Remove 
person to fresh air and keep comfortable for breathing.  Immediately call a 
doctor. If in eyes:  Rinse cautiously with water for several minutes.  Remove 
contact lenses, if present and easy to do. Continuing rinsing. Immediately call a 
doctor. See Additional First Aid below.

Wash contaminated clothing before reuse.  Store locked up.  In case of �re, use 
ABC-powder, carbon dioxide to extinguish. Dispose of contents/container to an 
approved waste disposal plant.
Fire �ghting Instructions:  Use water spray or fog for cooling exposed containers.  
Exercise caution when �ghting any chemical �re.  Prevent �re-�ghting water 
from entering environment. Fight �re remotely due to risk of explosion. Suitable 
extinguishing media:  Foam, dry powder, carbon dioxide, water spray, sand.

ADDITIONAL FIRST AID
Never give anything by mouth to an unconscious person.  If you feel unwell, seek 
medical advice (show the label when possible). breathing.  

PRECAUTIONS FOR SAFE HANDLING
Wash hands and other exposed areas with mild soap and water before eating, 
drinking or smoking and when leaving work.  Provide good ventilation in process 
area to prevent formation of vapor.  Take precautions to avoid mixing with 
combustible materials.  Do not breathe vapors, spray, mist, fumes.  Avoid contact 
during pregnancy/while nursing.

For Emergencies, Call INFOTRAC  1-800-535-5035

Sewer Line Solution
• Emulsifies & Saponifies Greases, 
   Oils, Cellulose, Fats
• Breaks Down Toilet Tissue & Paper 
   Towels
• Heavy Tornadic Action
• Burns & Loosens Damaging Roots
• Non-Corroding Formula
• Reaches 215 F at 20% Solution in 
   2 Minute, 20 Seconds
• Maintains 180 F for 7+ Minutes
• Contains Exclusive Tracer Dye

NET CONTENTS:  2.5 LBS.
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