
“Your solution specialists!”

NET CONTENTS:  1 U.S. Quart

DIRECTIONS FOR USE

DANGER
May be corrosive to metals
Causes severe skin damage 

and eye damage
PRECAUTIONARY STATEMENTS

Keep only in original container. Do not breathe mist, spray, vapors. Wash hands, 
forearms, and face thoroughly after handling.  Wear eye protection, protective 
gloves, face shield.

If Swallowed:   If on Skin
immediately all contaminated clothing. Rinse skin with water/shower.  If Inhaled:  
Remove person to fresh air and keep comfortable for breathing.  If in Eyes:  
Rinse cautiously with water for several minutes.  Remove contact lenses, if present 
and easy to do.  Continue rinsing. Immediately call a POISON CENTER or doctor. Call 

Wash contaminated clothing before reuse. Absorb spillage to prevent material 
damage. Store locked up.  Dispose of contents/container to an approved waste 
disposal plant.
Fire Fighting Instructions:  Use water spray or fog for cooling exposed

water from entering environment.
Suitable Extinguishing Media:  Foam, Dry powder, Carbon dioxide, water spray, 
Sand.

PRECAUTIONS FOR SAFE HANDLING  
 Wash hands and other exposed areas with mild soap and water before eating, 
dr inking or smoking and when leaving work. Provide food ventilation in process 
area to prevent formation of vapor. Do not breathe mist, vapors. Avoid contact 
during pregnancy/while nursing.

ADDITIONAL FIRST AID MEASURES
Never give anything by mouth to an unconscious person.  If you feel unwell, seek 
medical advice (show the label when possible).  See Precautions above and Safety 
Data Sheet for further information.

This high-powered formulation penetrates clogging masses, 

cleaning and clearing clogged drains.  Heavier than water, it 
goes right to the clog and dissolves organic matter, grease, 
soap, paper, hair and lint.  Ideal for both problem drains and 
preventative maintenance.  Harmless to plumbing and septic 
systems, when used as directed.  It should not be used in 
garbage disposals.

DIRECTIONS FOR USE
CAUTION:  Should not be mixed with or added to any other chemicals.

FOR CLOGGED DRAINS - Slowly pour 16 ounces directly into 
drain opening.  Let stand 15 minutes.  Flush drain with plenty of 
hot water.  If necessary, repeat application and let stand 45 
minutes.  Badly clogged large industrial drains may require 
several treatments, and allow to stand overnight before 

FOR SLUGGISH, SLOW RUNNING DRAINS -  Pour 8 ounces 
slowly and directly into drain.  Repeat procedure two or three 
times at 15 minute intervals.  After last application, rinse drain 
thoroughly with hot water.
TO CONDITION DRAINS, PREVENT BUILD-UP OF CLOGGING 
MASS - 8-12 OUNCES IN EACH DRAIN WEEKLY KEEPS DRAINS 
FREE FLOWING and PROVIDES “ODOR POLLUTION” CONTROL.

CONTAINS:  SODIUM HYDROXIDE CAS#1310-73-2; WATER CAS #7732-18-5; SURFACTANT CAS # 
9016-45-9; FRAGRANCE

 
 Rinse mouth.  Do NOT induce vomiting.

DISSOLVES HAIR • GREASE • PAPER, ETC.
For Emergencies, Call INFOTRAC  1-800-535-5035

DRAIN
SOLUTION
PROFESSIONAL GRADE
Drain Opener 

and Maintainer
Non-Acid   •   Pleasant Scent

“A must to sustain your drain!”
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