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CLASSIFICATION
Aquanomic™ low temperature laundry builder

PRODUCT DESCRIPTION

Liquid alkaline builder effective at lower wash temperatures. Tough on stains and gentle on linens. This concentrated
formula inhibits scale formation and controls water hardness to ensure linens remain white over time.

USE

FOR INDUSTRIAL USE ONLY

KEEP FROM FREEZING

DIRECTIONS FOR USE

Use only with Ecolab Laundry Dispensing Systems.

The dispensing rate is set on-site by an Ecolab Laundry Specialist and may vary depending on soil type and amount,
fabric type, water conditions, etc. No adjustment of the dispensing rate can be made except by an Ecolab Laundry
Specialist. DO NOT use on wool, silk or delicate fabrics. DO NOT use in laundry machines with porcelain-lined or soft
metal tubs.

Consult your Ecolab Specialist or call 1-800-35 CLEAN (352-5326) for specific use directions, service, or
additional information.

Usage Temperature Range: 80 — 110°F

Usage

Light: 4 -5.5fl oz/CWT (9 -12 drops)
Medium: 6 — 7.5 floz/ CWT (13 — 16 drops)
Heavy: 8 —12floz/CWT (18 — 23 drops)

Freeze/Thaw Restriction: Yes
PHYSICAL AND CHEMICAL PROPERTIES

Physical State Liquid
Color White
Odor Faint odor
pH 13.5 [Conc. (% w/w): 100%)]
Ingredients:
Water 7732-18-5
Sodium Hydroxide 1310-73-2
Sodium Polyacrylate 9003-04-7
% P Formula ingredients contain no phosphorus
PACKAGING / PRODUCT NUMBERS
Size Available Product Number
15 U.S. gal/56.7 L 6100441
55 U.S. gal/208 L 6100442
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