Material Safety Data Sheet US Department of Labor #s
May be used to comply with Occupational Safety and Health Administration ¢ <§>>

OSHA'’s Hazard Communication Standard, (Non-Mandatory Form)
29 CFR 1910:1200. Standard must be Form Approved
consulted for specific requirements. OMB No. 1218-0072
IDENTITY (As Used on Label and List) Note: Blank spaces are not permitted. If any item is not applicable, or no information
Restroom Cleaner is available, the space must be marked to indicate that.
Section I
Manufacturer’s Name Emergency Telephone Number
Casco Products Company, Inc. 800-424-9300 CHEMTREC
Address (Number, Street, City, State, and ZIP Code) Telephone Number for Information
P.O. Drawer 850 601-833-8699
Date Prepared Date Updated
Brookhaven, MS 39602 11/7/2011
Signature of Preparer (Optional)

Section II — Hazardous Ingredients/Identity Information

Other Limits
Hazardous Components (Specific Chemical Identity; Common Name(s) OSHA PEL ACGIHTLV  Recommended % (Optional)
Alkyl dimethyl benzyl ammonium chloride (C12-16) cas# 68424-85-
1
Didecyl dimethyl ammonium chloride cas# 7173-51-5
Ethanol cas# 64-17-5 1000 ppm 1000 ppm
Section III — Physical/Chemical Characteristics
Boiling Point Specific Gravity (H20=1)
ND 0.997 (8.3 Ibs./gal)
Vapor Pressure (mm Hg.) Melting Point
ND ND
Vapor Density (AIR =1) Evaporation Rate
>1 (Butyl Acetate = 1) H20=1 ND
Solubility in Water
Complete
Appearance and Odor
Clear, colorless to straw colored liquid with citrus odor.
Section IV — Fire and Explosion Hazard Data
Flash Point (Method Used) Cleveland Open Flammable Limits LEL UEL
136.4 degree F. (58 degrees C.) n/a n/a n/a

Extinguishing Media
Dry Chemical, foam, carbon dioxide or water fog.

Special Fire Fighting Procedures
Solid water streams may spread burning liquid.

Unusual Fire and Explosion Hazards
Firefighters should wear full protective clothing including self-contained breathing apparatus. Cool fire exposed containers with spray.

Irritating and toxic gases or fumes may be released during a fire.

(Reproduce locally) OSHA 174, Sept. 1985
Section V — Reactivity Data
Stability Unstable Conditions to Avoid
Stable
X Keep away from heat and strong oxidizing agents.




Incompatibility (Materials to Avoid)
Strong oxidizing agents

Hazardous Decomposition or Byproducts ~ Carbon monoxide, carbon dioxide, hydrogen chloride vapors.

Hazardous May Occur Conditions to Avoid
Polymerization
Will Not Occur
X Keep away from heat and strong oxidizing agents.
Section VI — Health Hazard Data
Route(s) of Entry: Inhalation? Skin? Ingestion?
yes yes yes

Health Hazards (Acute and Chronic) Skin: causes irritation to sensitive skin. Brief exposures may cause irritation and defatting of skin. Eyes: causes
burns and may result in permanent injury to eyes including blindness. Inhalation: Mists and vapors can irritate the throat and respiratory tract. High
vapor concentrations may cause central nervous system effects. May include headaches, dizziness and drowsiness. Ingestion: ingestion can cause
gastrointestinal irritation, swelling of the larynx, difficulty in breathing, circulatory shock, convulsions and possibly death. Chronic: Ingestion of
ethanol by pregnant women can cause reproductive toxicity to the fetus.

Carcinogenicity: NTP? IARC Monographs? OSHA Regulated

No data available No ingredients listed No ingredients listed No ingredients listed

Signs and Symptoms of Exposure
Skin: causes irritation and burning. Eyes: causes burns and may result in permanent injury. Inhalation: irritating to the throat and respiratory tract.
Ingestion: irritating to the gastrointestinal tract, difficulty in breathing, circulatory shock and convulsions.

Medical Conditions
Generally Aggravated by Exposure Ingestions of ethanol by pregnant women can cause reproductive toxicity to the fetus.

Emergency and First Aid Procedures

Eyes: Immediately flush eyes with water for 15-20 minutes, while holding eyelids open. Remove contact lenses, if present, after the first 5 minutes,
then continue rinsing eye. Seek medical attention at once. Skin or clothing: Take off contaminated clothing. Rinse skin immediately with plenty of

water for 15-20 minutes. Inhalation: If symptoms are experienced, move victim to fresh air. If person is not breathing, call 911 or an ambulance and
give artificial respiration. Ingestion: Call a poison control center or doctor immediately. Have person sip a glass of water if able to swallow. Do not

induce vomiting unless told to do so by a poison control center or doctor. Probable mucosal damage may contraindicate the use of gastric lavage.

Section VII — Precautions for Safe Handling and Use

Steps to Be Taken in Case Material Is Released or Spilled.
Isolate spill or leak area immediately. Keep unauthorized personnel away. Stay upwind. Eliminate ignition sources.

Ventilate closed spaces before entering. Floor will be slippery. Absorb or cover with dry earth, sand or other non-combustible material.

Waste Disposal Method
In accordance with local, state and federal regulations.

Precautions to Be Taken in Handling and Storing
Avoid contact with skin and eyes. Keep container tightly closed and in a cool, well ventilated place. Do not handle or store near an open flame, heat
or other sources of ignition.

Other Precautions

Section VIII — Control Measures

Respiratory Protection (Specify Type)
If exposure limits are exceeded or if irritation is experienced, a NIOSH/MSHA approved respirator or an organic-vapor removing cartridge
respirator protecting device should be worn.

Ventilation Local Exhaust Special
Yes
Mechanical (General) Other
Yes
Protective Gloves Eye Protection
Rubber, nitrile or neoprene. Chemical goggles. Use a face shield if splashing is possible.

Other Protective Clothing or Equipment
Use impervious gloves (rubber or neoprene) Wear suitable protective clothing.

Work/Hygienic Practices
Clean up spills immediately.
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