FEATURES FAST ACTION WITH LOW SUDS... R L L. WD . W —

HUSKY 703 LOW SUDS AUTOMATIC SCRUBBER @ l HUSky®

A superb, low foaming cleaner, neutral pH cleaner specifically designed
for all automatic scrubbers. A remarkable blend of synthetic detergents
which enable the user to loosen dirt, oil and grease in one pass. May also
be utilized in pressure washers.

ECONOMICAL...

This fast acting, concentrated formula can be diluted from 2 oz. per gallon
of water (1:64) to 1 oz./gallon of water (1:128) for maximum economy.
Low suds feature provides versatility by enabling use in pressure washers
and with regular rotary scrubbers. Leaves surface film free.

PROVIDES EXCELLENT SAFETY...

Product’s carefully controlled pH enables it to be used on many types
of surfaces. Contains no solvents, abrasives or free alkali... will not clog
equipment.

GENERAL CLEANING

Forregular cleaning, dilute 1 -2 oz. per gallon. Rinse with hot or cold water.

FLOOR CLEANER Eye and skin irritant. Avoid contact with
eyes and skin. Wear suitable protective clothing. If in contact
with eyes, flush with water for 15 minutes. Call a doctor if
irritation per3|s s. If in contact with skin, flush with water for 15 minutes.
Call a doctor if irritation develops. If ingested, do not induce vomiting.

Call a doctor immediately. READ MATERIAL SAFETY DATA SHEET I

BEFORE USING PRODUCT. LOW S U D S

Irritant pour les yeux et la peau. Eviter le contact avec les yeux et la peau.

Porter un vétement de protection approprié. En cas de contact avec les yeux,

laver a grande eau durant 15 minutes. Appeler un médecin si l'irritation AUTO IVIATI C S C RU B B E R

persiste. En cas de contact avec la peau, laver a grande eau durant 15
minutes. Appeler un médecin en cas d'irritaiton. En cas d'ingestion, ne
pas tenter de faire vomir, appeler un médecin immédiatement. LIRE LA
FICHE SIGNALETIQUE AVANT D’UTILISER CE PRODUIT.

GENERAL DIRECTIONS FOR USE CANBERRA CORPORATION
Automatic Scrubbers . . . __
1. Fill solution tank with water and then add cleaner based on the soil i .
condition ofthe floor. Itis suggested that user experiment with different FMoardI?u;:sl#isa-lAAnd Institutional Use Only Neutral pH Fast ACtmg, Low Foamer

dilution ratios to achieve the best results at the lowest possible cost.

2. Forregular cleaning dilute 1-2 oz. per gal.. In many instances, a higher
dilution will perform satisfactorily.

3. For difficult soil conditions, several scrubbings may be required.

Keep From Freezing

That Provides Peak Performance

Stronger solutions may be necessary in such situations. o
SAFETY DATA —
CAUTION: MAY CAUSE EYE OR SKIN IRRITATION. —
MAY BE HARMFUL IF INGESTED. —
CONTAINS: Water CAS# 7732-18-5, Alkane Sulfonate CAS# 5324-84-5, p— KEEP T OF REACH OF CHILDREN
Alkene Sulfonate CAS#1300-72-7, Nonionic Surfactant CAS# 69227-21-0 —3 CAU%I;O?“ CHOFC
Manufactured By: Y See b . ) ) )
CANBERRA CORPORATION n —) ee back panel for additional precautionary information.
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