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VOLUNTEER™ WT

THE STRENGTH TO DO IT ALL.

SINCE 1961

FEATURES AT A GLANCE
  DUAL-PURPOSE 
 TREAD 25" TIRES

  2" REAR RECEIVER 
 HITCH

  ELECTRONIC  
POWER STEERING

  ELECTRONIC 
 FUEL GAUGE

TACKLE  
ANY JOB
With 1,700 lbs. of payload 
capacity,* crews can 
handle a wide range  
of the toughest jobs.

VERSATILE 
HAULING
An aluminum HD flatbed 
 with electric bed lift provides 
easy loading and unloading 
 of supersized cargo. 

DRIVEN 
TO PERFORM
Powered by a 31 HP 
Kohler® Aegis EFI engine, 
the Volunteer WT 
can handle all terrain  
and weather conditions. 

SAFE AND 
SECURE
Best-in-class standard 
safety features include  
LED stop, turn, hazard  
and backup lights. 

  48" L X 60" W  
CARGO BED

  47.7 FT.-LBS. OF 
 TORQUE @ 2,400 RPM

  TOP SPEED  
OF 25 MPH

  3" LADDER-STYLE 
 STEEL FRAME

YOUR INDEPENDENT DEALER—EXPERT SERVICE. LOCALLY OWNED.
THE ADVICE, SELECTION AND SUPPORT YOU NEED TO FIND 
THE RIGHT FIT IS AT YOUR LOCAL CUB CADET DEALER.

  40 AVAILABLE  
ATTACHMENTS

  1-YEAR LIMITED 
WARRANTY**

**See specifi cations for warranty information.

†† 

* Includes operator, passenger 
and bed capacity.

SINCE 1961

†† 

THE STRENGTH TO DO IT ALL.

T:8.5”
T:11”

B:8.75”
B:11.25”
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VOLUNTEER™ WT

Cub Cadet Utility Vehicles are intended for off-road use by adults only. They are neither designed nor equipped to be registered as motor vehicles for use on public roadways. Always use extreme caution when operating utility 
vehicles, and carefully follow all operating, maintenance and safety instructions and warnings. Please see the operator’s manual and the warning labels posted on the vehicle itself for more details.

This brochure is for advertisement purposes only. The product depictions are not meant to be used or relied upon as a substitute for the safety and use information that is published in the respective operator’s  manual. Before operating 
the machine, read, understand and follow all instructions in the manual and on the machine. Specifications and programs are subject to change without notice.  Images may not reflect dealer inventory and/or unit specifications.

* As rated by Kohler, all power levels are rated at 3600 RPM per SAE J1940 gross.

† See your local Cub Cadet Independent Dealer for warranty details.  †† Built using the highest quality components sourced locally and globally.   773-06099     Printed in U.S.A. 01/16  © 2016 Cub Cadet

MODEL FEATURE VOLUNTEER WT VOLUNTEER WT 
WITH CAB

ENGINE

Engine 31 HP* Kohler® Aegis® V-Twin EFI — liquid cooled

Displacement 747cc

Fuel Gas

Torque 47.7 ft./lb. @ 2,400 rpm

Air Cleaner Heavy-duty replaceable

SUSPENSION

Shocks Heavy-duty adjustable coil-cover

Travel 8"

FRAME

Frame 3" ladder construction

Receiver 2" — class 1

Bumper Steel / Aluminum brush guard

TRANSMISSION

Drive Enclosed CVT

Differential Hilliard® front / mechanical rear

Speed 0-25 mph (Hi-Lo Speed)

Selector Hurst® 3-speed shifter (H-L-N-R)

Rear Axle Housing Cast-iron

ELECTRICAL SYSTEM

Battery / Alternator 450 cold crank amp / 12V — 65 amp

Headlights Halogen 37.5-watt

Taillights LED stop, turn, hazard and backup lights

Power Outlet 12V in-dash

CONTROLS

Brakes / Brake Lines 4-wheel 8" hydraulic disc / stainless steel braided

Parking Brake Mechanical (hand lever)

Steering Electronic power steering with rack and pinion

Instrument Panel Indicators / Lights Fuel gauge, speedometer, battery, oil, parking brake, hour meter   
and 4x4 engage

CAPACITY

Towing / Payload 1,700 lbs (total payload incl. operator, passenger and bed capacity)

Fuel Tank 6 gal.

Work Box / Cargo Bed Aluminum HD construction flatbed (1,200 lb. capacity)

Cargo Bed Dimension L/W/H: 48" / 60" / 18" (removable / locking bed sides)

Work Box / Cargo Bed Lift Powered bed lift / 4 tie-down rings mounted in flatbed

Hitch — Rear 2" rear receiver

Storage Glove box in dash and under-seat storage

CAB ENCLOSURE

Cab Style Full glass / fiberglass roof

Doors Full glass-vented removable lockable

Windows Front tip out and full glass rear with wiper

Mirrors Cab mounted adjustable side mirrors

Lights Front and rear spotlights, rear safety beacon and interior dome

Cool / Heat / Sound Insulated interior

SEATS

Seats Sport bucket style

Floor Mats Rubber floor mats

TIRES

Tires Dual-purpose tread

Front Tire Size 25" x 10" — 12"

Rear Tire Size 25" x 10" — 12"

Rims 12" steel (black)

DIMENSIONS

Length / Width / Height 140" / 66" / 73"

Tread Center F: 52" / R: 50"

Wheelbase 78"

Ground Clearance 11" (under foot platform)

Turning Circle (Diameter) 22'

Weight 1,735 lbs

WARRANTY†

Warranty 1-year limited warranty
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