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built-in odor eliminators

septic systems

Built-in odor eliminators keep drains and grease traps

odor-free

Can also be used on carpet, upholstery and rugs

Freeze/Thaw

**Passes 3 Cycles

Phosphate Content (%P)
Total Bacteria CouNnt ......cccoecceueeeeunncces 60 - 80 Million Per ml
Temperature Range Effectiveness.......38-140° F (3-60° C)
pH Range Effectiveness

None

m + Aids in the digestion and breakdown of fat, grease, protein, m Typersar & et Ty Four Spore Bacteria Suspension
carbohydrates, starches and other organic waste - without Form Opaque Liquid
m the use of harsh chemicals m Color White
m Contains four strains of enzyme-producing bacteria that Odor Herbal/Spice
degrade and digest waste found in drains, grease traps, Weight per Gallon 8.35 lbs

E septic systems and sewage treatment facilities pH 6.5-75
Designed for maintenance of drains and grease traps in m e 40

ﬁ food service and restroom areas. Also works well for m Storage Stability Up to One Year

5.0-10.0

Use on walls, urinals and toilets

** Restores with light agitation - protect from freezing
* Properties are typical and subject to usual manufacturing tolerances

USDA C1 approved
NSF C1 listed

Scan QR code for access to
the Safety Data Sheet.

Scanner le code QR pour accéder a la
Fiche de Données de Sécurité.

Escanee el cédiao QR para acceder a la

Hoja de Datos de Seguridad.
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DRAIN LINE AND
GREASE TRAP TREATMENT
built-in odor eliminators.
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0.5 gallons
1.89 liters

803 South Magnolia St.
Laurel, MS 39440

3880 Bullard St.
Jackson, MS 39209

www.elkinswholesale.com

PRODUCT NUMBER:

ELKINS365-4TPHG




