fast lane

Product Properties

COLOR: Cl
CONC ODOR: Baes; Powder
TR:\IFIEI':TLRA?\IT: D VISCOSITY: 10 cps
H: 12
CLEANER SPECIFICGRAVIPI'Y: 1.016

FOAMING; Moderate
DETERGENCY: Excellent

Description

This concentrated traffic lane cleaner is a synergistic blend of surfactants,
penetrants, emulsifiers, builders and deodorizers. It is designed to remove
the widest variety of soils such as dirt, grease, blood, milk, egg, etc. Use this
product as a pre-spray before shampooing or extracting on high traffic areas
to ensure a complete one-pass machine cleaning.

Features...Benefits

Concentrated .........ccoveveiieiieiiennnnn.. Economical
Improves Machine Efficiency ............. Labor Saving
Versatile ...ooovviiiiii Ease of Use
Pleasant Fragrance ...................... Pleasant to Use
Improves Cleaning Service Life............ Labor Saving
Directions

TRAFFIC LANE PRESPRAY: Dilute this product with water from 8 to 16 oz. per
gallon.Using a suitable spray device, mist the solution on traffic lanes before
extracting or bonnet scrubbing.

SPOTTING: Apply this product diluted with water from 32 oz. per gallon to full
strength directly on tough soils. Agitate into soiled areas. Blot away soils with
clean cloth. Repeat. Rinse by spraying clean water onto the soiled area then
blot dry with a clean cloth.

1100 Central Industrial Dr.
St. Louis, Missouri, 63110

toll free: 800 325 9218 R
main: 314 771 6600 Safety Information

fax: 314 771 6608 KEEP OUT OF REACH OF CHILDREN

CAUTION. May cause eye irritation. Avoid contact with eyes. In case of contact,
immediately flush with plenty of water for at least 15 minutes. Seek medical
attention if irritation persists.

www.interconchemical.com
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