[bookmark: _GoBack]STATE OF MISSISSIPPI 
COUNTY OF BENTON

NOTICE TO BIDDERS

	The Benton County Board of Supervisors will receive sealed bids in the Office of the Chancery Clerk, P.O. Box 218, Ashland, MS  38603, until 10:00 a.m. on May 03, 2017, and thereafter publicly open them for Placing, and Compacting Bituminous Hot Mix under maintenance contract.
	Sealed bids shall be received on the following items.  Work order(s) shall be issued for individual districts.  Each work order shall be completed within 45 calendar days of the date of the work order.  Haul distance shall be measured from the scales at the asphalt plant to the job site.
· Placement and compaction of asphalt ____________per ton
· AEP (Tack Coat) ……………………____________per gallon

Freight

$____________________0-45 miles   With Minimum Amount of Tonage ___________
$ ___________________45-60 miles  With Minimum Amount of Tonage ___________

County of Benton to provide asphalt from contractual asphalt plant and Trucking whenever possible.
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	BID PRICES ACCEPTED SHALL BE FOR A PERIOD OF 6 MONTHS – MAY until NOVEMBER

	The Board reserves the right to reject any and all bids and to waive any and all formalities in the best interest of the County.

(Date)_________________________________________

Company______________________________________

Signature ______________________________________

	BY ORDER OF THE BOARD OF SUPERVISORS, this the 3rd Day of April, 2017.

_________________________________________ 
                             RICKY PIPKIN, PRESIDENT
BENTON COUNTY BOARD OF SUPERVISORS

_________________________________________
                                        BY:  MARLENE MCKENZIE
   			                            CLERK OF THE BOARD OF SUPERVISORS


__________________________(NOTARY)

My Commission Expires: __________________________


Publish Dates:  April 13 and April 20, 2017
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HOT-MIX ASPHALT PAVEMENT

SCOPE: This item shall consist of the construction of one or more lfls of Hot Mix
Asphalt (HMA), each made of a mixture of mineral aggregate and bituminous material,
‘mixed in a central mixing plant and placed on a prepared course in reasonably close
conformity with the lines, grades, thicknesses and typical sections, upon recommendation
by the Board of Supervisors of Benton County, Mississippi.

. MATERIAL REQUIREMENTS: The Hot-mix asphalt pavement shall have crushed

Timestone aggregate.

‘The materials, composition, construction methods, inspection, measurements, payment
and all other requirements for a satisfactory completed finished product shall meet the
requirements of Section S-401, 5403 and all other sections referenced by these sections
of the “Mississippi Standard Specifications for State Aid Road and Bridge Construction”
2004 Edition, as issued by the Office of State Aid Road Construction of the Mississippi
Department of Transportation.

Unless otherwise specified, Material Transfer Device not required.

Periodic testing for mixture quality and density will be conducted by the Engineer.
‘The Hot Mix Asphalt Pavement (base course), Hot Mix Asphalt Pavement (binder
course) and the Hot Mix Asphalt Pavement (surface course) shall conform to these
specifications for the various mixture types ST,MT and HT.

BASIS FOR PAYMENT: Payment shall be made under:
Hot-Mix Asphalt Pavement (Type) (Mixture a) (Base)

Hot-Mix Asphalt Pavement (Type) (Mixture b) (Binder)
Hot-Mix Asphalt Pavement (Type) (Mixture c) (Surface)

TYPE: ST, MT, or HT

aMixture: 19 mm or 25 mm

bMixture: 9.5 mm or 12.5mm
cMixture: ~ 4.75mm, 9.5 mm or 12.5 mm




