B LR 80 BOILER WATER

ALKALINITY BUILDER

DIRECTIONS FOR USE:

This product is specifically designed to maintain alaklinity in bulk boiler water. Feed as directed by your Zee Company, Inc.
service representative. Do not to exceed ASME guidelines.

POISON: CORROSIVE TO EYES AND SKIN. CONTACT WITH THIS PRODUCT AND ITS DILUTIONS MAY CAUSE
IMMEDIATE DESTRUCTION OF EYE TISSUE. HARMFUL OR FATAL IF SWALLOWED. CONTAINS SODIUM HYDROXIDE.

FIRST AID:

EYES: Flush with water for 15 minutes. Get medical attention immediately.

SKIN: Flush with water for 15 minutes. Get medical attention immediately.

INTERNAL: DO NOT INDUCE VOMITING. If the person is conscious, give several large glasses of water. Get medical attention
immediately.

INHALATION: Remove to fresh air. Get medical attention if breathing difficulty occurs.

SPILL AND DISPOSAL.:

SMALL SPILL: Flush to waste with large quantities of water.

LARGE SPILL: Completely contain all spilled material. Absorb onto inert compound and reclaim to a closed DOT approved
container. Residue may be flushed to drain with large quantities of water.

DISPOSAL: Dispose of contaminated product in accordance with Federal, state and local regulations.

NET CONTENTS GALLONS
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