Garratt FORMULA 6420
CALLAHAN CLOSED SYSTEM

INHIBITOR

)

USE | Garratt-Callahan Formula 6420 is a neutral pH liquid treatment specifically
developed for use in closed recirculating systems that are open to the
atmosphere and contain aluminum components. Systems with aluminum
components require a pH range of 7.0-8.5, typical in many molding
operations. Formula 6420 is not recommended for aluminum hot water
boiler systems.

DESCRIPTION | Formula 6420 is a synergistic blend of inorganic and organic corrosion and
scale inhibitors (molybdenum, polymer and azole) selected to provide
protection of mixed metal systems.

It does not contain phosphorus compounds, nitrite or nitrate, nutrients that
can contribute to bacterial growth, commonly seen in these open/closed
recirculating systems.

DIRECTIONS | Formula 6420 should be fed via a pump or bypass feeder at a dose of 2000-
3000 ppm of product. This will give a control range of 80-120 ppm Mo.

For open/closed systems that have considerable makeup, a LUMITRAC
controller may be used to monitor and feed Formula 6420 to the system.
Fluorescent tracer control settings should be 100-150.

The fluorescent tracer cannot be used as the control test for Formula 6420;
molybdenum MUST be analyzed and used for the control test.

RECOMMENDATIONS | A top-notch biocide program must be maintained in open/closed systems.
Many molding operations contain dead-legs that must be eliminated to
preserve the integrity of the system treatment.

Any pH adjustment necessary must be done using Formula 6300 (Boric acid)
to lower pH, or Formula 6150 (Sodium borate solution) to increase pH.

Corrosion coupons are highly recommended, including aluminum coupons
made of the same alloy as the aluminum components.

SAFETY & HANDLING | Please refer to the MSDS before handling any products.

For Medical Emergencies call (650) 697-5811 (Garratt-Callahan
Company) from 8:00 AM to 4:30 PM Pacific Time or call (303) 623-5716
(Rocky Mountain Poison Center, 24-hour number).

For Non-emergency Product Information please call (650) 697-581 |
from 8:00 AM to 4:30 PM Pacific Time.

PRODUCT DATA Typical Values
Appearance : clear liquid
Color : light yellow
pH (neat) : 7.0-8.0
Specific Gravity : 1.08-1.10 (9.0-9.2 Ibs/gal)

STORAGE | Product does not readily deteriorate, but has a suggested in-plant storage
limit of one year. Protect from extremes in temperature. Store between
50-104 °F (10-40 °C).
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