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FORMULA 1550
BOILER WATER TREATMENT 

USE Garratt-Callahan Formula 1550 is designed for mineral scale and deposit
control in steam boilers.  Hardness will be precipitated as a non-adherent
free-flowing sludge, conditioned by polymeric dispersants for effective
removal via bottom blowdown.  Formula 1550 is also formulated to
disperse dried and hydrated iron oxides entering the boiler system. 

Use of Formula 1550 will help:
• Provide cleaner heat transfer surfaces
• Increase heat transfer
• Control iron oxide deposition
C Reduce energy and maintenance costs
C Avoid acid descales
• Remove old scale deposits

Formula 1550 complies with FDA regulations for use in boilers where the
steam contacts food. 

DESCRIPTION Formula 1550 is a liquid formulation containing a synergistic combination of
proprietary polymeric dispersants and polyphosphate.

DIRECTIONS Formula 1550 is best fed directly to the boiler in proportion to the boiler
makeup. The dosage is controlled by an ortho-phosphate (PO4) test kit or
photometer.  The actual dosage depends upon the quantity of hardness and 
contaminants in the feedwater.  Under normal conditions, control is 40-60
ppm orthophosphate (O-PO4) in the boiler water.  Formula 1550 can be
slug fed, but pumping is preferable for good control. It should be fed
proportionately to boiler makeup. Formula 1550 may be pumped directly
from the container or mixed with other boiler treatment products in a mix
tank.

RECOMMENDATIONS When used in steam boilers, Formula 1550 should be used in conjunction
with an effective oxygen scavenger and, if required, an alkalinity booster.

SAFETY & HANDLING Please refer to MSDS before handling any products.

For Medical Emergencies call (650) 697-5811 
(Garratt-Callahan Company) from 8:00 AM to 4:30 PM Pacific Time or 
call (303) 623-5716 (Rocky Mountain Poison Center, 24-hour number).

For Non-emergency Product Information please call (650) 697-5811
from 8:00 AM to 4:30 PM Pacific Time.

PRODUCT DATA Typical Values
Appearance : clear liquid
Color : water white to light yellow
pH (neat) : 5.0-7.0
Specific Gravity : 1.1-1.2 (9.2-10.0 lbs/gal)

STORAGE Product does not readily deteriorate, but has a suggested in-plant storage
limit of one year. Protect from extremes in temperature. Store between
50-104°F (10-40°C).


