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FORMULA 9255
PENETRANT/ DISPERSANT

USE Garratt-Callahan Formula 9255 is designed for use in open recirculating
cooling systems, air washers, and closed recirculating systems.  It will break
up and disperse oily or greasy deposits, organic matrices, and environmental
debris so that biocides can destroy them for easy removal through bleed.

DESCRIPTION Formula 9255 is a fatty acid amide-based surfactant dissolved in a solution of
water and propylene glycol.  Unlike other surfactants, Formula 9255 will not
foam if it is overdosed.

DIRECTIONS Do not dilute prior to use.  Dosages should start at 25 ppm as product, fed
continuously or slug-fed, and gradually increased until the system is free of
deposits.  A maintenance dosage of 10-25 ppm is usually sufficient once the
system has been cleaned.  In heavily fouled systems, freed deposits may clog
the system and interfere with performance.  Refer to TB9255 for more
detailed information on feeding Formula 9255 for maximum efficiency.

RECOMMENDATIONS Formula 9255 is completely compatible with chlorine and other oxidizing
biocides, and is especially recommended where chlorine demand is high due
to organic material in the system.  It is also recommended for towers with
film type fill or air washers which are especially prone to organic deposit
formation.  When used properly, this product will aid in removing debris or
deposits and provide a clean surface for optimum heat exchange and
optimum corrosion inhibitor performance.  Formula 9255 will coat and
protect system metals until a complete corrosion control program is initiated
and may even improve corrosion rates in some especially corrosive
environments.

This product will not attack any metals, rubber or most plastics.  However, it
is not recommended for use with vinyl, or prolonged use with PVC.  At high
dosages, fouling of some sensitive pH or conductivity probes is possible.  Do
not exceed recommended dosage.

SAFETY & HANDLING Please refer to the MSDS before handling any products.

For Medical Emergencies call (650) 697-5811 (Garratt-Callahan
Company) from 8:00 AM to 4:30 PM Pacific Time or call (303) 623-5716
(Rocky Mountain Poison Center, 24-hour number).

For Non-emergency Product Information please call (650) 697-5811
from 8:00 AM to 4:30 PM Pacific Time.

PRODUCT DATA Typical Values
Appearance : clear liquid
Color : light yellow
pH (neat) : neutral
Specific Gravity : 1.01-1.02 (8.4-8.5 lbs/gal)

STORAGE Product does not readily deteriorate, but has a suggested in-plant storage
limit of one year.  Protect from extremes in temperature.  Store between
50-104 oF (10-40 oC).


