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USE

Garratt-Callahan Formula 60 is designed primarily for use in open cooling
water systems, air washers and other recirculating water systems where
foaming may be a problem.

DESCRIPTION

Formula 60 is a silicone-based emulsion. It is effective in low to high pH
systems and over a wide temperature range.

DIRECTIONS

The amount of Formula 60 needed can vary with conditions. Use the least
amount needed to accomplish the defoaming. This can be in the range of
-8 fluid ounces per 1,000 gallons of water to be treated.

RECOMMENDATIONS

Defoamers are used to break existing foams or prevent a substance from
foaming. To break an existing foam in a water environment, it is best to
disperse the defoamer in a small amount of water before adding it to the
system or it may be sprayed onto the foam for faster defoaming.

If Formula 60 is being added directly, add it at a pump intake or in an area
where better mixing and dispersion can occur. [f a liquid known to foam is
being added to the system, you can often prevent or lower the foaming by
mixing some Formula 60 defoamer with the liquid just prior to adding it to
the system. The defoamer should not be mixed too far in advance because
it may separate.

SAFETY & HANDLING

Please refer to MSDS before handling any products.

For Medical Emergencies call (650) 697-5811 (Garratt-Callahan
Company) from 8:00 AM to 4:30 PM Pacific Time or call (303) 623-5716
(Rocky Mountain Poison Center, 24-hour number).

For Non-emergency Product Information please call (650) 697-581 |
from 8:00 AM to 4:30 PM Pacific Time.

PRODUCT DATA

Typical Values
Appearance : creamy emulsion
Color : white
pH (neat) : 3.0-4.5
Specific Gravity : 0.97-1.03 (8.0-8.6 Ibs/gal)
Viscosity@25°C (77°F)  : 1,000-2,000 cps

STORAGE

Product does not readily deteriorate, but has a suggested in-plant storage
limit of one year if kept unopened. Protect from extremes in temperature.
Store between 50-100F (10-37.7°C) in a cool, dry area.
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