
KUSTOM 221
New Generation of Parts Washing Solvent

Meets Military Qualified Products
Lists (QPL) 680-1 MIL-PRF-680A,
Type III Specifications

High Flash Point of >205ºF!

New Generation
Super Safety Solvent

Provides Exceptional Cleaning Performance for

• Construction, Mining, Agriculture
• Excavation & Demolition
• Utility Construction
• Concrete & Asphalt Paving

• Industrial Manufacturing
• Transportation & Fleet
• Steel Mills & Foundries
• Paper Mills, Printing, & Packaging

• Federal, State, & Local Agencies

Non-flammable – under OSHA
standards flash point >200ºF

Contains NO HAZARDOUS WASTE
Constituents as listed under Resource
Conservation and Recovery Act (RCRA)
before use!

Requires no Form R Reporting
under SARA Title III, Section 313!

No “Cradle to Grave” Customer
Responsibility

Used KUSTOM 221 Does Not
Contribute to Your Hazardous
Waste Stream – Simply combine with
your used waste oil*!

TM

No Citrus Smell

Quicker Evaporation – Allows for
Efficient Cleaning

Leaves No Residue – Leaves Parts
Sparkling Clean
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Formulated for use with
Patented SCC-1 Clarifier!

Contains NO Known Carcinogens or
Ozone Depleters – Benzene, Chlorine,
Fluorine, Methylene Chloride, Alcohol,
Toluene, 1,1,1-Trichloroethylene, Carbon
Tetrachloride, Aromatic Naptha, Chloroform,
Xylene, Perchloroethylene

* Providing the spent solution has no hazardous waste characteristics nor contains any listed hazardous waste
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