CAUTION: MAY CAUSE EYE
TION. Avoid contact with eyes.
contact, immediately flush with

medical attention.

INGREDIENTS

34590-94-8) « Sodium Xylene Sulfonate (CAS No
Alkoxylated Alcohols (CAS No. Proprietary) * Alkylpolyglucoside
(CAS No. Mixture) « Citrus Terpenes (CAS No. 94266-47-4)

AL PELIGRO

KEEP OUT OF REACH OF CHILDREN
FOR INDUSTRIAL AND
INSTITUTIONAL USE ONLY

Water (CAS No. 7732-18-5) « 2-Butoxyethanol (CAS No. 111-76-2) «
Butyl Carbitol (CAS No. 112-34-5) « 2-Aminoethanol (CAS No.
141-43-5) « Methylglycinediacetic acid, trisodium salt in water (CAS
No. Mixture) « Dipropylene Glycol Monoethyl Ether (CAS No.

Contains no Phosphorus

HAZARD RATING / CLASIFICACION EN CUANTO

IRRITA-
In case of
running

water for at least 15 minutes, keeping
eyelids open. If irritation develops, get

Processing Establishments.

Para Uso en Institucional, Industrial, y Alimento
Procesamiento de Establecimientos.

. 1300-72-7)

CONCENTRATE / CONCENTRADO

HMIS _|NFPA

1 1 Health/Salud

0 0 | Flammability/Inflamabilidad

0 0

Reactivity/Reactividad

2 = Moderate/Moderado; 1 = Slig

4 = Very High/Muy alto; 3 = High/Alto;

ht/Bajo;

CAUTION: MAY CAUSE EYE IRRITATION.
Read side panels carefully.
PRECAUCION: PUEDE CAUSAR LA IRRITACION DE OJO.
Lea paneles de lado con cuidado.

KEEP OUT OF REACH OF CHILDREN

D’Carbonizer

For Use in Institutional, Industrial, and Food

Net Contents 3.78

Gal

Use D’Carbonizer as directed by your Auto-Chlor®
System Representative to remove carbonized food
soils on metal kitchenware items including pots,
pans, aluminum pizza pans, grill racks, grill utensils
and flatware. D’Carbonizer should be diluted into
water as directed for the hassle free soak removal
of difficult baked-on soils on metal cookware.
D’Carbonizer is an aluminum safe product.

Directions for Use:

CAUTION: VARYING DILUTION RATES WILL
DAMAGE PANS.

1. Fill soak tub with 2-4 gallons (7-15 liters) of
warm water and pour an equal amount (2-4
gallons) of D’Carbonizer into the water. Do not
overfill the soak container, leave room for addition
of items to be soaked. In case of spill, mop any
remaining product from floor with fresh water and
allow drying.

2. Submerge pans or other metal articles into soak
tub. Cover soak tub to prevent evaporation and
allow items to soak for 4 - 7 days (severely carbon
laden items may require additional soak time).

3. Remove items from soak tub, allowing remnants
to drain back into tub. If necessary, scrub item with
a nylon scrub brush. In case soils do not break
away freely with light scrubbing, return items to
same D’Carbonizer solution for 2 additional days
and repeat scrubbing step after the additional soak
time.

4. Wash, rinse and sanitize items after soak is
completed. If necessary, re-season cookware
(pans) before returning them to service.

Sold by:

Auto-Chlor System
746 Poplar Avenue
Memphis, TN 38105
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accept responsibility for any
errors or omissions after job has
been manufactured.
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