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 Designd to provide improved slip
 resistance to quarry, ceramic and 
 porcelain tile floors. 

 Effectively removes slippery, hardened  
 soap scum.

 Increases floor slip resistance.

 Deters the formation of slippery soap   
 scum.

 Reduces workers compensation and
 liability costs by decreasing slips and 
 falls.
 

GRIP KLEEN
Tile Traction Treatment



 Properties: 
 Grip Kleen Floor Tile Traction Treatment is a unique, heavy duty floor cleaner,   
 designed to effectively remove grease and soap scum deposits. When used full   
 strength, Grip Kleen provides a microscopic traction texture to the tile surface,   
 helping you to maintain a safe work environment. Grip Kleen is recommended   
 for use on quarry, porcelain, and glazed ceramic tile. Use of Grip Kleen full    
 strength on porcelain and glazed tile will create a duller surface. Grip Kleen is   
 not recommended for use on polished or unpolished marble, or terrazzo with   
 marble chips. If product gets on aluminum, remove promptly with a clean, wet   
 towel. Since floor tile compositions differ greatly among manufacturers, it is    
 recommended to test a small, inconspicuous area for acceptable appearance   
 and results prior to application over the entire area. 

 Directions for Use:
 Floor Cleaning – Use Grip Kleen during the day to clean the floor. 1) Wipe up spills and 
 sweep debris from floor surface. 2) Dispense Grip Kleen at a ratio of 1:128 of water. 3) 
 Apply solution to floor surface using a dripping wet mop. 4) Aggressively scrub the floor 
 with a deck brush. 5) Mop up soiled solution or squeegee to drain. 6) Rinse or damp mop 
 floor surface clean. 7) Dry floor surface using a dry mop or squeegee. 
 Tile Traction Treatment - (Once a month or spot treat slippery areas as needed) 1) Wipe 
 up spills and sweep debris from floor surface. 2) Apply Grip Kleen at full strength. 3) 
 Evenly spread Grip Kleen across the surface using a deck brush. Allow Grip Kleen to 
 remain on floor surface: 20 minutes for Quarry Tile / 40 minutes for glazed & porcelain 
 tile. (DO NOT ALLOW Grip Kleen to dry on surface during standing time.) 4) Mop up 
 soiled solution or squeegee to drain. 5) Rinse or damp mop floor surface clean. 6) Dry 
 floor surface using a dry mop or squeegee.
 Concrete Cleaning – Sidewalks, Dumpsters or Drive Thrus 1) Sweep all debris from area 
 to be cleaned. 2) Dispense Grip Kleen at a ratio of 1:4 of water. 3) Apply solution and 
 allow it to stand on area to be cleaned for 3-5 minutes. 4) Aggressively scrub area with a 
 deck brush. 5) Rinse surface clean with tap water. 

 Product Data:
 Form: Liquid 
 pH: 4.5 - 5.5
 Color: Orange
 Odor: Odorless
 Specific Gravity: 1.00 - 1.04
 Flash Point:  Non Flammable

 Storage:
 Store in original container in a cool dry place away from incompatible materials.

 Ingredients:
 Ethoxylated nonionic surfactants.

 Safe Handling:
 Eye Contact: Immediately flush with cool water for at least 15 minutes. If irritation   
 persists, get medical attention. 
 Skin Contact: Immediately flush with plenty of water. If irritation persists, 
 get medical attention.
 Ingestion: Rinse mouth. Give a cupful of water or milk. Do not induce vomiting.   
 Never give anything by mouth if person is unconscious. Get medical attention.
 Inhalation: Move person to fresh air.
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