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ULTRA SHINE LS
11-1896
Manufactured for
Liquid Solutions LLC
PO Box 677
Magee, MS 39111
 
HIGH SOLIDS 
HIGH GLOSS 
FINISH
ULTRA SHINE LS is a 25% solids floor finish that has incredible gloss and superior resistance to scuffing and black heel marks.
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APPLICATION:
Strip floors to remove old finishes.
Rinse thoroughly and let dry.
With clean equipment thin even coats
Allow a minimum of 30 minutes drying time between coats. 
( Dry
 time will vary depending on temperature & humidity.)
For optimum results apply 4 thin coats within a 24 hour period.
COVERAGE: One gallon covers up to 3,000 sq. feet
CAUTION: May irritate eyes, skin and gastrointestinal tract. Avoid eye and skin contact. Use with adequate ventilation.
FIRST AID: Flush with water (eyes for 15 minutes).
If swallowed give 2-3 large glasses of water. Seek medical attention.
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MAINTENANCE:
DAILY; Sweep or dust mop as needed to remove gritty soil.
DIRTY FLOORS; Clean with neutral cleaner. Rinse & let dry.
TRAFFIC AREAS; Clean with neutral cleaner. Apply thin coat of RHINO LS as needed.
BUFFING; Use a blended hair pad for periodic buffing.
Contents:
        
Water 7732-18-5, 
Dimethylene
 glycol 
monoethyl
 ether 111-90-0, 
Dibutyl
 phthalate 84-74-2 
Dipropylene
 glycol 
monomethyl
 ether 34590-94-8, 
Tributoxyethyl
 phosphate 78-51-3, Acrylic emulsion polymer.
For Commercial, Industrial and Institutional use only.
KEEP OUT OF THE REACH OF CHILDREN
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