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X-TREME LS
11-1893
Manufactured for
Liquid Solutions LLC
PO Box 677
Magee, MS 39111
HIGH SOLIDS EXTREME NANO COATING
AS a result of advanced polymer technology, X-TREME LS floor coating combines deep gloss and high durability in one product.  High molecular weight acrylic polymers and dense cross-linking produce a brilliant shine that resists scuffing and black marks. 
X-TREME LS is ideal for use in classrooms, patient rooms, and offices. It also responds to occasional burnishing – making it suitable for hallways and other frequently maintained 
areas.
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KEEP OUT OF THE REACH OF CHILDREN:
This finish meets ASTM D2047 method for slip resistance.
CAUTION: May cause eye, skin, and gastrointestinal tract irritation. Use in a well ventilated area. Avoid eye and skin contact. 
FIRST AID: EYES & SKIN; Flush eyes with water for 15 minutes. INGESTION; Drink 2 to 3 large glasses of water. Seek medical attention. In all cases if symptoms persist, seek medical attention.
CONTENTS: Water 7732-18-5, 
Diethylene
 glycol 
monoether
 111-90-0, 
Dipropylene
 glycol 
monomethyl
 ether 34590-94-8, 
Tributoxyethyl
 phosphate 78-51-3, Acrylic emulsion polymer N/A 264K2911 
For Commercial, Industrial and institutional use only. 
 See product Material Safety Data Sheet before using
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APPLICATION:
Strip floor to remove all finishes and sealers.
Rinse thoroughly and allow to dry.
Using clean equipment, apply thin even coats of 
         
X-TREME LS.
Under normal conditions, allow to dry for 20 t0 30 minutes between coats.
For best results do not apply more than 4 coats in 24 hours.
MAINTENANCE:
DAILY: Sweep or dust mop as needed to remove grit and soil.
DIRTY FLOORS: Clean with neutral floor cleaner as directed on label.
TRAFFIC AREA: 
Clean with neutral cleaner . Rinse and allow to dry. Apply additional thin coats of X-TREME LS to traffic lanes as needed.
BUFFING: If desired, periodic burnishing with blended hair pads will enhance appearance.
PERIODIC COMPLETE MAINTENANCE: Top dress annually or as needed, and reapply 1 to 3 coats of       X-TREME LS. Should complete removal of finish be desired; recommend stripping with XLERATE as instructed on label.
One Gallon covers up to 3,000 Sq. Feet
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