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DIGEST
03-8162
Manufactured for
Liquid Solutions LLC
PO Box 677
Magee, MS 39111
Liquid Alive Bacteria with Odor Control
Contains four strains of enzyme producing bacteria
Caution: Avoid all contact with open wound. Keep container closed when not in use. Do Not store in direct sunlight. Do Not ingest.
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Recommended For: Grease Traps, 
Drain Lines, 
Septic Tank
s, Down Pipes, and R V Holding Tanks.
Contains four strains of enzyme-producing bacteria, that degrade & digest waste. Aids in digestion & breakdown of fat, grease, protein, carbohydrates, sta
r
ches 
and other organic waste.
Built in odor eliminators to aid in reducing odors.
Designed for routine maintenance of drains and grease traps in food service and 
restroom areas.
For 
Industrial, Commercial and Institutional use only
.
KEEP OUT OF THE REACH OF CHILDREN
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Recommended For: Grease Traps, Drain Lines, Septic Tanks, Down Pipes, and R V Holding Tanks.
Contains four strains of enzyme-producing bacteria, that degrade & digest waste. Aids in digestion & breakdown of fat, grease, protein, carbohydrates, starches and other organic waste.
Built in odor eliminators to aid in reducing odors.
Designed for routine maintenance of drains and grease traps in food service and 
restroom areas.
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DIRECTIONS:
Apply DIGEST at time of lowest flow ( End of Day ). For multi-level facilities, treat lowest levels first.
GREASE TRAPS; Begin treatments after trap has been pumped out. Shock with one quart DIGEST per week for one month. Then one pint per week for routine maintenance.
SEPTIC SYSTEMS; Use two gallons per 500 gallons of capacity to shock. To maintain add one pint weekly.
Preventative Maintenance:
Kitchen Sinks 2 oz daily
Floor Drains 4 oz daily
Garbage Disposal 4 oz daily
Laundry Sinks 4 oz daily
Toilets & Urinals 2 oz daily
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