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Penetrates & Removes Oxidation
Allows Coils to Operate at Full Capacity
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COIL-KLEEN O is used to clean air conditioning and refrigeration in place, when water is available for pressure rinsing
. 
Atmospheric fallout and other impurities tend to oxidize on coils thereby retarding the heat transfer capabilities of the coil. 
COIL-KLEEN O will penetrate and remove oxidation, allowing coils to function at full cooling capacity, so that  a reduction in usage cost can be realized.
KEEP OUT OF REACH OF CHILDREN
) (
COIL-KLEEN O is used to clean air conditioning and refrigeration in place, when water is available for pressure rinsing
. 
Atmospheric fallout and other impurities tend to oxidize on coils thereby retarding the heat transfer capabilities of the coil. 
COIL-KLEEN O will penetrate and remove oxid
ation, allowing coils to function
 at full cooling capacity
, so that  a reduction in usage cost can be realized.
KEEP OUT OF REACH OF CHILDREN
) (
Directions For Use:
Turn the unit off so that the fan is not operating. Wet down the condenser to cool the fins. Dilute COIL-KLEEN O 50/50 with water. Spray all parts of the fins until completely soaked. Allow solution to remain on coils for 3 to 5 minutes, before rinsing coils completely.
CAUTION: COIL-KLEEN O contains an extremely high acid content. Proper personal protection  should be observed
. Avoid contact of product with skin, eyes or clothing. Wear rubber gloves & eye protection  when handling. Avoid breathing mist.
Seek medical attention if irritation persists.
May Cause Burns:
For Industrial / Commercial Use Only
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