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Product Specification Document

CLASSIFICATION
Aquanomic™ low temperature laundry sour for controlling iron

PRODUCT DESCRIPTION
Premier laundry souring agent for controlling high iron and hard water conditions. Use Low Temp Iron Controlling Sour 
to help solve result issues from high iron or hard water conditions. Very aggressive acid, should be used with care as 
overuse could burn linen.

USE
FOR INDUSTRIAL USE ONLY
DO NOT MIX WITH ANYTHING BUT WATER
DIRECTIONS FOR USE
Use only with Ecolab Laundry Dispensing Systems.
The dispensing rate is set on-site by an Ecolab Laundry Specialist and may vary depending on soil type and amount, 
fabric type, water conditions, etc. No adjustment of the dispensing rate can be made except by an Ecolab Laundry 
Specialist. DO NOT use in laundry machines with porcelain-lined or soft metal tubs. NOT for use in home-style 
machines.

Consult your Ecolab Specialist or call 1-800-35 CLEAN (352-5326) for specific use directions, service, or 
additional information.

Usage Temperature Range: 80 – 110°F

Usage
Light:  0.5 - 1 fl oz / CWT 
Medium: 1 - 2 fl oz / CWT
Heavy:  2 - 4 fl oz / CWT

Freeze/Thaw Restriction: No

Physical State Liquid

Color Colorless to light yellow

Odor Pungent

pH 1 to 2 [Conc. (% w/w): 100%]

PHYSICAL AND CHEMICAL PROPERTIES

% P Formula ingredients contain no phosphorus

Ingredients:

7732-18-5Water
16961-83-4Hydrofluosilicic Acid
77-92-9Citric Acid

Size Available Product Number

PACKAGING / PRODUCT NUMBERS

15 U.S. gal/56.7 L 6100667
55 U.S. gal/208 L 6100668
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