Delta Chemical Corp.
The Difference in Water Treatment

P.O. Box 7430
Metaire, LA 70010

Delta Chemical Corp. Technical DataSheet

P.O. Box 7430 Metairie, LA 70010 * United States
phone: 504-733-0630

e-mail: deltadcc@bellsouth.net

DWT 8400 EX

Form: Viscous liquid
Color: Milky
lonic character: Cationic
Charge density: High
Molecular Weight : High
Approx. bulk density: 1.04
Average Non-Volatile Solids (%0): 41
pH: 50+ 2.0@5g/l
Bulk viscosity (cps): 1200
Maximum concentration (g/): 10
Stability of D.I. solution (days): 1
Dilution to obtain 59/l active content : 83
Approx. viscosity @ 5g/l(cps): 800
Storage temperature (°C) : 0-35
Shelf life (months) *: 6

= When stored Inside a buildingat astable temperature between 5°C and

Packing sizes

Drums 55 Gal
Tote 275 Gal
Other dimensions On request

The datain this Technical Data Sheetis provided for information only. It is correct to the best of our knowledge, information and belief at the date of its publication. It does not constitute a
specificaion and no liability is assumed, nor freedom from any existing patents.

Print Date: Revision Number: 1 Page: 1lof 1


mailto:deltadcc@bellsouth.net

