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CWT 8962 - COOLING WATER ANTIFOULANT 
 

 

GENERAL DESCRIPTION: 
 
CWT 8962 is an organic antifoulant which retards the deposition of fouling materials on heat exchange 
surfaces.  CWT 8962 helps keep surfaces free from dead microbiological growths, metallic oxides, silt, 
and other air-borne contaminants.  

 
 

PRODUCT CHARACTERISTICS: 
 
Form................................................................................Water white to Amber Liquid 
pH....................................................................................................Approximately 7.0 
Density.................................................................................................9.50 lbs./gallon 

 
 

FEEDING: 
 

CWT 8962 may be slug fed or pumped directly to the tower sump or at any point of rapid circulation.  The 
product may be fed with equipment made of standard materials of construction. 

 
 

PRECAUTIONS AND HANDLING: 
 
Product is an alkaline material. Avoid contact with skin and eyes. Do not take internally.  Protective gloves 
and chemical splash goggles are recommended.  Wear impervious apron and boots to minimize potential 
contact.  General ventilation is adequate, however, a NIOSH approved breathing apparatus should be 
used for exposures above OSHA threshold limit values.  Consult material safety data sheet for more 
information. 

 

PACKAGING: 
 
55 GALLON DRUMS 


