
 

 

 

 

 

 

SCUM SOLV 
03-8564-5 

 
Manufactured for 

Liquid Solutions LLC 
PO Box 677 

Magee, MS 39111 
 

Biodegradable Terpene Solvent 
Blend  

 

Emulsify Fats, Oils and Grease 

 
For Industrial, Institutional and Commercial use only  

 
KEEP OUT OF THE REACH OF CHILDREN 

 

    
SCUM SOLV is specially formulated for use in 
Lift Stations, Wet Wells, Sewer Lines and 
Grease Traps to Quickly Dissolve 
Accumulations of Fats, Oils, and Greases. 
     
   SCUM SOLV cleans and maintains to prevent 
fouling of probes and floats. Will not inhibit 
waste digestion or affect B O D or O D I when 
used as directed. 
 
   SCUM SOLV has a pleasant citrus fragrance 
which aid in controlling offensive odors.  
 
DIRECTIONS: 
   Pour directly down manhole into wet well; 
Spray on side wall and allow to dissolve 
grease on sides; Inject into grease traps to 
keep scum mat liquid while providing an odor 
blanket. 
     

 

 
SCUM SOLV is a natural solvent containing 

Terpene Hydrocarbons. 

 
Usual precautions for combustible liquids. Keep 
temperature below 115* F Store in tightly sealed 
full containers. Dry Chemical, Foam or Carbon 
Dioxide are to be used to extinguish flames. 
 
Can cause eye and skin irritation. Defatting or 
dryness of skin. if ingested can cause 
gastrointestinal irritation. Inhalation of fumes can 
cause dizziness or headache. 
 
EYES; Flush with plenty of water for 15 minutes.  
SKIN; Remove contaminated clothing and rinse 
with plenty of water 
Inhalation; Remove to fresh air. 
Ingestion; Give a glass or two of water or milk. 
 

If irritation persists seek immediate medical 
attention. 
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