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Item Pack

HIL0014406 4 - 1 Gallon Containers

HIL0014407 1 - 5 Gallon Bag-In-Box

HIL0014409 1 - 55 Gallon Drum

HIL0014411 1 - 275 Gallon Tote

HIL0014428 1 - 30 Gallon Drum

A fast-acting, synthetic cleaner that removes the soil and leaves the shine. It is 
specially formulated for metal cross-linked finishes as it preserves the high-gloss 
appearance without leaving a dulling build-up. Top Clean has a neutral pH formula 
designed to attack dirt without harming your floor or your floor finish.

Features & Benefits
• Concentrated for economical cost-in-use. 
• Neutral pH won’t harm floor finish. 
• Defoaming agents minimize foam build-up.

Availability

Top Clean®

Certifications, Registrations & Notes
Green Seal Certified

*This product meets the Green Seal™ Standard GS-37 based on effective performance, 
concentration of product, minimized/recycled packaging, and protective limits on VOCs 
and human & environmental toxicity. GreenSeal.org. 

Certified Kosher

NSF Registered C1

Safety
	 See material safety data sheet and product 
	 label for safety information, handling and
	 proper use.
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Use of cold tap water is recommended.

FLOORS: FOR DAILY DAMP MOPPING use 1 oz. - 2 oz. of Top Clean to each gallon of water.

FOR MACHINE SCRUBBING use 1 oz. - 3 oz. per gallon of water.

FOR AUTOMATIC SCRUBBER use 1 oz. - 2 oz. of Top Clean to each gallon of water (depend-
ing on amount of surface soil). Use light scrub pad only. Remove the soiled cleaning solution. 
It is not necessary to rinse after normal cleaning. When preparing a surface to receive paint, 
finish, etc., rinse with clean water after scrubbing.
 
WALLS:  Dilute 4 oz. of cleaner to each gallon of water. Apply solution with sponge or cloth, 
starting at bottom and working to top.
 
GLASS:  Dilute 2 - 4 oz. of cleaner to each gallon of water. Spray surface; wipe dry with clean 
cloth.

BUS, AUTO, AND TRUCK BODIES:  Dilute 1 - 2 oz. of cleaner to each gallon of water.

NOTE:  In Federally inspected meat and poultry plants, follow all usage with a thorough po-
table water rinse.

DISPOSAL: Buyer assumes all risk and liability associated with disposal of this product (origi-
nal concentration or dilution) in violation of applicable law. Waste from normal use may be 
sewered to a public-owned treatment works in compliance with applicable federal, state and 
local requirements.


