
Conventional Floor Finish is a durable, high-shine fin-
ish for use with low-speed equipment and conventional
floor maintenance programs.

Conventional Floor Finish
Durable, High-Gloss Finish
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LONG LASTING DURABILITY
Conventional Floor Finish is an extremely durable floor
finish designed for conventional floor maintenance pro-
grams. Resists black heel marks, scuffs, dirt penetration
and detergents to extend time between strip and re-coat
cycles.

Conventional Floor Finish provides high shine and ex-
cellent response to spray buffing. Finish still retains
durability and shine even with infrequent maintenance-
programs. Contains a pleasant Morning Fresh™ scent.

DIRECTIONS FOR USE:
Please review label and MSDS for all product directions,
precautions and first aid information.

Only for use indoors. Do not apply if floor temperature
is less than 55° F.
1. Strip floor using one of State’s strippers according to 

label directions.
2. Apply 4-6 coats using a clean applicator. If higher gloss 

is desired, apply additional coats.
3. Allow 45-60 minutes drying time between coats.

MAINTENANCE:
1. Dust mop or sweep.
2. Clean floor using one of State’s neutral floor cleaners.
3. To enhance gloss and remove scuff marks, spray buff

as needed with State’s Restorer or EZ Guard according 
to label directions. Use conventional equipment and the
appropriate pad.

BEFORE RE-COATING:
1. Dust mop or sweep.
2. Deep scrub using one of State’s deep scrub cleaners.
3. Apply 1-2 coats of Conventional Floor Finish using a

clean applicator.

TECHNICAL DATA:
Appearance: Milky white liquid
Odor: Morning Fresh™ Fragrance
Solids Content: 16.5%
Polymer Type: Metal interlocked acrylic copolymer
Flash Point: None
Shelf Stability: Minimum one year
Slip Resistance: Not less than 0.50 as tested by 

ASTM D-2047-82
Coverage: 1,500-2,000 square feet per gallon

PACKAGING


