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» Controls offensive odors common to
sewage treatment plants, lift stations,
holding tanks, and refuse containers

* Strong cherry scent combats even the
toughest odors

* Directly apply or use our 24/7™ Program
to automatically drip or spray

CONCENTRATED, LONG-LASTING ODOR
CONTROL FORMULA

Cherri-D controls offensive odors common to sewage treatment
plants, lift stations, holding tanks, sludge drying beds, garbage
containers, refuse containers, and land fills. Our super-concentrated,
emulsifiable formula mixes with water on contact which spreads a
deodorizing effect throughout the entire system for longer lasting odor
control. Only a small amount is needed to overcome the most power-
ful, obnoxious odors. The slow release formula releases a pleasant
cherry aroma continuously while eliminating odors both in the air and
at the source.

EASY APPLICATIONS

Drip Cherri-D directly into sewage lines, filter screens, sludge beds,
septic tanks, plant influent or land fills. To assure the proper, yet most
economical and most effective control, apply Cherri-D through State's
24/7™ Automatic Air Care Program. Adjust the State 24/7™ Program
to drip or spray Cherri-D as needed for odor control.

AIR QUALITY ENHANCEMENT SERVICE

State Industrial Products has delivered odor control solutions for sev-
eral decades. Based on our experience, we realize that true odor con-
trol requires a custom approach unique to each customer’s needs. We
offer several air quality enhancement strategies to meet the specific
needs of your facility. Your State Industrial Products account manager
will review your facility with you and recommend a combination of
odor control solutions that best address your complete needs.
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Directions For Use

CHERRI-D®

Cherri-D is designed to be used full strength. No dilution is typically required. Apply Cherri-D through State 24/7™ Automatic

Dispensing Program for continuous control of foul odors.

Application:
* Drip or spray Cherri-D directly on the odor source.

* For holding tanks, sewage treatment, or other water system applications, drip Cherri-D directly into the system water.

* For sludge drying beds, garbage containers, refuse containers, or other dry waste, apply Cherri-D in a heavy spray using a trigger
sprayer, pump up sprayer, or State 24/7™ Automated air care spray system.

* For treatment of air streams, spray or fog Cherri-D into the air. For light applications, Cherri-D can be diluted with water as needed.

e Amount will vary based on application.

Please review label and MSDS for all product directions, precautions, and first aid information.

Technical Data

STATE: Liquid

COLOR: Clear, straw

ODOR: Strong cherry

SPECIFIC GRAVITY: 1.01 +/- 0.02
VISCOSITY: 8 +-5cps

WEIGHT PER GALLON: 8.4 pounds
BOILING POINT (°F): 200-220°F

FLASH POINT: None by Tag open cup, Tag closed cup
PERCENT VOLITALE BY VOLUME: 92%
SHELF STABILITY: Minimum one year
pH: 8.0 +/- 0.02

3100 Hamilton Avenue
Cleveland, OH 44114
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State Industrial Products

Canada
1745 Meyerside Drive, Unit #1
Mississauga, Ontario L5T 1C6

To Order Call: 1-866-747-2229 To Order Call: 1-800-668-6513
www.stateindustrial.com

© Copyright 2010 — State Industrial Products Corp.

Puerto Rico

Royal Industrial Park, Bldg “M”
Local #5, Carr 869, km 1.5 Palmas
Catario, PR. 00962

To Order Call: 787-275-3185

Case 4GL Part #121847
24/7 Cherri D Intro Part #247CD
More sizes available



